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Ironmongery 7 rect 


MASTERS OF OUR TRADE 

ORDER BY 8PM 

GET IT NEXT DAY! 

15,500 PRODUCTS IN STOCK FOR NEXT DAY DELIVERY 




Good product, great communication and the 


best speed of service that I have experienced. 

Joe Reilly 
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OVER £45* 


FREE RETURNS 
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Welcome 



Welcome 



t Some of my favourite 
things from this issue 


To say this month has been an emotional 
roller coaster would be something of an 
understatement, but these things are sent 
to try us! For those of you who I didn't send 
a grovelling email to, explaining my pains and 
woes, then lucky you! Yes, unfortunately I 
suffered the misfortune of a broken hard drive 
and as I write this. I'm currently waiting to see 
what, if any, of the data can be restored and 
returned to me. To all of you who are reading 
this, please make sure you back up your data, 
especially if it is not replaceable, and make sure 
you do this regularly! Do not, as I did, store all 
your most treasured of information on your desk 
top, because when the unthinkable happens (and 
it will happen when you're least expecting it), 
everything will be lost. I must extend a heart-felt 
thanks to my authors, all of whom have been 
incredibly understanding and supportive, but the 
show must go on and I'll keep you updated as to 
the next episode in my data-retrieval debacle! 

March madness 

Anyway, enough about me. We hope that you 
enjoy this, our third issue of 2017, and one 
that will hopefully appeal to all of you in various 
different ways. Our profiled woodworker this 
month is American furniture maker Erik Wolken, 
whose pieces you will either love or hate, or 
perhaps love to hate? If you're not a fan of colour 
then they're probably not for you, but if, like Erik, 
you love playful pieces that are beautiful yet 
still functional, then read on. Also, gracing the 
front cover of GW this month is John Bullar, who 
returns with the next helping in his beginners' 
guide to furniture making series. Moving on to 


the subject of dovetails, he takes you through 
the steps for producing both large and very 
fine variants - the true test of a furniture maker. 

Article requests 

I was also pleased to receive quite a few emails 
from various readers this month requesting 
articles they would like to see in the magazine. 
While we can't promise to make all of your 
dreams come true, we will do our absolute 
best, so if there's something we haven't covered 
before, or could do with re-capping on, do let us 
know. I'm currently tracking down some shed 
builds, a xylophone and some rocking horse 
plans for both magazines - just remember 
we're only a small team, so do bear with us! 

Calling all young woodworkers 

This also brings me nicely on to the subject 
of our makers' column, which gives talented 
youngsters the opportunity to share their story. If 
you know someone who would like to be featured, 
or if you'd like to be featured yourself, then do 
email in. At GW we're extremely passionate about 
championing young talent, but we don't always 
have our finger on the pulse in terms of who's out 
there, so that's where you come in. So whether 
you or the person you know is a furniture making 
student, an apprentice, or just someone who 
likes to make things out of wood, do get in touch 
and make your, or someone else's voice, heard. 
Who knows, you could make someone's day... 

c Tegm 

Emailtegan.foLey@mytimemedia.com 



Andy King 

Technical Editor 



Dave Roberts 

Consultant Editor 



Phil Davy 

Consultant Editor 


We endeavour to ensure all techniques shown 
in Good Woodworking are safe, but take no 
responsibility for readers' actions. Take care 
when woodworking and always use guards, 
goggles, masks, hold-down devices and ear 
protection, and above all, plenty of common 
sense. Do remember to enjoy yourself, though 
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74 Trolley talk 

Looking to mobilise his collection of plastic 
storage trunks, Phil Davy comes up with 
a clever solution that uses a sturdy piece 
of plywood or MDF cut to size, which can 
then be fitted with castors 

80 Put those cogs in motion 

Inspired by his love of the industrial revolution, 
its old cast-iron machinery and exposed 
gearing, Les Thorne decides to turn a box 
that mimics one of the cogs that would 
have been on show 

TECHNICAL 


24 Making mediaeval music 
-part 2 

Shaun Newman completes his mediaeval fiddle 
build and also shows you how to make a 
customised case to protect your wonderful 
hand-crafted creation 

48 Jewellery box 
fit for a sister-in-law 

Peter Harrison's jewellery box with integral hinge 
and removable trays features a curved lip on the 
lid, which helps to make it truly individual and 
really stand out 

58 Home sweet home 

Jumping to the aid of new home buying family 
members, Glenn Perry sets about replacing an 
old, worn out door with a custom-made framed 
ledge and braced version 

72 Jobs in spring 

With spring almost here, Phil Davy takes 
the opportunity to fit some simple shelving 
into alcoves with supporting battens 


22 Top tips for buying 
woodworking macnineiy 

Alex Dalton, managing director of Daltons 
Wadkin, takes a closer look at some of the top 
things to consider when making a woodworking 
machinery purchase 

32 Dovetails great & small 

Moving on to looking at dovetails, John Bullar 
goes from one extreme to another - starting with 
a single large dovetail to examine the basic 
principle, and then a row of very fine dovetails, 
which can test the skill of a furniture maker 




38 Mortisers for woodworkers 

In the next part of his beginners' guide, Peter 
Bishop discusses the topic of mortisers as well as 
offering his advice and tips on setting them up 
and getting the best from this handy machine 

PEOPLE & PLACES 


46 Centrefold 

Made using oak, resin, bronze and squid ink, 
Marc Fish's stunningly unique console table 
from his 'One Piece' series exudes a seemingly 
organic, unprecedented form 

90 Another view of beauty 

Join us as we ponder the notion of beauty 
and suggest a few key points to follow during 
your woodworking journey 

TESTS 


Andy King tests... 


14 Rotarex carving discs 
16 Collins Spring Miter Clamps & Pliers 
Starter Set 

18 Axminster AHDP16B bench pillar drill 
20 DeWalt DCG412N 125mm 
angle grinder 


Phil Davy tests... 


76 Alcolin wood adhesives 

YOUR FAVOURITES 

8 News 
12 Courses 
13 Readers' ads 
56 Letters & Makers 
71 Around the House 
89 Next month 
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Paper supplied Irani wood grown in 
lorests managed rrt a suEtunabla way 
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CUirki! 


TABLE 

SAWS 




LEG STAND KITS 
FOR CTS10D 
ANDCTS11 
ONLY £27.59 
INC VAT’ 




SSES? 

M SANDER 

• Dust extraction facility 

• 4" x 36" belt tilts & locks 0-90° 

• 225mm x 160mm table, tilts 0-90° 

• 370W, 230V motor 


r 


a «|pri table saw WITH I 
1 ™ EXTENSION 1 

LCTSU TABLES (250mm) 

f • Ideal for cross cutting, 

'^ -nfe* ripping, angle and 
| mitre cutting • Easy 
release/locking mechanism 
for table extensions • 0-45° 
tilting blade • Cutting depth: 

1 72mm at 90° /65mm at 45° 


Q4.99 

9 A EX. VAT 

mm 


WHERE QUALITY 




• 1500W motor 

• 0-60° mitre 
gauge 

• Cutting 
depth: Steel 3mm, 
Wood 85mm at 
90° or 58mm 

at 45° 


FURY5-S 
TABLE 
SA1 



Clarl 

STANLEY 


WOODWORKING 
v VICES_ 


9 





QUALITY CAST 
IRON STOVES 


POT 

BELLY 


rkfeH’fli DUST extractor/ 

Mill III* CHIP COLLECTORS 


S3 



© 


fork) 

CWVE1 DUST EXTRACTOR 

• Portable vacuum extractor for keeping work 
areas clean & free from dust particles, 
shavings, etc • Quick 
release lid • Air flow 
183m 3 /hr • 1100W 
input power • Inc. 
filter cartridge, 

L 4x inlet hose 
l reducer adaptors 


MODEL 

MOUNTING JAW # 

(WIDTH/OPENING W 
/DEPTHJmm EXC.VAT 

NC.VAT 

Clarke 

CHT152 

Bolted 150/152/61 

£13.99 

£16.79 

Istanley 

Multi Angle 

Clamped 72/60/40 

£16.99 

£20.39 

iRecord TV75B Clamped 75/50/32 

£19.98 

£23.98 

iCIarke WV7 

Bolted 180/205/78 

£26.99 

£32.39 


• Powerful 
750W motor 
• 56 litre bag capacity 
Flow rate of 850M3/h 





•ii.l 

CROS3 450W 
'"l” . 1 * 1 , RAN DOM ORBITAL 

jt eb 




Clarlm 

STAPLE/ 
NAIL GUNS 

• All models include 
nail/staple pack and 
tough moulded case 

| CONSN18UB 


BARREL II 


i-humu nu —■■ nrry r- H i i i j 

£ 26 ?c?JI £ 262 ?% 



VAmIm 
6" BELT/ 
9" DISC 
SANDER 

• Includes stand 

• 1 HP/ 230V/ 

1 ph motor 



Utirki! 

1" BELT/ 5" 
ISC SANDER 

Includes 2 tables 
that tilt & lock 




r BUCKINGHAM 

I AIR COMPRESSORS 

mailer 


i:iartai ^ ERPLANERS 


Adjustable front handle 
improves control 
• 7000-14000rpm 


A BLACKS 
DECKER 



STAPLE/NAIL EXC. 

INC. 

MODEL 

TYPE 

GAUGE 

VAT 

VAT 

CESNG1 

Electric 

22/18 


£26.39 

CCT48 

Cordless 
4.8V Ni-MH 

22/18 

£28.99 

£34.79 

CESNG2 

Electric 

18/18 

£39.98 

£47.98 

C0NSN18UB Cordless 
dTfiTfr 18v Lithium-Ion 18/18 

£114.99 

£137.99 


• 82mm 

cutting 

width 




• Superb range 

ideal for DIY, 
hobby & semi 
■professional use 

* ’V’ Twin Pump 



BELT 
SANDERS 

Ideal for surface removal, 


MilHH! sanding and finishing 

womwm 





MODEL 

MOTOR 

CFM 

TANK 

EXC.VAT 

INC.VAT 

8/250 

2HP 


24ltr 

£84.99 

£101.99 

7/250 

2 HP 

7 

24ltr 

£94.99 

£113.99 

11/250 

2.5HP 

9.5 

24ltr 

£109.98 

£131.98 

8/510 

2HP 

7.5 

50ltr 

£119.98 

£143.98 

11/510 

2.5HP 

9.5 

50ltr 

£139.98 

£167.98 

16/510* 

3 HP 

14.5 

50ltr 

£209.00 

£250.80 

16/1010* 

3 HP 

14.5 

lOOItr 

£259.98 

£311.98 1 


riifthhll DISC SANDER 

. .. (305MM) &i 2 9 hc»at 

• Powerful, bench mounted L 
disc sander *900W 

• No load 



































































































































































































































































easy finance j|EASY TO USE WEBSITE 

AVAILABLE 13^000 

PRODUCTS ONLINE! 


'll ffl 


BUY NOW 


• Over 12,18 or 24 Months 

• Purchases over £300 
>12.9% APR, 10% Deposit 



Unrlki! heaters 

frfj^r2 I DEVIL 



For hard-to-find, 
specialist items 
visit the 


m *A vlsltth ' 

- X** 


j section on 

!l machinemart.co.uk 


ELECTRIC 


• Quality Range of 
Mitre saws and 
blades in stock 



r |»l*ii»|piB TURBO FAN 
nl wU r “ ♦ GAS HEATERS 

Offering low cost, 
efficient heatini 


MODEL 

BLADE DIA/ MAX CUT EXC. 
BORE (mm)DEPTH/CROSS VAT 

INC. 

VAT 

Einhell 210/30 

TC-MS 2112 

55/120mm £56.99 

£68.39 

Evolution 
Furv 3-B 

210/25.4 

50/120mm £57.99 

£69.59 

Einhell 

TC-SM2131 # 210/30 

62/31 0mm£1 19.98 

£143.98 

Einhell 

SM2534i 

250/30 

75/340mm£1 59.98 

£191.98 


MODEL VOLTAGE HEAT EXC.VAT INC.VAT 
OUTPUT KW 


Laser Guide t Sliding Compound 


KlilHClt CDP152B 

DRILL PRESSES 

• Range of precision bench & 
J floor presses for enthusiast, 
engineering & 
industrial 
applications 
MimiM 


DEVIL 7003 230V 

3 

£59.98 

DEVIL 6005 400V 

2.5-5 

£74.99 

DEVIL 7005 400V 

5 

£84.99 

DEVIL 6009 400V 

4.5-9 

£119.00 

DEVIL 7009 400V 

9 

£139.98 

DEVIL 6015 400V 

5-10-15 

£179.00 

DEVIL 7015 400V 

15 

£199.98 

DEVIL 6025 400V 

22 

£289.00 

DEVIL 7025 400V 

22 

£319.00 

1 DEVIL 7030 400V 

30 

£359.00 







Devil 700 

Devil 900 


36.6 £169. 

49.8 £259.00 



COPY 

NOW! 

• IN-STORE 

• ONLINE 

• PHONE 

0844 880 1265 


Haiti! 

PROFESSIONAL BANDSAWS 

Top Quality Bandsaws - ideal for 
professional workshop use. Strong steel 
body with solid cast iron table 

• Table tilts 45° • Adjustable blade guide 

• Supplied with stand, 4TPI wood cutting 
blade, rip fence, mitre guide, mitre gauge 
and push stick • Induction motors 

• Includes stand 


WTtTmw 


B = Bench mounted F = Floor standing 


CDP102B 350/5 £79.98 


CDP152B 450/12 £134.99 

ft 

CDP202B 450/16 £179.98 

IT 

' 

CDP10B 370/12 £194.99 


CDP352F 550/16 £219.00 


CDP502F1100/1 2E499.00 

_ 



i:iiirl:» 

QUARTZ 
HALOGEN 

infra-red 
M ilHCn HEATER 


MORTISING 

MACHINE 

• Accurately creates 
deep square recesses 

• Table size 150 x 
340mm • Max. chisel, 
stroke 76mm' 
Robust cast iron base 
& column ensures 
stability & accuracy 

• 95mm depth of cut 


• 3kW instant, clea 
odour free heat. 


I £ 1 29ex&t 





A 
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IditiPIiLW 


a 


f 

MODE 

THROAT MAX MAX EXC. 

I DEPTH CUT 90° CUT 45° VAT 

INC. 

VAT 

CBS3( 

)0 305mm/1 2" 165mm 115mm £389.00 

£466.80 

[CBS3S 

50 340mm/14" 225mm 160mm £479.00 

£574,80 


Hillte ROUTER TABLE 

CRT-1 n 4 


ww*ww 

..last and accurate with a good solid 
(eel... Excel lent value for money." 
See www.machinemart.co.uk 


rcilirlSli MULTI FUNCTION 
TOOL WITH ACCESSORY KIT 

• Great for sawing, cutting, sanding, polishing, 

| chiselling & much more • 250W motOL 

• Variable speed 


Glaring 13,1 MINI 


WOOD LATHE 





Clarke 


DETAIL 

SANDERS 





Clarke 

. BOSCH 


rkirl’ii grinders & 
IpMI STANDS, 

• Stands come complete 
with bolt mountings 
and feet 
anchor holes 


M 


iimmvg 


• Converts your router 
into a stationary router 
table • Suitable for most 
routers (up to 155mm dia. Base plate) 


JCQ.98 

09 EX. VAT 


EH 


e 


ClilPIEII 


ROUTER: 


• Ideal for enthusiasts/ 
hobbyists with small workshops 

• 325mm distance between centres • 200mm 
Lrnax. turning capacity (dia) • 0.2HP motor 


• Perfect for smooth and fine finishing along_ 
I with hard to reach a 
curved surfaces^ 


CDS-1V 

[il!M,’ll 



Cllirte SCROLL SAWS 

4 "'A 



• 50mm 
max cut 
thickness 

• Air-blower removes 
dust from cutting area 

Table tilts 0-45 r 


MODEL 

MOTOR 

SPEED 

RPM 

EXC 

VAT 

INC. 

VAT 


1 CSS400B 

EMI 

1450 

£79.98 

£95.98 

1 1* 

CSS16VB 

90W 

550-1600 

£89.98 

£107.98 

Ir 

ICSS400C 

90W 

550-1600 £109.98 

£131.98 

Li 


BOSCH 


Bosch PST700E* 500W 70/4mm £44.99 

Clark!! MITRESAW STAND 


r. 


u° 



• Powerful 
heavy duty 
machines 
ideal for 
trade and 
DIY use 



f 2 * 


# With sanding belt 
*8" whetstone & 

6" drystone 


Glaring dovetail jig 

• Simple, easy to set up & use for producing a 
variety of joints • Cuts work pieces with a 
thickness of 8-32mm ^Includes a V 2 " comb 
template guide 
& holes for 
bench mounting 





| MODEL 

DUTY 

WHEEL 

DIA. 

EXC.VAT INC.VAT 

CBG6RP 

DIY 

150mm 

£39.59 

1 CBG6RZ 

PRO 

150mm 

£42.99 m 

1 CBG6RSC 

HD 

150mm 

£54.99 

1 CBG6SB# 

PRO 

150mm 

£54.99 

1 CBG6RWC 

HD 

150mm 

£59.98 

J|CBG8W* (wet) HD 150/200mm £56.99 K3 


MOTOR PLUNGE EXC.VAT INC.VAT 


Bosch 1400 

P0F1400ACE 


0-55 £79.98 



VISIT YOUR LOCAL SUPERSTORE 


OPEN MON-FRI 8.30-6.00, 

SAT 8.30-5.30. SUN 10.00-4.00 


Professional 
woodworking 
tools and . 
y machinery from | 
f Record, 

I Sheppach, 

Visit — —j “ SIP and more! 
www.machinemart.co.uk 
for more information 


4 EASY WAYS TO BUY. 


BARNSLEY Pontefract Rd, Barnsley, S71 1EZ 01226 732297 
B’HAM GREAT BARR 4 Birmingham Rd. 0121 358 7977 

B’HAM HAY MILLS 1152 Coventry Rd, Hay Mills 0121 7713433 
I BOLTON 1 Thynne St. BL3 6BD 01204 365799 

BRADFORD 105-107 Manningham Lane. BD1 3BN 01274 390962 
BRIGHTON 123 Lewes Rd, BN2 3QB 01273 915999 

BRISTOL 1-3 Church Rd, Lawrence Hill. BS5 9JJ 0117 9351060 
BURTON UPON TRENT 12a Lichfield St. DE14 3QZ 01283 564 708 

CAMBRIDGE 181-183 Histon Road, Cambridge. CB4 3HL 01223 322675 
CARDIFF 44-46 City Rd. CF24 3DN 029 2046 5424 

CARLISLE 85 London Rd. CA1 2LG 01228 591666 

CHELTENHAM 84 Fairview Road. GL52 2EH 01242 514 402 

CHESTER 43-45 St. James Street. CHI 3EY 01244 311258 

COLCHESTER 4 North Station Rd. C01 1 RE 01206 762831 

COVENTRY Bishop St. CV1 1HT 024 7622 4227 

CROYDON 423-427 Brighton Rd, Sth Croydon 020 8763 0640 
DARLINGTON 214 Northgate. DL1 1RB 01325 380 841 

DEAL (KENT) 182-186 High St. CT14 6BQ 01304 373 434 

DERBY Derwent St. DEI 2ED 01332 290 931 

DONCASTER Wheatley Hall Road 01302 245 999 

| DUNDEE 24-26 Trades Lane. DD1 3ET 01382 225140 

^EDINBURGH 163-171 Piersfield Terrace 0131 659 5919 


EXETER 16 Trusham Rd. EX2 8QG 01392 256 744 

GATESHEAD 50 Lobley Hill Rd. NE8 4YJ 0191 493 2520 

GLASGOW 280 Gt Western Rd. G4 9EJ 0141 332 9231 

GLOUCESTER 221A Barton St. GL1 4HY 01452 417 948 

GRIMSBY ELLIS WAY, DN32 9BD 01472 354435 

HULL 8-10 Holderness Rd. HU9 1EG 01482 223161 

ILFORD 746-748 Eastern Ave. IG2 7HU 0208 518 4286 

IPSWICH Unit 1 Ipswich Trade Centre, Commercial Road 01473 221253 
LEEDS 227-229 Kirkstall Rd. LS4 2AS 0113 231 0400 

LEICESTER 69 Melton Rd. LE4 6PN 0116 261 0688 

LINCOLN Unit 5. The Pelham Centre. LN5 8HG 01522 543 036 

LIVERPOOL 80-88 London Rd. L3 5NF 0151 709 4484 

LONDON CATFORD 289/291 Southend Lane SE6 3RS 0208 695 5684 
LONDON 6 Kendal Parade, Edmonton N18 020 8803 0861 

LONDON 503-507 Lea Bridge Rd. Leyton, E10 020 8558 8284 

LONDON 100 The Highway, Docklands 020 7488 2129 

LUTON Unit 1,326 Dunstable Rd, Luton LU4 8JS 01582 728 063 

MAIDSTONE 57 Upper Stone St. ME15 6HE 01622 769 572 

MANCHESTER ALTRINCHAM 71 Manchester Rd. Altrincham 0161 9412 666 
MANCHESTER CENTRAL 209 Bury New Road M8 8DU 0161 241 1851 
MANCHESTER OPENSHAW Unit 5, Tower Mill, Ashton Old Rd 0161 223 8376 
MANSFIELD 169 Chesterfield Rd. South 01623 622160 


MIDDLESBROUGH Mandale Triangle, Thornaby 01642 677881 

NORWICH 282a Heigham St. NR2 4LZ 01603 766402 

NOTTINGHAM 211 Lower Parliament St. 0115 9561811 

PETERBOROUGH 417 Lincoln Rd. Millfield 01733 311770 

PLYMOUTH 58-64 Embankment Rd. PL4 9HY 01752 254050 
POOLE 137-139 Bournemouth Rd. Parkstone 01202 717913 
PORTSMOUTH 277-283 Copnor Rd. Copnor 023 9265 4777 

PRESTON 53 Blackpool Rd. PR2 6BU 01772 703263 

SHEFFIELD 453 London Rd. Heeley. S2 4HJ 0114 258 0831 

SIDCUP 13 Blackfen Parade, Blackfen Rd 0208 3042069 

SOUTHAMPTON 516-518 Portswood Rd. 023 8055 7788 

SOUTHEND 1139-1141 London Rd. Leigh on Sea 01702 483 742 
STOKE-ON-TRENT 382-396 Waterloo Rd. Hanley 01782 287321 
SUNDERLAND 13-15 Ryhope Rd. Grangetown 0191 510 8773 
SWANSEA 7 Samlet Rd. Llansamlet. SA7 9AG 01792 792969 
SWINDON 21 Victoria Rd. SN1 3AW 01793 491717 

TWICKENHAM 83-85 Heath Rd.TWI 4AW 020 8892 9117 

WARRINGTON Unit 3, Hawley’s Trade Pk. 01925 630 937 

WIGAN 2 Harrison Street, WN5 9AU 01942 323 785 

WOLVERHAMPTON Parkfield Rd. Bilston 01902 494186 

WORCESTER 48a Upper Tything. WR1 1JZ 01905 723451 




65 SUPERSTORES 


CLICK & 
^COLLECT 

^“^COLLECT FROM 1050(T 
POST OFFICES AND 
PARCEL FORCE DEPOTS 


Calls to the catalogue request number above (0844 880 1265) cost 7p per r 
at time of going to press. We reserve the right to change products and price! 
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News from the bench 


Makita extends 
popular 10.8V CXT 
power tool range 

The Makita 10.8V CXT power tool range is growing in popularity, driven 
by the very compact size and low weight advantages combined with 
outstanding performance and durability. For example, the new Makita 
TD111D impact driver with Brushless motor delivers an outstanding 135Nm 
of tightening torque yet weighs just 1.1kg with an overall length of only 
135mm from chuck to back of body. With performance like this the 10.8V 
CXT range is proving attractive to all property installation professionals as 
well as general woodworkers. More new products in the CXT range, which 
are detailed below, include a stapler, an additional vacuum cleaner and two 
battery heated cold-weather coats. 

TD111D impact driver 

The new TD111D impact driver with Brushless motor and CXT slide battery 
will deliver up to 3,900 impacts per minute in high-mode with capacity 
to drive home an M14 bolt. This compact 1.1kg machine features the latest 
A-mode impact operation, which drives the fixture slowly to begin with until 
the thread tightening reacts when the full power is switched on to drive the 
fastening home. This mode eliminates screw cam-out and cross threading, 
which causes the fixing to fail. In addition, the TD111D has the variable-speed 
trigger, electric brake, soft grip handle and LED job light. The TD111D is 
available with charger and two 2.0Ah batteries in a Makpac connector case, 
or as a body-only machine for those operators with sufficient 10.8V batteries. 

ST113DZ CXT stapler 

The new ST113DZ CXT stapler will carry 150 staples 10mm wide of either 
7mm or 10mm length. This compact and lightweight stapler can be used 
in either sequential trigger mode or as a bump fire machine where the striker 
must hit the material for the staple to be ejected. The anti-dry-fire feature 
means that if no staples are in the machine it will not 'fire', which indicates 
to the operator that the stapling action has not taken place. The magazine 
is plastic to reduce weight and there is a window enabling a visual check 
on the number of staples remaining in the magazine as well as a trigger 
lock, LED job light and belt hook. It is only available as body-only. 

CL106FD 10.8V CXT vacuum cleaner 

The new CL106FD 10.8V CXT vacuum cleaner has been added to the range, 
which has a maximum sealed suction of 3.1kPa and maximum airflow of 
1.3m 3 /min. This vac has the capsule-type dust holder, overcoming the 
need for dust bags, and is emptied directly into the waste bin. Fitted with 
a 4.0Ah battery this vacuum will run constantly for 42 minutes, ample run 
time for clearing up after a domestic installation or repair job, and comes 
complete with trigger switch and LED job light. 

CJ102D heated jacket 

The new Makita CJ102D heated jacket, with two-way zipper, is available 
in four sizes from medium to XXL, and has three heat zones across the 
chest and back, and three heat settings, which are indicated with three 
LEDs on the left chest pocket of the coat. The lightweight Li-ion battery 
is carried in a back pocket and the battery holder is removable allowing 
hand washing of the coat. A USB port on the battery holder enables 
charging of mobile devices, phones and MP3 players, and the sleeves 
can be unzipped on warmer days. The new CV101DZ is the vest version 
of the heated jacket with just two heat zones but identical performance. 

Both garments have three pockets and run times of 4,7.5 and 14 hours 
on the high, medium or low temperature settings. 

For more news and info relating to these and other Makita products, 
see www.makitauk.com. 




Midlands Woodworking 
Show 2017 


This fantastic show, which is now in its fourth year, takes place at 
the Newark Showground on 24-25 March. With 50 companies 
exhibiting and over 20 demonstrators taking park, including April 
Wilkerson (pictured below), you can be sure of a great day out. 
For further info and to book tickets, see www.nelton.co.uk. 


DIYer and woodworker April Wilkerson has a fantastic following 
on YouTube - see www.youtube.com/user/AprilWilkersonDIY 
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Trade Stands with 
show promotions and 
offers 



Outstanding 
selection of timber 
with special Show 
Offers 


YANDLES 

SPRING SHOW 

FRIDAY 7th & 
SATURDAY 8th 
APRIL 2017 


Visit our Hobby Shop, 
Gallery, Cafe 
and Refreshment 
Marquee 


Free parking and 
entry 


Times: 10am- 5pm Fri 
10am - 4 pm Sat 


One of Britain’s longest running 
Woodworking Shows, now with a now look. 

A perfect day out for everyone from Professionals 
to the Hobbyists. Don’t miss out on fantastic 
demonstrations, Master Classes and Show offers 
from our top Manufacturers, Visit our Timber 
Self-Selection and treat yourselt to some 
outstanding timber, bowl blanks and planking all 
at a discounted rate. Learn some new skills and 
see what new products are on the market and 
pick up some great deals. 


For further information, 
check aut: 
www.yandles.cu.uk 


YANOLE & SONS LTD 

Hurst Works. Martock, 
Somerset, TA12 BJU 

W 01935 822207 
Web: www.yafldles.co.uk 
Email: info@yanilles.co.uk 


Oak Framing Weekend 


at 

St Fagan's National History 
Museum, Cardiff 
26th to 28th August 2017 

Get involved in the reconstruction of a 
13th Century Welsh Royal Court 

Fully catered camping 
Expert tuition 

Tools and equipment provided 



For prices and further details scan the attached code 
or email us at: LlysRhosyr@carpentersfellowship.co.uk 



near Wawes, Wensleydale 


_ f&afv 

Restored 19th century sa 'f , T«a 0VJ j Br 1 

Restoration” and Channe 

Demonstration Days: First Sunday 
each month Feb - Dec 2017. Booking 
advised for 11.00am & 2.30pm tours 

Guided Tours: 3 April - 29 Sept 2017 
Sunday - Friday at 1.00pm & 3.00p 

Visit our website for full list of 
Heritage Skill Courses running 
Saturdays throughout the year 


01969 667320 


admin@gaylemill.org.uk 
WWW.gaylemill.Org.uk Gayle Mill, Gayle, near Hawes DL8 3RZ 










News from the bench 


Yandles Spring Show 2017 - 
expect something a little different 



The Hobby Shop will have a number of 
different demonstrators attending, covering 
crafts from paper craft, quilling and card 
making, to a demonstration from the Spinners, Weavers and Dye Guild. 

New companies such as Yorkshire Grit will be attending for the first time and old favourites 
Record Power will be showing their next generation lathes. Alongside this will be masterclasses, 
one of the largest selections of timber to be found at a woodworking show - don't forget it's all 
discounted from the self selection area during the two days - plus various special show offers, 
not to mention free entry and parking. Taking place from 7-8 April at their premises in Martock, 
Somerset, see www.yandles.co.uk for more info. 


One of the UK's longest running and successful 
woodworking shows - the Yandles Spring 
Show - is due to have a major makeover 
this year. Manufacturers and demonstrators 
will now be mixed together throughout the 
show rather than being in two separate areas. 
There will also be several new demonstrators, 
including Richard Jefferies, Peter Thomas, 

Mark Anson and April Wilkerson, a well-known 
vblogger who has over 250,000 followers 
on YouTube and is flying in from the USA 
to entertain the crowds. 


Traditional craft courses with Derek Jones 

If the only time you get to hang out in the workshop is at the weekend, then why not join Derek 
Jones on one of his short and sweet classes this year. Each class is project-based, which means 
you'll be taking more than just a head full of tips and tricks back home with you. Using just hand 
tools you'll be able to make an exquisite marking gauge, a cunning little Japanese-style tool box, 
a six-board chest, or brush up on your finishing skills with an introduction to French polishing. 

All below courses are being held at Robinson House Studio in Newhaven, East Sussex, except 
for the Moxon vise course, which will be held at the Dictum shop, in Munich, Germany. Contact 
derek@lowfatroubo.co.uk for more info or see the website: www.lowfatroubo.co.uk. 



Introducing the 
SENCO Systainer 
Mini Compressor 



The new SENCO 
Systainer Mini 
Compressor allows 
users to improve 
the convenience of 
transport and storage 
in combination with 
multiple SENCO Systainer systems as well 
as other brands. The small but powerful 
compressor embedded in a Systainer is 
fully compatible with all Systainer systems 
storing power tools, accessories and 
consumables. Embedding the compressor 
in a Systainer ensures it is properly 
protected and easy to carry, thanks 
to the ergonomically shaped handle. 
Moreover, the mini compressor provides 
1HP power, has a tank volume of 41 and 
a very low noise level. It has front panel 
access for hose connection and easy read 
dials. This product is another addition to the 
SENCO Systainer range, including the 3-in-1 
tool set, all due to be tested by Andy King 
in a forthcoming issue. Priced at £599, see 
www.senco.eu for more info. 



2017 dates for your diary: 

1-2 April: Build a Japanese-style tool box 
29-30 April: French polishing 
15-18 May: Moxon vise 
17-18 June: Build a six-board chest 

1- 2 July: Make a traditional pencil/ 
marking gauge 

21-22 October: French polishing 

25-26 November Build a Japanese-style tool box 

2- 3 December: Build a six-board chest 
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Need workshop space? 

Call North Comer Makers 

North Corner Makers is a brand-new woodworking shop north 
of Bristol, situated in a quiet semi-rural site about 25 minutes 
from the city centre, which offers you a place to work with other 
highly skilled creatives, woodworkers, fine furniture makers, 
cabinetmakers, designer/makers and crafters. The company, Jim 
Sharpies Furniture, a bespoke furniture making business, has been 
established for over 10 years and have just taken on a new 2,000sq. 
ft. workshop, which is equipped with brand-new Felder machines: 
table saw, planer/thicknesser, spindle moulder and bandsaw. 

All benefiting from top class extraction, the machines reside 
in a well organised, clean and tidy space for makers to work, 
and all workshop users will be asked to attend a site specific 
machine training induction course, to ensure all kit is used safely. 

This workshop space is an ongoing development and the makers 
who currently rent space will be part of that progress. The future 
plan is to have a 'library' of woodworking, design and craft books 
that makers and visitors can use, a spray booth, as well as the ability 
to hold open studio-type events and run woodworking courses. 
North Corner Makers will also help to develop and advertise the 
makers within the space by holding regular exhibitions/open 
days and forming links with the local community. 

There is a strong vision for the future and if you are interested 
and wish to be part of one of the best equipped workshops around, 
either email Jim Sharpies - jim@jimsharplesfurniture.co.uk - or 
call 07786 848 802 to find out more. 




An example of the bench The well-equipped machine shop 

space offered can be used by all 


Cabinet hardware installations 
just got a whole lot easier 



Fitting handles on to cabinet doors and drawer fronts has never been 
easier thanks to the Cabinet Handle Jig. Suitable for handles up to 300mm 
centres, the handy adjustable template on the tool enables users to 
line up the correct hole positions on the door or drawer front so they 
can be drilled with precision to install the handle. This prevents errors 
or misjudged hole positions, and saves a lot of time and effort. 
Manufactured from aircraft quality aluminium, this jig is extremely 
durable, a must-have for any toolbox, and is priced at £178.80. 

Also available in this range is the larger Cabinet Hardware Jig, which 
is suitable for fitting handles up to 800mm centres. It can perform the 
same job as the Cabinet Handle Jig but is also ideal for drilling multiple, 
evenly spaced holes into wardrobe and cabinet carcasses to install 
shelves. Priced at £298.80, see www.ironmongerydirect.co.uk for 
a video showing both jigs in action and for more info. 




Quality Tools to 
match our Service 


Mouldings 


Top quality 
hand tools 


Certified 

Hardwoods 


Toishi-Ohishi 

Japanese 

Waterstones 


Drilling Tools made to the 
highest standard 


W Timber 

W TOOLS AND MACHINERY 

www.toolsandtimber.co.uk 

you can order online now 


WE ARE EASY TO FIND: 

1 7 /2 miles from the M6, J40. " jP 

Take the A66 towards Keswick, 
turn left at first roundabout, 
follow the Brown Signs to 
The Alpaca Centre. 

G&S SPECIALIST TIMBER 

The Alpaca Centre, Snuff Mill Lane, Stainton, Penrith, Cumbria CA11 OES. 
Tel: 01768 891445. Fax: 01768 891443. email: info@toolsandtimber.co.uk 


Open 8am to 5pm daily. 
10am to 5pm Saturday. 
Closed Sunday. 
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News from the bench 


COURSE DIARY 

Spring is so close we can almost taste it, 
so how about learning a new skill? 

MARCH 

2-3 Bee hive making 

8-9* & 20-21 Beginners' woodturning 

13-14 Turned boxes (advanced) 

14 Fine-tuning hand tools* 

16 Taster session 

17 Introduction to Leigh Jigs* 

17 Pen making 

20 & 24* Pyrography with Ben Beddows 
20-21 Bowls & platters* 

20-21 Introduction to the small lathe 
25 Sharpening with Tormek hand tools* 
28-29 Machining castings 
30-31 Woodcarving with Paul Gardner 

* Course held in Sittingbourne, Kent 
Axminster Tools & Machinery 
Unit 10 Weycroft Avenue 
Axminster, Devon EX13 5PH 
Tel: 08009 751905 
Web: www.axminster.co.uk 

19-23 Log to bowl - greenwood turning 

West Dean College 
West Dean, near Chichester 
West Sussex P018 0QZ 
Tel: 01243 811 301 
Web: www.westdean.org.uk 

11-12 Basic jointing weekend 
24-27 Beginners' four-day course 

Chris Tribe, The Cornmill, Railway Road 
llkley, West Yorkshire LS29 8HT 
Tel: 01943 602 836 

Web: www.christribefurniturecourses.com 

4-5 Wood machining 

John Lloyd Fine Furniture 
Bankside Farm, Ditchling Common 
Burgess Hill, East Sussex RH15 OSJ 
Tel: 01444 480 388 

Web: www.johnlloydfinefurniture.co.uk 

4 Spoon carving 
7 Basic drill skills 
25 Introduction to woodturning 

The Goodlife Centre 

122 Webber Street, London SE1OQL 

Tel: 0207 760 7613 

Web: www.thegoodlifecentre.co.uk 

25 & 1 Make a Windsor-style stool 

Ben Willis Woodcraft 

Stoney Lane Studios, Stoney Lane 

Crystal Palace, London SE19 3BD 

Tel: 07976 287 797 

Web: www.benwillis-woodcraft.co.uk 



Windsor chair-making courses 
with Greenwood Days 

Greenwood Days is offering five chair-making courses during 2017, each lasting seven days. On the 
course you will create a Windsor chair using mainly traditional hand tools. Starting with freshly felled 
timber, you'll shape most parts of your chair while the wood is green and soft using an axe, drawknife 
and spokeshave and turn parts on the traditional pole-lathe. You'll look at wood selection for steam¬ 
bending, cleaving smaller/longer pieces and bending the wood in two planes, using a selection of 
adze, scorp, travisher and scraper to shape the classic Windsor saddled seat. The courses are suitable 
for all, from complete beginners to experienced woodworkers and can be tailored to suit individual 
preferences, but all students will proudly take home an elegant hand-made chair at the end. 

Peter Wood 

Peter Wood set up Greenwood Days nearly 20 years ago as a woodland centre for teaching traditional 
crafts, running courses in a host of different skills. The tutors are all highly skilled professional 
craftworkers and teachers who share a passion for preserving, promoting and passing on these crafts 
and techniques. They teach a wide range of students, running day, weekend and week-long courses for 
the general public, courses for Universities and schools and teambuilding/reward days for companies. 

The centre nestles in the heart of Spring Wood (in the heart of the National Forest) in a mature 90 
Acre birch woodland and has all the facilities you will need for a memorable time. There's plenty of 
cover in case of rain, all the tools and materials you'll need, the kettle is always bubbling on an open 
fire, with tea, coffee, biscuits and a hot, home-made lunch provided. 

Peter has been creating traditional and contemporary chairs for 25 years using crafts that date 
back thousands of years. He shapes green (unseasoned) local hardwoods, working in his woodland 
workshop using an ancient foot-powered 
pole-lathe, shaving horse and hand tools to 
create beautiful furniture. He's taught around 
the country, including at West Dean College 
and Rycotewood Furniture Centre, and is also 
the current world champion pole-lathe turner! 

Course dates for 2017 

Dates for this year are as follows: 15-21 
May; 19-25 June; 10-16 July; 5-11 August 
and 2-8 October. Each course costs £525, 
which includes all materials, use of all the 
tools and a hot lunch each day. To find out 
more, see www.greenwooddays.co.uk. 



Trend introduce new router table back fence 

This new product is complete for incorporation into user-made router tables and features sliding 
cheeks to reduce cutter aperture size as well as an edge planing facility of 1.4mm and 2.4mm. 

It is supplied with top featherboard pressure, a clear safety guard, 
dust spout aperture and table fixing bolts. The router table back 
fence will require two slots to accept fixing bolts and a user-made 
router table will require safety device accessories to be fitted. Now 
available from all Trend routing centres with an RRP of £77.94; 
see www.trend-uk.com for more info. 
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NEWS IN BRIEF 

The Royal Parks Foundation's craft workshops give you the chance 
to rejuvenate, connect with nature and learn some exciting new skills 
while in the heart of London. The basket making workshop takes place 
on 4 March or you can attend the flower pressing workshop on 18 
March; see www.supporttheroyalparks.org to find out more 


There are several Charnwood events coming up in March, starting 
with the in-store show at Joe McKenna's in Limerick, Ireland on 4 March 
followed by the road show on 18 March at Snainton Woodworking 
Supplies. A wide range of machinery will be on display, with a focus 
on woodturning tools. Finally, you can also see the Charnwood team 
at the Midlands Woodworking & Power Tool Show from 24-25 
March. All events benefit from free parking and free entry, except 
for the show at Newark - advance tickets can be purchased online 
via www.nelton.co.uk - or see www.charnwood.net for more info 


Gayle Mill in Hawes, North Yorkshire has a long history as a working 
mill and throughout its life has been the home for craftsmen and 
women skilled in working with textiles and wood. Today this tradition 
is carried on through their expert guides and craftsmen who share this 
knowledge and skills with the visitors. There are two demonstration 
tours on 5 March, where you can get to see original 1879 machinery 
working, and upcoming workshops include 'Hands-on Heritage 
Wheelwrighting', which takes place on Saturday 18 March. You can 
enjoy a real hands-on experience in making a traditional steel-hooped 
hot-bonded cartwheel from scratch, with all participants working as 
a team of six and together helping to make the hub, two spokes each, 
a felly, as well as learning to hot bond a steel hooped rim onto the 
wooden wheel. Priced at £80, which includes all tuition, lunch and 
refreshments, and if you wish, you even have the opportunity to buy 
the wheel you have helped to make! See www.gaylemill.org.uk 


Clarke petrol generators 

Machine Mart is now stocking a new range of Clarke petrol powered 
generators, which offers exceptional value for money. The reliable 
PG2500 and PG3800 feature full protective steel frames, easy-start 
four-stroke engines with oil alert and are manufactured to meet 
the latest EU noise directives with noise levels as low as 65dBA. 


New Jet pillar drills 

Two new pillar drills from Jet, especially designed 
for the woodworker, are now available as a 
bench-top model and floor-standing version. 

The Jet JDP-15B bench-mounted pillar drill and 
Jet JDP-15F floor-standing pillar drill have many 
features in common. These include a generous 
80mm of quill travel with one turn of the handle 
and an integrated depth stop for repeat accuracy 
of drilling depth. Efficient Poly-V drive belts give 
smooth, vibration-free running with maximum 
power transmission, a one-handed, tool-free 
belt tensioning system allows simple and easy 
speed changing, and the ABS top belt guard is 
held magnetically and has an interlocking switch 
for safety. 

The precision ground table easily tilts to 90° 
left and right, and also has an adjustment to ensure squareness to the chuck 
centreline. It is extra large and surface ground cast-iron with ample clamping 
slots and a sacrificial insert. The table height is adjusted by a smooth rack 
and pinion system, with the control handle being canted away from the 
table for hand clearance. 

The 0.55kW induction motor is firmly bolted to the headstock, which 
helps to avoid flexing and vibration. A bright, tiltable LED worklight is 
recessed into the headstock casting, plus there is a cross-hair laser 
system for centre finding and a comprehensive depth stop system 
allows precision blind hole drilling, which is accurate every time. 

These machines have been designed to fully meet the demands of the 
woodworker, with ample work support, drilling depth and size capacities. 
Smooth running and with many unique features, these are hard working 
pillar drills, designed to perform. To find out more, see www.brimarc.com. 


Both feature 2 x 230V 13Amp sockets, which 
are ideal for powering multiple devices and 
have large 151 fuel tanks to keep you going 
for longer - in fact up to 10 hours at 3 A load. 

These models are ideal for leisure and light 
trade use and prices start from £215.98; see 
www.machinemart.co.uk. 




FREE READER ADS 


Send your adverts to: tegan.foley@mytimemedia.com 


MACHINERY & MISCELLANEOUS 

Triton Work Centre (series 
2000); 235mm circular saw with 
tungsten-tipped blade, mini 
sliding extension table, bevel 
ripping guide, retractable wheel 
kit and blade height winder kit; 
router table (series 2000), 

1,400W plunge router; 21 
assorted router cutters; biscuit 
joiner (new series), and biscuits - 
all hardly used, selling everything 
for £1,100 - call for details 
01604 411568 (Northampton) 

Kity 1637 planer/thicknesser. 

Single phase 1.5kW motor, 255 x 
180mm capacity, tables 1,200mm 
overall. Photos available. Buyer 
collects; £325 ONO 

01666 837 413 (Wiltshire) 


Woodworker magazines: various 
issues from 1979-1995, all in first 
class condition -160 in total. 
Sensible offers; collection only 

01908 649 224 (Milton Keynes) 

Large quantity of sandpaper 
(available in various grits). 

Also selling lengths of hardwood 
including ash, oak and mahogany 

- all in assorted sizes 

01613395101 (Lancs) 

For sale - various Woodworker 
magazines from 1946-2013. 

All are in pristine condition. 

A wonderful collector's item 

- selling due to bereavement. 
Please call to make an offer; 
collection only. 

07847 394 507 (Derbyshire) 


Poolewood PW40 Superlathe 

- 40in centres, 28in bowl 
turning capacity, 1HP motor with 
variable-speed change. Comes 
with purpose-built base for easy, 
increased stability if required. 

Full instruction and maintenance 
manual, plus lathe steady. Buyer 
collects; £250 ONO 
01242 517 576 (Cheltenham) 

Clarke Woodworker 900mm 
reversible head wood lathe - 

in good condition; £135, or willing 
to part-exchange for a similar 
bench-top model 

07979 903 802 (Surrey) 

Leigh D1600 dovetail jig 
with metric scales - also 
includes user manual and 


DVD. Ready mounted on 
base and has purpose-made 
storage box. Also includes Leigh 
seven-piece 8mm shank cutter 
set, chip extractor and guide 
bush for Elu. Very little used; 
offers over £250 
07796 573 528 (Southampton) 

Selection of unusual Chinese 
hand tools in rosewood. Various 
sizes, two ploughs, shoulder 
and moulding planes, plus 
scraper. Beautiful finish; £185 
01825 239 365 (Gloucestershire) 

Proton DSH two-speed 
scrollsaw - hardly used; 

£120. Record DX1500 dust 
extractor on castors; £60 

01208 733 334 (Cornwall) 
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Kit & Tools: Rotarex carving discs 


Five-star cutting & shaping 


If you regularly carve using an angle grinder fitted with a dedicated carving 
disc, then this new range from Rotarex could be just what you're looking for 




The starting point for my carving disc endeavours 


I 'm always game to try something new, 
so why not have a go at using an angle 
grinder fitted with a carving disc? These 
ones from Rotarex certainly look like 
they could do some serious work! 

With four different profiles available, the 
stainless steel RC 115mm disc will be familiar 
to those who are aware of the Arbortech discs, 
as this is basically a clone of that particular 
design. This is a tried and tested design and 



The Universal disc also has a single row of teeth 
on the opposing face 



It didn't take long to achieve the basic shape - 
The Turner Prize awaits! 


features six resharpenable cutting teeth with 
chip limiters to help eliminate kickback while 
still cutting quickly, but it's the three black 
discs that are the eye-catchers of the range. 

’Black Mamba' discs 

The black coating, or 'Black Mamba' as it's 
called, is the non-stick Teflon of its type, which 
is designed to help keep the cutting teeth free 
of debris as they work. It's the cutting teeth that 



The lopsided head now sports what looks like 
long hair at the neck... 
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... but it's actually the fins of my attempt at 
a shark - or maybe a mullet in this case! 


I was a little apprehensive of when I first saw 
them - a stitched tooth rasp style that although 
aggressive and very sharp, when working at 
speed in a grinder, I was expecting to clog 
easily despite the coating. I was soon proved 
wrong when I was asked to demo them at 
a recent open day, using them in a 7,000rpm 
DeWalt battery grinder (see review on pages 19 
& 20). The discs can operate at up to 13,000rpm 
so are suitable for mains machines as well, but 
7,000rpm was certainly fast enough to assess 
just how efficient they really are. 

The three Black Mamba discs all feature 
the rasp tooth stitched pattern with each 
having a different profile to allow for plenty 
of choice in terms of what cutting tasks you 
choose to use them for. The smallest diameter 
RX90 disc features a cylindrical profile with 
teeth on the outer rim, which makes this 
particular one especially suited to the cutting 
of deep recesses and rebate-type work. 



The RC disc is a design familiar to anyone 
who's aware of the original Arbortech disc 



This fearsome looking beast is the R4, with a 
sawtooth edge and rasp profile 


R2115mm shaping disc 
& R4115mm Universal disc 

The R2115mm shaping disc has a dished 
profile with four rows of teeth with the 
dishing a perfect shape for shallow recessing 
on Windsor chair seats, for example, as well 
as general shaping and profiling, but the most 
fearsome of all is the R4115mm Universal disc. 
As with the other Black Mamba options, it's 
made from high carbon steel for durability. 
4mm-thick and with an array of saw teeth 
around the perimeter, it looked like it could 
be a difficult beast to control... 

Putting it to use, I found my original 
assumption couldn't be further from the 
truth, as whether shaping with the rasp teeth 
on the face or plunging in with the saw teeth, 
it cut superbly with no kickback in sight and 
was incredibly easy to control. 

Pushing into and pulling across the work I was 
able to carve out chunks and shape very quickly 
and by controlling the drag, the finish that it left 
can be pretty smooth; certainly good enough 
to attackwith coarse abrasives straight off the 
bat after you've achieved the shape you need. 

The timber I used was unseasoned, so if 
the discs were likely to clog then a wetter, 
sappier waste would be more likely to do 
so, but during the entire time I used them, 
they stayed clog-free and sharp. 

In use 

My efforts in demoing were, as per usual, 
all on the hoof, with no design thoughts 
whatsoever! The log I was given had a huge 
knotty projection that looked like it could 
be made to look like a nose, so I started by 
hacking out a head shape of sorts. It ended 
up looking slightly worse for wear after I'd 



The RX90 disc will cut deep slots and trenches 
with ease 



A single rasp on the opposite side makes it easy 
to cut in any direction 


managed to get some of the features in place, 
so I spun it round and had a go at making a 
sort of shark - yes, I was winging it once again! 

Even so, the ability to control the discs 
with such ease made it a very enjoyable 
experience and I think I've found yet another 
area of woodworking that I can play around 
with in my twilight years! 

Conclusion 

The only downside with the Black Mamba 
is that the rasp design prevents sharpening, 
so they have a finite lifespan of use, but 
I found that they cut just as well after a 
few hours as they did right at the start 
If you hunt around they can be picked up 
for less than the typical price stated here. I'd 
definitely recommend giving them a go if you 
like to do a bit of rough and ready carving and 
shaping - just don't forget to keep the grinder 
guarding in place at all times and always wear 
the appropriate protective equipment GW 

Specification: 

► Diameters: 90 & 115mm 

► Typical price: £24.99 

► Web: www.johnsontools.co.uk 


THE GW VERDICT 

PROS: 

Very fast cutting; easy to control; no kickback 

CONS: 

The black discs can't be resharpened 

RATING: 5 out of 5 



The R2 disc features a slight curvature, which will 
quickly shape profiles such as Windsor chair seats 



After a long run of work it still cuts quickly 
and cleanly with just a light build-up of dust 
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Kit & Tools: Collins Spring Miter Clamps & Pliers Starter Set 


The pressure is on 




The clamps sit onto the pliers over 
the hooked ends 


Spanning the joint to apply pressure 
to this skirting mitre 


S implicity is often the key to successful 
woodworking and when it comes to 
clamping, getting things secured 
quickly plays an important part. 

Where sash clamps, speed clamps and 
variants of these are ideal for general assembly 
work, securing mitres involves systems all to 
themselves. With alignment, the key to a good 
mitre, getting the joint tight quickly is where 
these simple but effective spring clamps come in. 

Clamps 

On a simple, flat mitre a single spring on the 
outer edge will be sufficient to hold the joint 
while still allowing it to be manipulated enough 
so it is fully aligned, but on a wider moulded 
piece, such as an ornate frame, a compound 
mitre or cornice, they can be doubled up to 
pull the moulding in accordingly. 

What makes them all the more appealing is 
the fact they will work on any mitre of any angle 
as it is the pressure from the spring and the grip 
from the sharp points that do the work, spanning 
over the mitre itself without addressing the edges 


Simple yet effective, these clever clamps are ideal toolbox 
additions when it comes to standard mitre frame-type work 


Conclusion 

I love the simple and effective nature of these 
clamps, and they are handy toolbox additions for 


Squeezing the pliers opens the 
spring clamps very easily 


of the components, as with standard clamps. 

The issue, of course, is the piercing of the surface 
by these points as they are indeed very sharp, 
but the sharpness works in their favour on 
solid timber and similar stock as they tend 
to pierce the grain without leaving big dents or 
^ blemishes so therefore require very little, 

: if any, filling work. Foil wrapped or pre- 
^ finished mouldings would require a great 
deal more thought by placing the clamps 
on an unseen area if possible, or in the quirk 
line where a small puncture may not be easily 
spotted, but the clamps aren't ideal in this area 
due to the way they work. 

Pliers 

Application of the clamps can be achieved by 
hand pressure, but they do require a fair bit of 
force to open them to their full extent, which 
makes them a tad difficult to control when 
applying them to a joint. The solution is to use 
the pliers, which work in a similar way to the 
circlip variety. By squeezing the plier handles 
together, the spring points can be fully extended, 
allowing you to apply them easily to the mitre. 

The springing action also allows variable 
pressure to be applied to a joint, which is ideal 
if you're working with more delicate materials 
that only require light pressure to secure the 
joint while the adhesive sets - in which case, 
these will provide you with the perfect option. 


site work on skirtings and architraves alongside 
standard mitre frame-type work. The downside 
will be felt by the kitchen and built-in furniture 
installers where the foil wrapped or other 
pre-finished mouldings are predominant 
and need to be kept pristine, but in general 
applications, where a finish is applied once 
fitted, these will prove to be a real boon. GW 

Specification: 

► Made in USA: (hence being 'miter' 
and not 'mitre' clamps!) 

► Clamps: Spring steel 

► Max clamping capacity: 45mm 

► Max opening capacity (pliers): 75mm 

► Typical price: Pack of 4 x 75mm clamps 
& 75mm capacity pliers - £29.99 

► Web: www.toolovation.co.uk 


THE GW VERDICT 

PROS: 

Present a fast and easy way to nip up mitres; 
works on all angles of mitre 

CONS: 

Not ideal for foil-wrapped stock or finished 
work; leaves small pin holes from use 

RATING: 4 out of 5 


Applying a clamp to a mitre will 
bring it together tightly... 


... while still allowing you to slide 
it around in order to position it 
accurately 


On ornate moulds you can add 
additional clamps to the profiles 


The design of the Spring Clamps 
allows them to span any mitre angle 
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Kit & Tools: Axminster AHDP16B bench pillar drill 


Bench appeal 

This bench pillar drill from Axminster is ideal for 
hobby use and benefits from a smooth running 
375W induction motor - a definite contender 
if you're on the lookout for a quality machine 


A pillar drill is one of those tools 

that you may not see as a necessity, 
but once you have one in your 
workshop, they are so useful 
that you find yourself wondering how 
you ever managed without one. 

Although this model from Axminster sits in 
their 'Hobby' range, it comes in at quite a high 
price when compared to other drills aimed at 
the hobbyist If you need a drill with a bigger 
capacity and speed range than the entry level 
models out there, however, then Axminster 
have a machine that fits the bill in this model. 



A 16mm keyless chuck makes bit swaps very easy 



There's a flip up sprung safety guard supplied with 
the drill 


Keyless chuck 

Having used a few pillar drills over the years, 
the one thing that is always a pain is a keyed 
chuck, so discovering a keyless one on this 
model is a big bonus and with 16mm capacity, 
it will take a larger range of bits and allow you 
to gain better gripping power on higher torques. 

To gain high torque for larger diameter holes 
normally requires you to work at a low speed 
and with the starting point at 210rpm, this allows 
you to also work larger diameters. That said, there 
is no indication within the manual or online as 
to the maximum diameter it will drill in timber, 
only that it will drill to 16mm diameter in steel. 

I set the drill in a middle range speed of the 
12 available and it ploughed on happily enough 
with a 35mm Forstner, but it did require a steady 
feed speed, otherwise I found it would stall, 
but swapping to the lower end of the range 
saw it chugging along happily without any 
stalling issues arising. 

The speeds are altered via two belts that 
link across three stacks of pulley wheels: one 
connected to the motor spindle and another 
to the chuck column with a central jockey pulley 
stack that connects them via the belts. A line 
drawing within the micro switched hinged 
lid housing shows the speeds that each belt 
position combination is able to achieve. 



You can restrict the drilling depth with the 
knob and collar 



... which allow the motor to slide along the bars.this slackens the belts to allow them to alter 

position for speed control 



Pulley adjusting 

To adjust the pulleys, the motor has to be 
shunted forwards to slacken the tension. 

Two locking knobs secure the motor on 
stud-type pins with the motor sliding on 
these pins to release and re-engage the tension. 

Although there are two belts to contend with 
it doesn't seem to require too much exertion on 
the user's part to get the tension tight enough 
to drive without belt slippage, either, so if you 
do need to alter things, it's good to know that 
this is easy to do. Chances are, if you are anything 
like me, it will probably be left in a 'halfway house 



There are knobs on either side of the drill that 
tighten to these short stud bars... 



Finger pressure is enough to slide the motor back 
to re-tension 
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Kit & Tools: DeWalt DCG412N 125mm angle grinder 



The table adjustment runs well but is a little clunky 
when changing direction 


position' that gives a reasonable speed 
to performance ratio across most work, 
and will only be altered if it struggles! 

Smooth-running ride 

Axminster's 'Hobby' classification doesn't 
in any way mean you are getting a lower 
end of the market model, and the chuck is 
a good example of this. The 16mm capacity 
allows larger shanks to be used but the bigger 
bonus is the fact it is keyless and grips solidly 
with no mislaying of chuck keys, which is very 
welcome. Along with this the quill travel 
is fitted with quality NGK ball-bearings for 
smooth and durable operation, which does 
indeed guarantee a smooth-running ride. 

A collar around the three-spoked quill advance 
handle can be used to set the depth by locking 
the setting with the small locking knob if you 



There's decent power for drilling larger diameter 
holes on the lower speed settings 


need to drill blind holes; the outer graduated 
ring rotates to the cursor point to set a zero 
position for accurate setup. 

Conclusion 

I found the rack and pinion table adjustment 
to be a little clunky when moving between 
higher and lower settings, which is much the 
same for most pillar drills of a similar design, 
but it operates as it should once engaged, 
moving in the desired direction and also 
secures well with the locking lever. 

The table can be moved away for deeper 
capacity work if needed and it also tilts to 45°, 
requiring a spanner to make this adjustment. 

The 12 speeds, keyless chuck and smooth 
travel are all bonuses of this model when 
compared to some other budget equivalents, 
and Axminster's three-year warranty also helps 


Specification: 

► Motor 375W 

► Speeds: 12 

► Speed range: 210-2,580rpm 

► Chuck capacity: 16mm 

► Max depth to table: 315mm 

► Max depth to base: 430mm 

► Quill travel: 60mm 

► Throat: 127mm 

► Weight: 37kg 

► Typical price: £266.46 

► Web: www.axminster.co.uk 


THE GW VERDICT 

PROS: 

Keyless chuck; 12 speeds; 
smooth quill travel 

CONS: 

Belt changes can be a pain if done 
regularly; slightly clunky table adjustment 

RATING: 4 out of 5 


to add appeal if you're on the lookout for a 
bit more than the normal entry level offerings 
- you just have to get used to having more belt 
swaps than usual! GW 



Cable-free workhorse 


This easy to control, quality made 
angle grinder from DeWalt benefits 
from a slim grip, takes 125mm discs 
and being cable-free ensures that 
you're in for a comfortable ride 


I t has to be said that a grinder isn't your 
normal run-of-the-mill woodworking 
tool, being more at home in metal and 
stone applications, but couple it up with 
wood shaping discs and it becomes a different 
beast altogether. I had the opportunity to do 
just that using the Rotarex cutting and shaping 
discs (see review on pages 14-15) while 
demoing at a recent woodworking event, 
and a battery grinder was a good option 
to ensure I was free of cable restrictions. 

Performance 

The increase in amp hour and performance of 
the Li-ion battery platform has made such tools 
a viable proposition where the tool and battery 
are being used in high drain applications, so it 
seemed a good opportunity to see how the 
DeWalt stacked up in comparison to others. 
The traditional small grinder comes in either 


115mm or 125mm 
diameter disc capacity 
and in many cases, 
manufacturers of a 
battery version sit in the 
115mm camp for the maximum 
capacity, as this keeps the strain and 
torque levels lower to therefore ensure 
longer runtimes. 

DeWalt are kicking in with a 125mm capacity 
for this model, for that extra bit of cutting 
scope if needed, and with a range of batteries 
up to 5Ah available in the standard XR18V 
range, you can eke out maximum performance. 

Even so, don't expect the runtime of a 
battery drill, where it is quite feasible to expect 
a whole day's worth of use from one battery. In 
my demoing, I had three batteries available and 
a couple of chargers going to keep up with the 
speed at which they deplete under big loads. 


A built-in spindle lock is used with the pin spanner 
for disc changes 
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Kit & Tools: DeWalt DCG412N 125mm angle grinder 





The supplied side handle can be fitted... 


... to both sides of the body 


There's a quick-release cam lever on the 
metal guard... 



There's enough room to switch to a palm 
operation for the trigger 


In use 

The Rotarex discs I used are both thick and 
aggressive in design and I was working a big 
lump of hardwood for cutting and grinding tasks, 
which puts more demand on the batteries than 
general grinding or cutting on stone or steel 
where the discs used are finer and less aggressive 
in comparison. This didn't stop the grinder from 
being up to the job in hand, however: I was able 
to cut, carve and shape with amazing speed 
without any feeling of the tool struggling under 
load - only when the battery power was waning 
was there any sign of performance drop off. 

But by working the tool hard a battery lasted 
for around 20-30 minutes, so such work does put 
the machine under a great deal more load but I 
still prefer the freedom offered by the battery 
over its mains equivalent - you just need to 
consider how hard you intend to work the tool 
and whether or not you have sufficient battery 
power available. 

Ease of control 

Control of the grinder is excellent as the design 
allows for the grip to be of a skinnier profile than 
the usual bulky body grip that can be seen in 
similar brushed motor models. This is at the 


expense of a longer overall length, however, but 
I'd go for ease of control every time in this instance. 
The switch also allows you to alter your hand 
grip to pull with either finger or palm operation 
in order to achieve the best position for 
addressing the work, and with the screw-in side 
handle position swappable to either side of the 
tool, it works well from this point of view as well 
as catering for the left- as well as right-hander. 


Specification: 

► Battery: 18V XR Li-ion 

► Speed: 7,000rpm 

► Max diameter disc: 125mm 

► Length: 400mm 

► Weight: 2.2kg 

► Typical price: £139.99 (body only) 

► Web: www.dewalt.co.uk 


Nifty features 

Blade swapping is standard: push in the spindle 
lock button and use the provided pin spanner 
to release the locking nut. A neat feature in this 
area is the quick-release locking lever for the 
guard, which allows the guard to be quickly 
swivelled and reset in order to achieve the 
best cutting position possible. 


Conclusion 

Aside from this there's no real bells and whistles 
to write home about: a grinder is one of those 
tools that is a workhorse first and foremost - 
it's all about comfort and performance and it 
certainly hits the mark on both of these counts. 

I was very impressed with its performance 
during my demo. GW 


... which allows the guard to rotate to the best position for the work in hand 


THE GW VERDICT 

PROS: 

Slim grip; easy adjust guard; powerful; 
takes 125mm discs 

CONS: 

High battery drain on heavier applications 

RATING: 4.5 out of 5 


The rubber over-moulded grip is slim and allows for great control 


With no cable it's very easy to use without restriction 
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Top tips for buying 
woodworking machinery 

Alex Dalton, managing director of Daltons Wadkin, 
takes a closer look at some of the top things to consider 
when making a woodworking machinery purchase 

W hether hobbyist or industrial, 

woodworking machinery offers time and 
labour saving advantages over manual 
technigues, and guarantees a level of 
accuracy Buying woodworking machinery for your 
own personal use, or for use in a commercial workshop, 
can be a significant investment. With woodworking 
machinery there is a huge variety, consisting of 
both portable hand-held power tools, and stationary 
machines. This wide range of machinery is easily and 
readily available in the market, so, it is not unusual for 
customers to find it difficult to source the right machine 
for their woodworking needs. Here are some important 
things to consider when trying to find the perfect piece 
of woodworking machinery. 

Safety 

Before we get stuck into the attributes of new versus 
used equipment, we must mention safety. According 
to the Health and Safety Executive, the woodworking 
industry has one of the highest accident rates in 
manufacturing, not to mention accidents from hobbyist 
use. Before buying or operating any equipment, you 
should ensure it has been checked by a competent 
person with all the necessary guards, extraction and 
safety features in place, and that it is functioning 
correctly. You also need to make sure you are suitably 
trained in the safe setting and use of the equipment. 




Bespoke bed manufacturing at Pluss Organisation 


The Provision and Use of 
Work Equipment Regulations 
1998 (PUWER) details the 
responsibilities of people and 
companies who own, operate, 
or have control over work 
equipment. Increasingly we are 
asked to carry out PUWER assessments and 
all too often come across illegal machinery. 

We also provide in-house and site-based 
certificated operator training for all woodworking 
machinery to ensure every area is covered. 


ABOVE: High volume 
cross-cutting at Forest 
Garden Products 
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Technical Woodworking machinery tips 


RIGHT: British-built 
Stenner band re-saw 

BELOW: Automatic 
angle cutting on 
a Salvador S600 


New or used 

If purchased brand-new, woodworking machinery can 
be expensive, therefore many businesses or individuals 
look to buy used machinery as a way to save as much 
money as possible while obtaining quality machines. 
Indeed, some of the older-style machines are built 
far more substantially than anything available new 
With new machines you need not compromise; you 
will get the exact specification you need coupled 
with a manufacturer's warranty 

If you've decided that you wish to buy used 
machinery, then there are a few things that you should 
be aware of, such as condition, age, and brand of the 
machine in relation to price. Difficulty in obtaining 
the information is often a stumbling block for buyers, 
mainly due to where the machine is being purchased 
from. Anyone supplying second-hand woodworking 
machinery for use at work must ensure that it is safe 
and without risks to health. Ask the seller for any 
information on what servicing has been carried out. 

It's also important to verify the condition of the 
machine, especially taking age into consideration 
as well as the manufacturer and comparing it 
against the price. Sellers often use ambiguous 
terms such as 'checked and tested' and 'refurbished'. 

I must stress that buyers should find out as much 
as possible when looking to purchase second-hand 
machines. Also, it might seem like an obvious point, 
but do check the guarantee! New machines normally 
carry at least a 12-month warranty, but what does 
that cover? Parts only, or is labour included? Even 
used machines should have some form of warranty, 
so make sure you know what you are getting. 

Get the right specification 

Consider what the intended use is for the machine 
you are buying, and how your requirements may 
change in the short to medium term. Also ensure to 
factor in a certain amount of future proofing. Quality 
is key. While on paper the specifications for equipment 
may seem identical, in practice the longevity and 


overall performance will depend on the build quality 
of the machine. What specification are you looking 
for? No different from buying a new TV or car, there 
are many optional extras, so make sure you're not 
paying for things you don't need. 

And don't forget tooling. The machine will only 
ever be as good as the tool and can be a significant 
part of the overall machine investment, especially 
with moulding machines or CNC routers. Check to 
see what tooling, if any, is included. If you have 
existing tooling, will it fit the new machine? 

Many consumers select a product purely because 
they prefer the brand, or specific features, even if 
it's not the best machine for their needs. Buying 
a well-known brand gives you reassurance, but 
an important consideration is that some of the 
older UK woodworking machines are no longer 
made, so check availability of spare parts. 

Personal budget 

If you buy the right woodworking machine it will 
prove a valuable investment, but your budget is 
another significant factor to consider. Woodworking 
machines are not cheap; in fact, many superior quality 
machines are very expensive but if you buy right, you 
need only buy once. 

Workshop space 

''We never have enough space" is a comment I hear 
daily from our customers large and small. Check the 
size of the woodworking machine and especially the 
overall working footprint. Some machines will allow 
you to fold parts away when not in use. Combination 
machines can offer up to five or six different functions 
in the same unit and while it limits use to one operator 
at a time, can save significant space. 

If you take all of these factors into consideration 
before parting with your cash, then you should find 
that the machine you choose will do the job you need 
it to very well, last for many years to come, and most 
importantly, be safe to use. GW 
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Project: Make a mediaeval fiddle 


Making mediaeval 
music part 2 -— 



Shaun Newman completes 
his mediaeval fiddle build and 
also shows you how to make a 
customised case to protect your 
wonderful hand-crafted creation 





STEP 51. A spacer made from hardboard protects 
the curvature of the soundboard 


I n part 1 of this series we looked briefly 
at the history of the mediaeval fiddle 
and how it may have been made. We saw 
the construction of a workboard and most of 
the component parts, including the head and 
neck, the ribs, the back and the soundboard. 

In part 2 we will see how the instrument 
is finally put together, how it is strung, how 
a bow is made, and how a custom case is built. 


Fitting the soundboard 
with 'tentellones' 

While fitting the soundboard there is a 
danger that the curve made by the harmonic 
bar will be damaged. To avoid this a shallow 
well made from hardboard is put into place 
that supports the edges of the soundboard 
while leaving sufficient room for the curve 
to be protected and not crushed (Pic.51). 

Before the soundboard can be fitted, both 
ends of the harmonic bar must be cut to length 
so that it sits inside the ribs. The exact place 
where the bar ends must be cut is marked 
in pencil (Pic.52), cut with a veneer saw and 
trimmed off using a paring chisel (Pic.53). The 
next step is to mark the position of the blocks, 
which by now have been reduced on the inside 
to cut down weight. Once established, those 
points of contact can be painted with Titebond 
and the ribs brought down into place and 
cramped (Pic.54). 

'Tentellones' are often used in the making 
of stringed instruments, particularly classical 
guitars. They are tiny triangular shaped pieces 


of spruce around 7mm high and 5mm square 
at the widest point. Around 100 are needed to 
fit the soundboard with just two extra-long 
ones made to help prevent the harmonic bar 
from springing off when the pressure from 
the strings over the bridge is applied (Pic.55). 

The tentellones are put into place using 
tweezers (Pic.56). The underside and back edge 
of each one is coated in glue and once pressed 
into place, no clamping is required. After around 
20 or so have been inserted, I usually push them 
home with the end of a pencil that has a rubber 
attached, just to make sure they are sitting tightly. 

The soundboard is now ready to have the 
edges trimmed, which can be done using a 
small hand-held router with a bearing-guided 
flush cutter fitted. The edges are then finished 
with a sanding stick and rounded over. 

Preparing the back with centre 
strip, cross-banding & label 

The back is made from two pieces of book- 
matched padauk joined at the centre with 
a decorative strip inserted to add to the 
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appearance. The boards are planed true 
(Pic.57) and the edges are squared in the 
same way as those of the front. The two 
parts of the back and the decoration are then 
held firmly in the wedge and lace jig (Pic.58). 

Once the glue has dried the back can 
be removed from the jig and thicknessed to 
around 2mm. Once again, the Record No.080 
scraper plane does an excellent job (Pic.59). 

Before the back can be fitted it needs to be 
strengthened on the inside along the glue lines. 
Here it is necessary to fit some cross-banding 
so that the grain runs across the join rather than 
along it. The banding is made from spruce taken 
from waste left over from making the top. It is 
around 15mm wide and 2mm thick. The strip 
can be held in place with heavy weights while 
the Titebond cures (Pic.60). Glue squeeze out 
is removed with the paring chisel (Pic.61), the 
outline of the back is transferred from the 
cardboard template onto the timber, which 
is then cut slightly oversize on the bandsaw. 
Finally the label is fitted (Pic.62) and the back 
is now ready for the next step. 



STEP 52. Marking the position of the ends of the STEP 53. The harmonic bar is trimmed to length 
harmonic bar with a paring chisel 



STEP 54, The rib blocks being glued into place 


STEP 55. 'Tentellones' 


Fitting the back with kerfed linings 

Before the back can go on, it is necessary 
to make sure the ribs are level with the tops 
of the blocks and the underside of the heel. 

I usually use a thumb plane to do most of the 
work (Pic.63), and finish with a flat sanding 
stick. If the sides have been made to almost 
the exact height, then all that will be needed 
will be the stick. 

Once level, kerfed linings should be put into 
place. They are a continuous strip of wood (I 
made mine from light mahogany) with the same 
profile as a tentellone. The saw kerfs are around 
5-6mm apart and go almost right through, but 
not quite (Pic.64). This way the strip can be 
bent around the curve and held in place with a 
number of mini clamps or clothes pegs (Pic.65). 
When the glue has dried the tops of the linings 
may protrude a little so it will be necessary 
to level them to the exact height of the ribs. 

I like to use cam clamps when fitting 
instrument backs (Pic.66) but they are expensive 
and not absolutely necessary. As this instrument 
has a flat back and the front curve is not in 
danger, weights may be used, or even elastic 
bands that wrap around the entire workboard 
and pin the back in place. 



STEP 56. Putting the tentellones into place using 
tweezers 


As the back is made slightly oversize, the edges 
should be trimmed off in similar fashion to the 
front, which is with a router and flush cutter. The 
edges are then rounded off with a sanding stick. 

Preparing & fitting 
the fingerboard & top nut 

We have no way of knowing what the 
fingerboard was made from in the original 
instrument, but as it is the part of the instrument 
most likely to wear apart from the pegs, a hard 
wood is preferred and I used a small billet of 
rosewood measuring 150 x 45 x 10mm. The 
fingerboard is tapered slightly from the nut 
towards the body of the instrument. At the nut 
the width is 42mm and at the point where it lies 
over the shoulders of the upper bout it measures 
46mm. It is also tapered in its depth from around 
5mm at the nut to 9mm at the end (Pic.67). To 
help playability it is also curved slightly (Pic.68). 
The profile of that curve will later be reflected 
in the bridge. The end of the fingerboard sits 
just above the soundboard without being 
attached so a ledge is chiselled out on the 
underside to allow this (Pic.69). 

To prevent the fingerboard from sliding out of 
line when the clamps are put on it is a good idea > 



STEP 57. Truing the centre edges of the back 
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Project: Make a mediaeval fiddle 





STEP 58. The back and decorative centre strip in 
the wedge and Lace jig 


STEP 59. Thicknessing the back to 2mm with a 
scraper plane 


STEP 60. The back centre strengthening strip 
underweights 



STEP 62. The label in place 


to drill a couple of 1.5mnn holes so that 
hardboard pins can be used to hold it in place 
as the glue dries under pressure (Pic.70). When 
the glue has dried, the pins are removed and 
the tiny holes are filled with CA adhesive and 
rosewood dust making it virtually impossible 
to see where they had been. Once sanded 
clean the fingerboard is ready, as, in keeping 
with the modern violin, no frets are fitted. It is 
important to remember to fit the fingerboard 
with a sufficiently wide gap between it and 
the headstock veneer to allow the nut to sit 
tightly in place (Pic.71). 

The nut is made from a small piece of 
bone or hardwood measuring 42mm by 
9.5mm and 3mm-thick. It should be curved 
along the top edge to match the profile of 
the fingerboard. Three grooves are then filed 
into the top edge to receive the strings. The 
grooves should have a half-round bottom, 
and be cut to a depth equivalent to half the 
string thickness. One groove is in the centre 
and the other two are 5mm from either end 
of the nut(Pic.72). 


Making the bridge & tailpiece 

These two small items are really important 
as without them the instrument would be 
unplayable. They are both made from rosewood, 
the tailpiece measuring 80 x 40 x 3mm-thick 
while the bridge is cut from a small billet 
60mm long x 17mm high x lOmm-thick. 

The tailpiece can be fretted to a number 
of designs but must not be made too weak to 
endure the pull from the strings. I attached white 
self-adhesive labels to the rosewood, drew 
the design out (Pic.73) and fretted through the 
label and rosewood (Pic.74). The fine detail is 
finished with needle files. I glued a small strip 
of Imm-thick model maker's ply under the two 
ends where the string holes are to offer a little 
more strength. The bridge is made in a similar 
way, giving two feet 10mm square to sit on 
the soundboard (Pic.75). To ensure a close fit 
to the slight curve in the soundboard the feet 
are dressed by abrasives temporarily taped to 
the front (Pic.76). The top edge of the bridge 
is gabled and curved and, once again, grooves 
are needed to ensure the strings do not slip off. 





STEP 65. The completed linings in place ready to 
support the back 


STEP 63. A thumb plane helps to level the ribs 


STEP 64. Half of the kerfed linings held in place 




STEP 66. The back clamped into place 


STEP 67. Preparing the rosewood fingerboard 
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69. The 


Ledge that 


allows the fingerboard to overhang the soundboard 


STEP 68. Curving the fingerboard 


STEP 


One groove is cut in the centre and the other 
two 6mm from either end. Remember that the 
depth of the grooves will be half the thickness 
of the string. 

Final shaping of the neck 
& fitting the heel cap 

Overall the final shaping is done with 120,240, 
320 and 400 aluminium oxide abrasives. The 
depth of the neck and fingerboard combined 
should be at around 22mm at the central point. 
This is fairly near to the neck thickness of a 
modern violin. As the back of the instrument 
is trimmed level with the shoulders, a small 
cap can be fitted. This is made from a piece 
of rosewood 2mm-thickto match the thickness 
of the back. It is held in place with cam clamps 
and can very easily slide out of line when your 
back is turned, so beware (Pic.77). 



STEP 70. Pins are used to prevent the fingerboard from moving while the glue dries 


Applying the finish 

There are many types of finish that can be used 
on an instrument like this from acrylic resins, oils, 
polyurethanes, nitrocellulose lacquer and so on. 
At the time these fiddles were made, a favourite 
seems to have been egg tempera or similar as a 
base followed by some sort of vegetable oil or 
varnish. I chose Liberon finishing oil as it is very 
easy to apply and once oxidised can be cut back 
with 400 grit abrasive and refinished to give a 
soft satin sheen. I usually go through the whole 
process around five times to allow a sufficiently 
robust thickness of finish to develop, thus 
offering good protection. A further advantage 
of Liberon oil is that if the instrument gets 
scratched then that area can be cut back and 
oil applied, leaving little or no trace of the 
original damage. The final task in applying 
the finish is to buff with a cotton cloth, before 
standing back and admiring your work! > 



STEP 71. The fingerboard in place 



STEP 72. Preparing the bone 
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Project: Make a mediaeval fiddle 




STEP 75. The rosewood tailpiece and bridge 


STEP 76. Ensuring a close fit for the bridge feet 



Making the bow 

Images of these early instruments show a 
bow, which is more akin to that of an archer 
than a modern violinist. This type of bow 
should be made from a springy wood such 
as ash around 500mm long, 10mm wide and 
5mm-thick. Alternatively, it is possible to hunt 
for an old violin or cello bow (or even a child's 
play bow) and use the wood from that. I was 
lucky to find a cello bow in a charity shop 
for £2, which had a pernambuco shaft - this 
being the preferred choice of bow makers. 

The technique involves cutting a notch at 
either end of the shaft, selecting no more than 
25 or so hairs from the hank (Pic.78) and tying 
a knot in one end. The hair is then soaked in 
warm water for a few minutes and then pulled 
tight and kept flat. A further knot is tied at the 



STEP 77. The rosewood heel cap in place 


other end of the horsehair and both knots 
are pushed just behind the two notches with 
the shaft slightly bent. The bend should be 
gradually increased by re-tying one of the 
knots and increasing the tension over a few 
days. When it feels ready to fire a small 
arrow it is probably about right (Pic.79). 

Fitting the pegs, stringing up 
& tuning 

Some of the oil may have entered the peg 
holes so it is as well to clean the insides with 
the reamer. Once the pegs are firmly in place 
attention is given to fitting the tail piece. A 2mm 
hole must be drilled through the end block just 
shy of the bottom of the lower bout and parallel 
with the plane of the soundboard (Pic.80). The 
tailpiece is then tied to the bottom block with 



STEP 78. Mongolian horsehair bought in 'hanks' 



gut or nylon. The three playing strings must be 
made of gut to ensure an authentic sound (see 
list of suppliers at the end of the article). The 
ends of each of the three strings are attached 
using a knot that will not slip, i.e. a 'stop' knot. 
The strings are then threaded through the holes 
in the pegs with the string ends trapped by the 
first twist. Rather than bring all of the strings 
up to pitch together it is best to ease them 
one after the other in rotation, gradually 
evening out the tension. 

Deciding on exactly how to tune this fiddle is 
an interesting challenge. For starters, mediaeval 
tuning was generally at a different pitch to the 
modern convention of A440. Indeed until tuning 
was standardised as late as the middle of the 
20th century, tuning varied from country to 
country making mixed concerts very difficult. 



STEP 80 Drilling the tailblock to enable the 
tailpiece to be secured 


USEFUL READING 

• Making Early Stringed Instruments, 

Ronald Zachary Taylor, Stobart 
Davies Ltd. ISBN: 0 -85442-051-7 - 
has a chapter specifically devoted 
to the mediaeval fiddle 

• The Guitar Maker's Workshop, Rik Middleton, 
The Crowood Press. ISBN: 186126-0407 

- has useful tips on making a bending iron 

• The Galpin Society Journal - April 2016, 

The Dorset Press - has an article by 
Daniel Rose-Jones on the construction 
of an early fiddle. Also April 2000, an 
article by Mary Anne Alburger 'The 
Fidill in Fist' on the subject of bowed 
instruments from the Mary Rose 
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STEP 81. The exterior of the wooden case 


The second issue to consider is of the three 
strings: which was used for what purpose. 

Very probably there were two drone strings 
and one melody, all made from gut. The range 
would have been no more than one octave, 
and the pitch would favour the singing voice. 

With all of this in mind I chose to tune the first 
string, which is the melody string, to A above 
middle C and the second and third to G below 
middle C and D above middle C. This method 
is known as 're-entry' tuning. It takes a few days 
before the fiddle is ready to play properly as the 
strings take time to stretch. Before playing the 
fiddle the bow hair should be treated with rosin 
to ensure a good sound. 

Making a customised case 

Unless you go to a custom case maker such as 
Kingham MTM where naturally prices are high, 
it is as well to make your own. Effectively the 


case is a box (Pic.81) with a neck rest (Pic.82). 
The sides and ends are made from 19mm pine 
boards and the top and bottom are of 4mm 
ply. The interior is lined with thin foam rubber 
and covered with crushed velvet. The interior 
padding is then held in place with double-sided 
carpet fitter's tape. The occasional discreet pin 
along the edges of the padding helps to keep 
it secure, but the tape holds quite well. The 
neck rest is 19mm pine and the crushed velvet 
is stretched over the rest at double thickness 
and held in place with gimp pins. The rest itself 
is held firmly on the inside of the case with 
63mm panel pins, which pass through the 
sides into the neck rest. Before fitting the 
hinges, the handle and the clasp, I painted 
the whole exterior with Ronseal cupboard 
paint, which is very durable. You now have a 
robust case to keep your beautiful mediaeval 
fiddle safe from damage. GW 



STEP 82. The interior showing the neck rest 


SUPPLIERS OFTONEWOODS, 
TOOLS & ACCESSORIES 

• Stewart MacDonald - for tools, timber, 
pegs, finishing supplies etc. USA based 
www.stewmac.com 

• ToneTech Luthier Supplies - as with 
Stewart MacDonald but based in the UK 
www.tonetechluthiersupplies.co.uk 

• Touchstone Tonewoods - same as 
Tonetech 

www.touchstonetonewoods.co.uk 

• Capital Crispin Veneers - possibly the 
largest collection of veneers in Europe. 
Sells by mail-order 
www.capitalcrispin.com 

• David Dyke Luthiers Supplies - excellent 
for high quality timber. UK based 
www.daviddyke.co.uk 

• www.hairworks.com - for Mongolian 
horsehair in small hanks 

• www.earlymusicshop.com - for gut 
strings, pegs and early instrument supplies 

• www.smallwonder-music.co.uk - for 
decorative back strips and inlay materials 



STEP 84. ... and back 



STEP 83. The completed fiddle from the front... 
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D&M 

TOOLS 


wrllTOOL SUPERSTORE 


HAND, POWER TOOLS & MACHINERY SPECIALIST 


DM-TOOLS.CO.UK 



YOUR TRUSTED PARTNER 

D&M Tools has been family owned and managed since 1978. 
During that time we have earned a reputation with our customers 
as a trusted partner. Whether you are a trade professional or a DIY 
enthusiast, our mission is a simple one - to supply top quality 
tools at the best value for money, backed up by a service 
you can trust. 

LOW TRADE PRICES! 

Whether you're buying online, by phone, email, post or visiting us 
in-store, D&M provides you with the widest range of quality hand, 
power tools and woodworking machinery all at the keenest prices. 

UVER ID,DUD LINES IN STOCK! 

We hold massive stocks, meaning that most items are available for 
despatch the day you order it. Our website shows up to date stock 
availability, so you can order with confidence. 

FREE DELIVERY 

Delivery to UK mainland addresses is free *- 
for most orders over £99 and for orders 
under £99 is only £5.95. See the carriage 
rates on our website for full details. 

1 HR DELIVERY WINDOW 

We use DPD Predict for the majority of our deliveries (except heavy 
or oversize items) so you will receive a 1 hour delivery window via 
email or text meaning you don't need to wait in all day. 


SHOP ON-LINE 24HRS A DAY 

Visit our easy-to-use website to see what we mean about range 
and value. Browse and buy with confidence 24hrs a day from the 
biggest brands in the business, all at prices you'll find hard to beat. 

Here you will find all our latest offers and deals. 

Why not subscribe to our regular emails to keep up with our 
latest deals and offers or 
join our D&M Loyalty 
Scheme and earn valuable 
loyalty points every time 
you shop. 

More details on our 
website: 

www.dm-tools.co.uk 


MAKE A DATE IN YOUR DIARY.... 


VISIT OUR EXTENSIVE TWICKENHAM SUPERSTORE 
73-81 HEATH ROAD • TWICKENHAM • TW1 4AW 
020 8892 3813 • SALES@DM-T00LS.C0.UK 
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OUR CUSTOMERS LOVE US! 

We are regularly receiving 5 star reviews on the independent 
review site Trustpilot, as well as testimonials direct from our 
customers, here are just a few: 

★★★★★ 


020 8892 3813 

MON-SAT 8.30am-5.30pm 
(CLOSED BANK HOLIDAYS) 


D&M 

TOOLS 


"D&M tools are very well priced, turn up on time and have 
superb telephone support just in case anything goes wrong. This 
is a business I will use in the years to come. Thanks for a job well done." 

★★★★★ 

"Quick Quality Quantity and Value - D&M offer a fast efficient service 
which they couple with an excellent range of manufacturers tools which 
are always available in the numbers you need at a competitive price." 

★★★★★ 

"Best customer service... Ever! -1 believe the real test of a 
companies customer service is when they have to deal with problems. 

My delivery came quickly and well packaged. I had an issue with the 
tool after about a month of use. The guys in the phone quickly arranged 
for collection, repair of the tool and return with great communication 
throughout. Very pleased with the way they resolved my issue." 

★★★★★ 

"Brilliant prices and brilliant service -1 have now traded with 
D&M Tools twice now and both times have received impeccable service 
and also nothing is to much trouble for their staff to sort out." 

★★★★★ 

"Excellent service makes a refreshing change - first time I have 
used this company, was quite amazed by the quality and speed of service 
and delivery, a fine example of what can be done with first class staff." 


★★★★★ 


"Best place for tools online - I've bought a lot of gear from D&M 
Tools over the last few years and they always provide a first class service, 
plus they always seem to have everything I need at the time." 



www.trustpilot.co.uk/review/www.dm-tools.co.uk 
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Start furniture making: The fundamentals 


Dovetails 
great & small 

Moving on to looking at dovetails, John Bullar goes from one extreme to 
another - starting with a single large dovetail to examine the basic principle, 
and then a row of very fine dovetails, which can test the skill of a furniture maker 


D ovetail joints come in many 
shapes and sizes: large single 
dovetails can be used to hold 
the corners of a rigid framework 
together, such as a workbench, while rows 
of small dovetails are commonly used for 
the comers of boxes and drawers. 

In this article we will go from one extreme 
to another - starting with a single large 
dovetail to examine the basic principle, 
and then a row of veiy fine dovetails, 
which can test the skill of a furniture maker. 



PIC 2. The position of the square used to mark the 
shoulder line is set from the thickness of wood on 
the other side 


Wedges in sockets 

Consider the dovetail as a wedge attached 
to the end of a board, fitted in a matching 
socket on the end of another board. While 
variations in the size and shape of a wedge 
will not stop it working, the socket it fits into 
must match the wedge exactly. The load is 
then spread evenly across the joint. As a 
matter of routine the maker keeps checking 
one part against another throughout the 
process to ensure they will line up when 
finished (Pic.l). The joint mustn't wobble 
so there can't be any air-gaps around the 
wedge or on the shoulder line beneath it. 

Marking a big tail 

I recommend starting the joint by marking 
out and then cutting the dovetail itself, 
followed by the socket that it will fit in. 

I find that clear markings on the wood 
are essential to getting my head around 
a planned joint. 

The wedge shape of a dovetail is marked 
on the face of the wood by a shoulder line 
across its base and a diagonal line at each 
side marked either against a sliding bevel 
gauge or a specialised 'dovetail square' 


(Pic.3). This joint is made with softwood 
so the ideal angle is around 1:6, but this 
doesn't need to be accurate (Pic.4). 

The shoulder line has to be continued 
around the edges and the opposite face 
of the wood. It is important that all four 
shoulder lines join up so I use a technique 
of positioning the knife blade in the 
previous mark and sliding the square 
up against it. 

Cutting a big tail 

Before cutting the wood, it's surprisingly 
easy to get confused about which part is 
which and how and where it will fit in the 
joint (Pic.5). As a result of this, it is not at 
all uncommon for learners to accidentally 
cut off tails! A less obvious mistake but 
one that will still spoil the finished joint 
is to saw down the wrong side of a marking 
line. The saw cut is not much more than 
a millimetre thick but that extra millimetre 
gap will produce a big wobble in the finished 
joint. Clamp the wood firmly and as low as 
possible for sawing and make sure the saw 
cut follows tightly against the mark and just 
to the waste side of it (Pic.6). > 



PIC 3. The shoulder 
lines runs around 
the joint. By placing 
the knife blade in 
the previous line 
and sliding the 
square up against 
it, all four lines will 
join up accurately 
around the wood 



PIC 4. Using a bevel 
gauge to mark both 
sides of each tail 
so they have the 
same angle 



PIC 5. Shading pencil lines across the waste area helps 
keep track of which side of the line to saw against 



PIC 6. With waste cut off each side the single large 
dovetail is left 



PIC 7. The dovetail is used as a template while the 
socket is marked around it 
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produce a well-fitted dovetail, I check 
components against one another at every stage 
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Start furniture making: The fundamentals 




PIC 11. Dovetails marked across the width of a board 
are made so fine that the gaps between them will 
be no more than the width of a saw-cut or 'kerf' 


PIC 13. Keeping the marking gauge at the same 
setting, it is used to mark the shoulder line between 
the tails 


PIC 8. The sides or 'cheeks' of the socket are 
marked from the end down to the shoulder line, 
then waste is cut with a tenon saw and along the 
base using a coping saw 


Marking a big socket 

Having carefully sawn a large dovetail, 
this is used as a template to mark out the 
socket it will fit into (Pic.7). The dovetail 
is positioned on the end-grain of the socket 
wood with its shoulders aligned accurately 
against one edge. Marking is then done 
using a fine-bladed knife, such as a model- 
maker's scalpel. 

The shoulder line for the socket is marked 
in the same way as before, at a distance 
from the end corresponding to the thickness 
of the tail. A marking gauge is used to plan 
out the parallel sides of the socket. 


Cutting a big socket 

A fine tenon saw or dovetail saw cuts 
clean, straight lines that should enable 
the tail to fit into its socket first time, 
or at least that's what we're aiming for! 

The bottom of the socket needs to be 
removed with a coping saw (Pic.8), which, 
even with great care, will not cut a good 
straight line. For this reason we need 
to cut just above the line, then pare the 
socket-base flat with a chisel (Pic.9). 


PIC 12. A marking gauge is set to the thickness 
of the wood that will carry the dovetail pins and 
sockets 


PIC 9. Having removed the waste from the socket 
its base is pared flat with a wide chisel 


Fitting a big dovetail joint 

The tail should now slide into its socket with 
firm hand pressure or a few light taps from 
a mallet (Pic. 10). Most people find that in 
the first few attempts at fitting dovetails 
they are either too tight and need shaving 
down or so loose they will not stay together 
and must be re-made. While this may seem 
frustrating, it is actually an important stage 
- analysing where the problems are and 
working out how to adjust your technique 
so they fit next time. 


Fine dovetail joints 

Once you are happy you have control 
of the process for making a single large 
dovetail, it's time to start developing your 
technique for making a row of fine dovetails. 

Most commonly in furniture making 
dovetails are used for joining the ends of 
boards edgewise on to form the comers 



PIC 10. The dovetail is aligned with its matching 
socket before the two slide firmly together 


of a box, tray or drawer. These joints 
consist of a line of small tails that engage 
with matching sockets on the next board. 
Between each socket is a 'pin'. 

Typically, each joint might have four 
tails across its width so to make a square 
box would require 16 tails and 16 sockets. 
Alternatively, a set of four drawers to fit in 
a chest would need a total of 64 tails and 64 
sockets. With numbers like these we clearly 
need to develop an efficient technique of 
cutting joints that fit first time. However, 
anyone learning must expect their first 
few joints not to fit first time and give 
themselves time to develop the skill. 

Marking fine dovetails 

As with a single dovetail, the angle of 
each tail side is marked with a bevel 
gauge or a dovetail square (Pic. 12). 

In this example using hardwood, the 
ideal angle is around 1:8 but as explained 
earlier this is by no means critical. 

The positions of the tails are evenly 
spaced across the width of the board 
with a little extra allowed for the pins 
either side. Fine pins are traditionally 
used in good quality furniture and to 
demonstrate this I have made the sockets 
for the pins as fine as possible, which is 
just one saw-cut width. 



PIC 14. The ends of the tails are marked across the 
board at right angles 
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PIC 15. When starting a saw cut across the board the finger and thumb of the other hand are used to guide 
the position of the blade on the knife line 


Cutting fine dovetails 

Having marked out the board with a set 
of angle lines for the sides of the tails 
and a shoulder line for their base, the 
board is clamped as low as possible in 
a vice. The shoulder line is just above 
the vice jaws to minimise vibration of 
the wood while it is sawn. 

I recommend cutting all the left-hand 
sides of the tails one after another and 
then all the right-hand sides. This keeps 
the sawing arm and wrist at a consistent 
angle, improving accuracy and efficiency. 
Once again, I used a coping saw to remove 
the bulk of the socket waste. For veiy fine 
sockets like these you may not need to use 
a saw as the waste can be chopped out 
directly with a narrow chisel (Pic. 18). 

Marking fine dovetail sockets 

A traditional way to mark the sockets 
is to support the tail wood on the side 
of a plane body while the socket wood is 
clamped below the tails in a vice (Pic. 19). 
The idea is to support the tails as securely 
as possible while they are used as a template 
(Pic.20). There must be no chance of them 
moving during the marking operation. 

You need to use a veiy fine knife such as 
a scalpel to reach in between the tails and 
mark accurately. 

Cutting fine dovetail sockets 

The dovetail sockets are relatively wide 
while the pins are veiy narrow (Pic.21). 
Sawing them out requires careful work so 
as to not damage the pins. After removing 
the waste with a coping saw as before, the 
bases of the dovetail sockets are pared flat 
with a chisel (Pic.22). I find that clamping 
a square section block on the shoulder line 
ensures the position and angle of the chisel 
is correct. > 



PIC 16. Using a small tenon saw or dovetail saw, 
the sockets between the tails are cut down as far 
as the shoulder line 



PIC 17. Sawing the end sockets with the blade 
cutting just inside the waste side of the 
shoulder line 



PIC 18. The waste is removed from intermediate 
sockets using a coping saw just above the shoulder 
line, then pared down to the line with a narrow chisel 



PIC 19. Ready for marking the dovetail sockets 
the wood is clamped in a vice with a plane used 
as a parallel-sided support alongside 



PIC 20. The dovetails are used as a template for 
marking out the sockets with a fine knife 
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Start furniture making: The fundamentals 


Fitting a fine dovetail joint 

Ideally the row of fine dovetails should fit 
in their sockets with firm hand-pressure 
followed by a light tap with a mallet. If that 
doesn't work, which is veiy likely the first 
time you try you will need to examine the 
joint and possibly shave it in places with 
a fine chisel. 

As well as each dovetail fitting its sockets, 
the row of dovetails and the row of sockets 
must be precisely aligned for an accurate fit. 
Any misalignment from one end to the other 
is likely to have come from the marking 
out process where accidental movement 
is a common problem. One trick to help fit 
tight joints is to pare away the comers of 
inside edges of the tails (Pic.23). Don't pare 
them right to the end, however, as this would 
make visible gaps on the finished joint. 

Where accuracy matters 

Three things that matter most are that one 
side of the joint fits the other without gaps. 



PIC 22. Socket bases are pared flat with a wide 
chisel using a block to guide the flat chisel back 



PIC 25. As the shoulder lines have been carefully 
aligned there are no gaps visible inside the joint 


NEXT TIME 

Most power tools don't feature so much in 
the furniture maker's workshop as they do in 
other branches of woodworking. One notable 
exception is that most versatile of tools, the 
router, which John will discuss in GW318 


the boards are joined at a right angle and 
the result looks good from all sides. The 
precise sizes and angles of dovetails are 
relatively unimportant even though these are 
things that learners often worry most about. 

Traditionally, dovetail joints have been 
made symmetrical as any accidental 
differences might come across as untidiness. 
However, some contemporary top-end 
furniture has dovetails with emphasised 
variations in spacing, odd angles and so 
forth. Beauty, after all, is in the eye of 
the beholder. 

Conclusions 

Dovetails have been a key feature of quality 
furniture making for many centuries. We 
know this because of the quantity of very 
old furniture constructed with dovetails that 
is still highly prized today. The sequence of 
operations and some details differ between 
makers but the basic technique of cutting 
dovetails has been refined as a standard 



PIC 23. The inside corners of the tails are pared 
away to help the joint fit without jamming 


of good furniture making. If you want to 
see videos of my dovetailing techniques, 
then search online for 'John Bullar dovetails'. 

While there are mechanised systems for 
cutting dovetails (and we will look at one 
of these next time) there is nothing to beat 
a hand-cut dovetail joint for pure beauty 
and strength. GW 



PIC 21. The pins are extremely narrow with the near 
side, little more than a saw-cut width 



PIC 24. The fine dovetail joint is slid together 



PIC 26. The outside of the finished joint shows the fine pins emphasised by the contrasting wood colours 


36 GW316 March 2017 www.getwoodworking.com 






















TIGER 3000VS 


FREE 

JIG 60 - SMALL KNIFE 
& STONE GRADER. 
(WORTH £55.86 INC 
VAT) 

Offer lasts until 31.05.17 



STANDARD ACCESSORIES: 
Jig 70, Angle Guide 200 & 
Honing paste. (Optional 
sharpening kits available) 



10” x 2.5” grinding wheel width 
better for sharpening larger sized 
chisels and wider plane irons. 


Superior 10” wetstone sharpening system 



SAVE £40 

ON REGULAR PRICE 
RRP £229 

SPRING OFFER: 


INC VAT 


Main Features 


• Powerful induction motor for smooth sharpening performance. 

• Infinite variable speed control 90 - 150 rpm. 

• Durable 10” alu-oxide wetstone grinding wheel. 

• 2.5” wide wheel for sharpening larger sized chisels. 

• F-Bar micro fine adjustment feature. 

• Height adjustable water tank. 



Fitted with a variable speed dial 
allowing you to control the sharp¬ 
ening speed (90-150 rpm). 


• Also includes small knife jig 

+ stone grader worth £55.86 inc vat 

Specification 

• Dimensions L / W / H: 

380 / 380 / 390mm 

• Grinding wheel size 0 / width: 

250 x 63mm 

• Grind stone speed range: 

90-150 rpm 

• Grit /Grindstone material: 

K 220 / Aluminium Oxide 

• Honing wheel size 0 / width: 

225 x 30mm 

• Input power: 

180 W 

• Motor: 

230 -240V- 

• Weight: 

13kg 


NMA 

AGENCIES LTD 


www.nmatools.co.uk 

01484 400 488 I sales@nmauk.com 


Unit 1, Brookfoot Business 
Park, Yorkshire, HD6 2SD 



















Beginners' guide Using power tools 


Mortisers for 

woodworkers 


T he black art of the mortise has 
been greatly helped along by 
the availability and profusion 
of mortising machines. There's 
really nothing new about this - they have 
been around for years. However, they 
are more affordable these days, probably 
because most are made overseas. Cheaper 
they may be but they should still be 
engineered to give you a well cut joint. 

Mortise cutting heads 

Generally speaking, there are four 
main types of mortise cutting heads. 

• For industrial, mass-production of mortise 
joints machines with single or multiple 
oscillating heads are available. Having 
set the predetermined location of the 
mortise or mortises the central cutting 
tool oscillates from one side to the other, 
cutting as it advances while two straight 
cutters trim the ends of the holes. The cut 
is usually made in a horizontal direction, 
but not always. Very expensive, very 
efficient, but probably not one for us! 

• Similarly, the chain cutting mortise 
head is more of a production machine. 

A bar is mounted with a chain upon 
which are located some cutting teeth, 
operating in a similar way to a chainsaw. 
Usually a single-head, the machine can 
cut vertical mortise joints quickly and 
efficiently but is a bit brutal for fine work. 

• The hollow chisel cut is the most popular 
for flexibility and ease of change over. A 
simple, square chisel with a central auger 
to remove the waste, these machines are 
predominantly vertical cutting. This is the 
one we'll concentrate on in this article. 

• The slot mortise cutting head is often 
found on combination machines and a 
simple cutter is mounted in a chuck. The 
work is presented to it and a hole bored 
to a predetermined depth and, if the 
cutter is capable, the component is then 
passed by the cutter, which slices out the 
mortise slot. For deep cuts a number of 
passes must be made to avoid breakage. 
As an attachment these tend to cut 
horizontally. > 


In the next part of his beginners' guide, Peter Bishop discusses 
the topic of mortisers as well as offering his advice and tips on 
setting them up and getting the best from this handy machine 
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Beginners' guide Using power tools 



A chain mortise machine 

Mortisers for woodworkers 

Interestingly, the only manufacturer I'm 
aware of who has been able to downscale 
and combine an oscillating/slot cutting 
motion is Festool. Their Domino hand-held 
slot mortiser is an exceptional tool - more 
on that in the next article on jointers, etc. 

Of course, there are many variations on 
the theme. Using routers and attachments 
on pillar drills, for example, will speed up 
the hand mortise joint cutting process. 
Lots of manufacturers produce portable, 
single-head chain mortisers that can be 
clamped directly onto the work, such as 
a door or beam, to cut a mortise. These 
chaps are probably ideal for site work 
or more heavy-duty, oak frame work. 

But, in my opinion, the only one that 
can produce a near finished joint, with 
little further work, is the sguare, hollow 
chisel mortise machine. This is the one 
we'll predominantly look at here, as it's 
best suited to the general woodworker. 

In most cases there are two types of 



The Makita 240V 7104L chain mortiser 


hollow chisel mortiser available: bench- 
mounted and free-standing. Your choice 
will depend upon the number of joints you 
expect to cut, the type of work undertaken, 
the space you have in the workshop and, 
no doubt, your budget. If versatility 
or space is an issue, then some of the 
bench-mounted models can be easily 
converted into pillar drills. 

Looking through a recent power tool 
catalogue, I noticed that prices can vary 
from £100 or so, for a bench mortiser, 
through to well over £1,000 for a free¬ 
standing machine. The choice is yours, 
but let's think through some of the key 
features you should look for. 

Your mortise machine, ideally, will need 
to traverse in three directions: up and 
down, to cut into the work, left and right, 
to extend the cut, and forwards and 
backwards, to position the cut. Check 
out the sliding gear and the clamping 
mechanisms: they should be both smooth 
and easy to operate. If not, move on to 
the next machine. 

The auger is driven directly from the 
motor via a chuck. Therefore, consider 
the wattage of the motor when purchasing. 
A motor of around 300-400W is OK for 
lightweight work but you'll need something 
up to around 750-l,000W for more intense 
work. The motor size will influence the size 
of chisel you can use. If it's lightweight, 
then you might be best served by making 
multiple cuts with smaller chisels. 

Machines on offer 

Like most woodworking machines a heavy, 
cast construction will be much better than 
a pre-formed metal one. Working from a 
solid base will enable you to cut joints 
more cleanly. Take a look at the machines 
on offer. Even if they are of a heavy 
construction they still need to be well 
engineered. A dovetail slide arrangement 
for the cutting head is an advantage, which 



The Sedgwick 571 mortiser - an example 
of a vertical cutting machine 


MORTISER TIPS 

• You don't need to have a full set of 
chisels for every eventuality. Pick a 
small size, a medium size and a larger 
size. All can be used to cut multiple 
holes. It might take a bit longer but it 
will certainly be easier on the pocket 

• Consider the size of components you 
might like to cut mortise holes in, then 
look at the available capacity of the 
machine to ensure it can cope with what 
you want. The depth of stroke, how deep 
you can go, is also important unless you 
are going to work from both sides 

• Always maintain a sharp cutting edge on 
both chisels and augers. This is especially 
important when cutting into hardwoods. 
If you don't, then the cutting edges might 
overheat and, in the worst cases, 
potentially split the chisel 


should provide a smooth action along 
with accuracy. The actuating arm needs 
to be spring-mounted so that it returns 
and stays in a safe position after the cut 
is made. Some manufacturers offer gas 
struts as an alternative. If you're left- 
handed, then look for those that can be 
mounted on both sides of the machine. 

Useful, added features include a flexible 
light that can be focused on the joint area, 
waste extraction ports, and a pair of depth 
stops for simple and haunch mortise joints. 
I notice that one manufacturer provides 
a spring-loaded chuck key so that it can't 
be left in the chuck accidentally! Other 
variations will include canting and swivel 
heads to allow angled and horizontal cuts. 

Finally, there will be a choice of chisel 
and auger sets to think about. There are 
a number of options available but the key 
thing to remember is to buy the best you 
can afford; they'll last longer if you don't 
abuse them. 



A single-head horizontal cutting machine 
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The FestooL DF 500 Q Domino mortise & tenon joiner set 


Setting up your machine 

There are four primary elements for setting 
up a hollow chisel mortise machine: the 
central, keyed chuck into which the cutting 
auger fits, and housing, with a locking 
mechanism, into which the hollow chisel 
fits. The auger cuts the bulk of the waste 
away and the chisel squares the corners. 

The auger and chisels are usually bought 
as a pair. If one breaks or splits, then they 
can be replaced individually. The auger 
shaft size will probably vary and should 
easily be accommodated in the chuck. The 
shaft of the auger should slide up the inside 
of the chisel with clearance; the cutting 
head of the auger should not. The diameter 
of this cutting head should be no more than 
the overall size of the chisel. If it's bigger, 
you won't get a square cut! 



Axminster Hobby Series AW16BMST2 
bench mortiser 


For mounting this lot in the machine, first 
select the set that will suit or be able to cut 
the mortise hole size you require. The chisel 
should be slotted into its housing first. Push 
it up tight until its shoulder touches the 
housing, then drop it back down by a 
millimetre or two and lock it in place. 

Now pop the auger up the chisel and 
into the chuck. You may have to slide 
the auger inside the chisel if there's 
not enough depth to fit it independently. 

Once the auger is set tight in the chuck, 
slacken off the chisel, push it back up 
to the shoulder contact point and lock it 
off; this creates the clearance required 
between the end of the chisel and the 
auger. Too close and the auger will make 
contact and take the edge off the chisel, 
thus damaging it; too close and the waste 


may not be able to escape, thus causing 
the tools to overheat. 

You probably now need to pull the mortise 
machine head down so that the chisel is 
opposite the back fence. With a square, 
working off the back fence, check that 
the chisel is square on. If not, slacken the 
retaining mechanism and adjust accordingly. 
You do this, when setting the chisel in the 
machine, to make sure that it is at right 
angles to the fence/component; this will 
ensure you have square ends to the joints. 

I mentioned that the augers can 
sometimes be too long and might need 
cutting. The other thing to watch out for, 
when buying new sets of augers and chisels, 
is that the chisel shaft is the right size to 
fit your machine. If, for some reason, you 
can't get the right size, then all is not lost. > 



Chisel, chuck, auger and chisel shaft housing 


GW316 March 2017 www.getwoodworking.com 41 











Beginners' guide Using power tools 



The gap to allow for clearance The gap closed up to create clearance 



TIPS FOR SETTING UP 
YOUR MORTISER 

• The cutting head of the auger should 
be set tight up to the end of the chisel. 
Sometimes the auger shafts are made 
long so that they will fit a variety of 
machines. To get the fit right, you 
might need to cut a bit off the end 


• Usually there are long slots on one side 
or two opposite sides of the chisel, this 
is to allow the waste cut by the auger to 
vacate the core. These slots should be to 
the left- or right-hand sides; this enables 
the waste to drop out more efficiently 


• Always support the exit cut of a through 
mortise with a piece of gash stock. This 
will help avoid 'break out'. However, 
it's better still to mark out the mortise 
position all round the component and 
work from both sides 


Smaller shafts can be 'shimmed' out with 
slip over sleeves. Not ideal, but a solution 
that does work. However, if it's a bigger 
shaft, you'll be in trouble! Do always check 
before you buy. 

Once the cutting kit is in place, just 
turn the machine on and off and listen 
for any metal on metal sounds. If there 
are then check your settings, and if 
possible, the straightness of the auger. 

You should now be ready to rock and roll! 

Don't try to cut too much out in one go. 
Nibble away at the joint by slicing part 
way down and part way along each time. 

A cut about half the width of the chisel 
is considered ideal; this will ensure your 
tools last longer and cut more efficiently. 

To cut a central mortise, with a smaller 
chisel, work from both sides. Cut one 
length of mortise hole first then turn the 
component round and cut the other side. 
This way the joint will be smack bang in 
the middle. GW 


MORTISE MACHINE TERMS 

• Hollow chisel and auger the outer, 
square chisel that forms the size of the 
joint. It should be sharp and cut like a 
guillotine. The inner auger removes the 
bulk of the waste 

• Chisel stroke: this is, effectively, the depth 
of cut of the chisel when mounted in the 
machine. It will alter according to the size 
of chisel used and the component being 
worked on 

• Capacity: this relates to the maximum 
cross-sectional size of wood that can be 
worked in the machine. Cutting joints in 
very wide and tall pieces will be influenced 
by both the capacity and chisel size 

• Actuating/pull down arm: this is the 
lever that enables the head of the mortise 
machine to plunge down into the work. 

It needs to be at least spring-mounted 
so that it returns to the vertical 


Squaring the chisel off the back fence 


Some chisel shafts might need shims 
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Precisa 6.0 Precision Circular Sawbench 

Designed in Germany - Manufactured in Germany - Proven in Germany 



WHAT THEY SAY: 


Micro fence setting scale to 
within 1/10th mm 
calibrations. 


Patented cast iron 
pre-scorer 


w 

Height and side adjustment of 
the pre-scoring attachment. 
(Tool supplied). Precisa 6.0 VR 
-PI only. Cannot be retro fitted. 


44 After considering all the 
quality and performance issues 
I chose the Precisa 6.0. I can 
assure you it is one of the best 
decisions I have ever made, n 


Precisa 6.0 - P2 

Inc Sliding Table Carriage • Table Width 
Extension • Table Length Extension 


( 1 6.5 HP (3 phase) 
l J 4.0 HP (1 phase) 


1100mm 



MR. AC. WILTS. 


Optional: 

Pro sliding table carriage 
with hinged support arm. 



Model 

Specification includes 
(as per quoted price) 

HP (input) 
240V/415V 

Depth of Cut 

Length of Stroke 
& Cutting Width 

SAVE 

Offer Price 
Exc VAT 

Plus Carriage 

Offer Price 

Inc VAT 

Plus Carriage 

Precisa 6.0-P2 

Inc 2m STC + TWE + TLE (as illustrated) 

4.0/6.5 

110 mm 

1400x 1100 mm 

| £348.00 Inc VAT ] 

£2,600.00 

£3,120.00 

Precisa 6.0VR-P1 

Inc 2m STC + TWE + TLE + pre-scorer 

4.0/ 6.5+ 1.0 

110 mm 

1400 x 1100 mm 

£360.00 Inc VAT 

£2,950.00 

£3,540.00 


STC = Sliding Table Carriage. TWE = Table Width Extension. TLE = Table Length Extension. 


NMA 

AGENCIES LTD 


www.nmatools.co.uk 

Phone: 01484 400 488 Email: sales@nmauk.com 



Unit 1, Brookfoot Business Park, 
Brighouse, HD6 2SD 




































Hampshire Sheen 

Fine, Hand Blended Woodturners Finishes 


Ti-Wax 


CamaCrystalline 


High Gloss 


Easy to apply turners stick with 
Carnauba and MicroCrystalline 
waxes for an ultra shine! 


A one coat liming wax 
finish for open grained 
woods like ash and oak. 


Hard wearing, super 
shiny stiff paste wax for 
a glossy finish. 


Original 


Stiff paste wax for a 
wonderful lustre to your 
turned work. 


MicroCrystalline 


Comparable to the market 
leader for a fingerprint and 
water resistant finish. 


Hampshire Hampshire 



Hampshi — * fI 1 , r 

c^ n rr i , Hampshire 

btieen Hampshire r ** 

. .. . sheen Sheen 


Sheen 11 Hampshire 

Wondtarntris Ftalih I S h € £ II 

'■<e W hiii iy h.niibiri fl FUi 4J rrlB . r * fltiJ -' 1 


For more information and 6 How-To’ Vidoes, visit 

www.hampshiresheen.com 


Hand Made in the UK & Ireland. Available from 
Oliver’s Woodturning: www.oliverswoodturning.co.uk 
Taylors Mirfield: www.taylorsmirfield.co.uk 
M. Saban-Smith: www.msabansmith.com 
NEW! John Conrad: www.johnconradblanks.com 
NEW! Steve Twydell: www.templeboyturnings.com (Eire) 
NEW! B. McNamee & Co Ltd: Strabane, Co. Tyrone 0287 1882853 


Hand Made in the USA and Canada: 

USA: Jeff Hornung, Missouri: www.thewalnutlog.com 
Canada: Rob Summerlin, Ontario: www.woodsleesummercraft.ca 

(Product availability and packaging may vary in non-UK products) 


Four Marks, Hampshire. UK. Call: +44 (0) 1420 560077 
Trade Enquiries Welcome 



Saw Blades 

It's what we do... for over forty years! 


Band Saw Blades 
Circular Saw Blades 
Multimaster & 
Multitool blades 
Planer Blades 
TCT Circs 
Router Cutters 
Power Tools 
Abrasives 
Turning Tools 
Servicing 


• Made to order bandsaw blades, welded to 
any length • With a range of TPI 
to suite any application 


hamilton beverstock 

CNC sharpening & metal cutting specialists 


Grange Industrial Estate, 
Llanfrechfa Way, Cwmbran, Torfaen NP 44 8 HQ. 
(01633) 838900 ■ (01633) 873803 

sates@hamittonbeverstock.com 

www.hamiltonbeverstock.coein 
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Quality • Innovation • Performance 

Beyond all expectation 



Thanks to the use of conventional wooden dowels combined with the precise Duo-Dowel Joiner DD40, Mafell 
has triggered a revolution in portable jointing. The work is fastened exactly by the dowels, so that clamping is 
much simpler and quicker, or it can be omitted altogether. Mafell’s DD40 System is an inclusive product package, 
comprising the MaxiMAX or MidiMAX machine in a MAFELL-MAX case, wooden dowels, a glue bottle, 2x anti-slip 
mats and drill bits as standard. 






Quick & economical: 
Making carcasses with the 
DD40 and dowel template. 


Fast and accurate. 
Edge-to-edge and mitre 
corner joints. 


Twin dowell drills set; at 
32mm centres. 


Auxiliary stops: quick and 
accurate decreasing and 
increasing edge spacing. 


NMA N AA A T O O L S . C O .UK Brookfoot Business^Park 

agencies ETC Email: info@nmauk.eom Tel: 01484 400488 










Centrefold: Bronze console 



Untitled 2 Bronze 

'One Piece' console 

Made using oak, resin, bronze and squid 
ink, Marc Fish's stunningly unique console 
table from his 'One Piece' series exudes 
a seemingly organic, unprecedented form 



Using a roller to apply glues Vacuum bag, former and clamps required to hold the shape 
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M arc has now designed three pieces 
in a series called 'One Piece', which 
explores the positive and negative 
spaces a single length of timber can 
occupy. The console table was the first, soon followed 
by a chair and low table. Marc's studio has gained 
an international reputation for lamination work, 
with his pieces being sold in galleries around the 
world, and the furniture making school Marc runs 
attracts students from all corners of the globe, all 
of whom want to learn furniture design and making 
to exceptional levels. 

Making process 

"In terms of the making process for this piece, the 
table was laminated from 100 layers of oak veneer, 
using a combination of vacuum bags, formers and 
clamps," says Marc. "My team and I then only have 
40 minutes to get all the veneers glued up and in 
place before the setting starts, so it's a busy process." 

After the glue has set the long and arduous shaping 
and sanding starts. Marc starts with an angle grinder 
and his team then take over for the final sanding, 
usually to around 180 grit. The area that will be 
bronzed is first primed and sanded until all the grain 
is filled up, and Marc then uses a cold sprayable metal 
technique to apply the bronze. This in turn is sanded 
to a very fine finish (over 1,000 grit) and then polished 
using a metal worker's polishing mop and compounds. 

"The black finish is completely unique to the studio," 
he says, "a mixture that includes squid ink is applied 
to the work and allowed to dry, before it is then 
brushed and buffed. The resulting effect is a very 
dead flat black." 

The table is part of a limited edition of 25, 
with each one being unique. They have been 
exhibited in London, New York, and San Francisco, 
through New York gallery owner Todd Merrill - 

see www.toddmerrillstudio.com. GW 


"... the table was laminated from 100 layers 
of oak veneer: using a combination of vacuum 
bags , formers and clamps" Marc Fish-tumitme maker 



MARC FISH 

Marc started making contemporary furniture over 
15 years ago after a burning desire to create six 
dining chairs. With a background in metal fabrication 
the obvious choice was steel, and so it began. 

The chairs received mixed reviews but the seed 
was firmly sowed; furniture making was the path 
Marc felt he must take. 

Some years later after studying with some of the 
best fine furniture makers in the UK and receiving 
two distinctions in City & Guilds Furniture Making 
(Marc also has City & Guilds in Computer Aided 
Design), his flair and natural ability clearly sets 
him apart as an esteemed designer/maker. He has 
been awarded four Guild Marks by The Worshipful 
Company of Furniture Makers, and also the Claxton 
Stevens award in 2011 for the best Guild Mark 
issued in 2010. 

Marc's passion is for one-off pieces drawing 
on exquisite craftsmanship, a good design ethos 
and exceptional customer service. He takes his 
inspiration from natural forms, art, sculpture 
and architecture. 

Marc's use of the finest timbers and veneers, 
his understanding of metal fabrication and his 
attention to detail, set him apart from a standard 
cabinetmaker. Commissions are undertaken in various 
styles and construction techniques, producing the 
finest heirloom quality fine furniture and accessories 


FURNITURE MAKING COURSES 

Marc's studio is renowned for innovation and 
experimentation in the field of furniture design. His 
students are encouraged to mix media and push 
boundaries; this is not a course for those wishing 
to learn antique reproduction or restoration. Prior 
experience is not required for either course but 
a genuine passion and willingness to learn is a 
prerequisite. An informal meeting is advised to 
discuss suitability before booking any long course. 

The length of the furniture making course is 
flexible. For most, a 12- or 50-week course is ideal. 
The 12-week cabinetmaking course concentrates 
on furniture making accuracy and hand skills. 

A couple of small projects and samples are 
undertaken in this time, and if time allows, 
a piece of furniture may be completed but accuracy 
and skill is the main achievement to reach for; 
speed and productivity come with experience. 

On the longer 50-week furniture making course, 
students cover all aspects to the same standard as 
the 12-week course, but also construct pieces of 
fine furniture to their own design and cover more 
advanced techniques. Running a furniture making 
business, marketing, and other subjects can also 
be covered, and external visits to timber yards 
are included on both furniture making courses 
to gain invaluable experience. 

At the first meeting, the syllabus is discussed 
along with the student's options, then a bespoke 
course is designed, which caters for the students 
needs; this way Marc is able to teach students of 
all abilities. To find out more about the courses on 
offer, see www.marcfish.co.uk 
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Project: Jewellery box with integral hinge 



Jewellery box 

fit for a sister-in-law 


Peter Harrison's jewellery box with integral hinge and 
removable trays features a curved lip on the lid, which 
helps to make it truly individual and really stand out 



I have made a few jewellery boxes before 
so my sister-in-law asked if I could make 
one for her birthday. The style of this project 
is going to be a fairly large oak box with an 
integral wooden hinge made from the lid and 
back panel. I also wanted to add some kind of 
feature to make the box individual and stand 
out. Having thought about it for a while I decided 
to make the lid curve over one corner of the 
box. I had done a similar thing before but not 
something this confusing; I found it quite difficult 
to visualise exactly how I was going to achieve it. 

In the end the dimensions of the box were 
determined by the amount of oak I had available. 

I didn't know the sizes of the panels until I had 
passed the wood through the planer/thicknesser 
(I knew I'd have snipe at both ends so I didn't 


MATERIALS & TOOLS REQUIRED 

Materials 

• Oakplank(s) 

• 3 x 300mm brass rod 

• Leather to line the bottom 

of the jewellery box and trays 

• 5mm plywood 

• Veneer 

• Oil for finishing 

Tools 

• Table saw with sled 

• Router table 

• Chisel(s) 

• Sander 



quite know how much usable timber I'd have 
to work with). 

Plan, plane & plan again 

I had two pieces of pippy oak: one was 1,000 
x 400mm and the other was around 500 x 
140mm (Pic.1). By scribbling on the timber I knew I 
had to make a side panel from the smaller piece, 
so the maximum height of the box was going to 
be around 140mm and just looking at nice ratios 
for the side panels, I decided that the width of the 
box would be 175mm. I therefore ripped the large 
piece of oak to around 200mm wide to allow for 
a bit of trimming space (Pic.2). As both edges of > 



STEP 1. Measuring the initial components 
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STEP 2. The board, once cut to size... 



STEP 3.... and once thicknessed 



STEP 4. The parts of the jewellery box marked 
up, from top left to bottom right: lid, side panel, 
front, side panel and rear panel 



STEP 5. The components cut to size, and trying to 
visualise the end result 
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Project: Jewellery box with integral hinge 



STEP 6. Here you can see the dado for the 
bottom of the box and the start and finish 
marks on the Long piece of oak 



STEP 7. Pencil marks on the right-hand side of 
the wood showed me where to start and end 
my routing 



STEP 11. Trimming the tenons - I'm sure a proper 
workbench and vice would be much better! 

As shown, do not cut all the way down 


the oak were waney, I needed to create a 
straight edge so I could rip it safely -1 simply 
did this by nailing an offcut of laminate flooring 
to the underside of the timber and removing 
once I had cut the wood. 

Once ripped, I passed the pieces through 
a thicknesser until they were uniform; they 
ended up being 22mm-thick (Pic.3). I then 
sketched the parts of the box on the wood to 
determine my rough dimensions. Although I 
could have determined all of the dimensions 
here I didn't feel the need to, as I could still easily 
adjust any dimensions to suit, say, the depth of 
my mortises, etc. I also wasn't sure how the lid 
was going to end up at this stage, so the front 
panel was therefore cut to the same height as 
the sides and back. 



STEP 8. The piece on the left shows the full 
length of the front and rear panels 



STEP 10. As you can see here, the tenons have 
now been cut 


Router dados & mortises 

Now I had my sides, front and rear panel cut 
I started by cutting the dados for the bottom 
of the box (Pic.6). I used a 7mm straight router 
bit, which would give me enough space for 5mm 
ply covered in leather and veneer. I used a straight 
piece of wood as a fence on my router table and 
drew on pencil marks to show me the start and 
end points of the rebates (Pic.7). I then cut them 
bit by bit, raising the cutter a couple of millimetres 
with each pass; this will offer you more control 
and you'll be less likely to badly injure yourself. 
You will have to plunge the wood down on to 
the revolving router bit to cut the side panels, but 
with light passes you can do this safely enough. 

I then cut the mortises in the side panels for 
the front and rear panel tenons to fit in to. As the 
rear panel is full height and the front panel around 
10mm shorter, the mortises are different lengths 
on each edge of the side panels - just take your 
time, measure, think, and measure again before 
you cut them! 

Once the mortises are cut you can measure 
the final depth of them - the tenons want to be 
cut just shy of this depth, which will give room 
for any expansion. I changed the router bit for a 
wider one so the cutting width was right for the 
tenons. Light passes are recommended here too 



STEP 9. The dados on the two side pieces are 
Longer towards the rear. More start and finish 
marks are added to the long piece on the right 




STEP 12. The remaining tenon can be trimmed off using a chisel 


STEP 13. Shoulders levelled 


50 GW316 March 2017 www.getwoodworking.com 















































STEP 14. A trial fit STEP 15. The hinge joints marked up 



STEP 16. Doing a test cut on an offcut 


STEP 17. Slot cut to accept brass rod for the hinge 


STEP 18. Cutting the hinges on my table saw 
using a cross-cut sled 



STEP 19. Holding the wood against the sled 



STEP 20. Using the joints on the back to mark the 
joint for the top 



STEP 21. The joint, straight off the table saw, 
was already fairly level 


and when you get close to the correct width, you 
need to raise the router bit by minute amounts 
and keep testing the fit. It's better to do 10 tiny 
raises and get a good fit than go a little too far 
and end up with a really loose joint. The tenons 
now needed cutting to length (Pic.10). I marked 
the tenons and then trimmed them with a saw 
just shy of the bottom (Pic.11), before cleaning 
up the shoulders with a chisel (Pic.12). 

The hinge 

This is where this build starts getting a little more 
tricky and precise. On this box the hinge is going 
to be full length and made integral from the back 
and top panels; it is essentially finger joints with 
rounded edges with a hole through the centre 
where a pin/rod is inserted. The trouble with 
this kind of hinge is how to create a dead central 
hole through the centre of the hinge joints (Pic.15). 
I have seen professional jigs (with professional 
price tags to match), which help with cutting the 
joints and drilling the holes, but this is way out of 
my league. I didn't have a long drill bit and even if 


I did I don't think I'd be able to drill it in the right 
place all the way through the hinge. A couple of 
years ago, I did see a few techniques that could 
be used to achieve this fairly easily. All you do 
is cut a slot with your table saw blade to the 
depth of the extreme edge of the hinge pin, 
insert the pin/rod into the slot and glue in 
some filler pieces to cover the rod. 

I decided that my hinge would be made 
up of five part threes on the back and two on 
the front, and as my width was 300mm, each 
recess/hinge part would be 60mm. I first cut 
the slot in the two panels to house the central 
rod - on my first pass the slot wasn't quite wide 
enough so I turned the panels through 180° and 
cut again, which increased the slot by fractions 
of millimetres but was enough to fit my rod in. 

I then marked up the rear panel. As these cuts 
were going to be 22 x 60mm I decided to cut 
the hinges on my table saw using a cross-cut 
sled (Pic.18). This would enable me to see exactly 
where the blade was going to cut and would give 
me enough precision for this joint. I started by > 



STEP 22. Testing the fit of the finger joints 



STEP 23. Here you can see the insertion of the 
brass rod 
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Project: Jewellery box with integral hinge 


cutting the slots to each side of the hinge 
recesses followed by the waste in between 
(Pic.17). I then used the finished rear panel joints 
to mark up the lid joints and cut these the same 
way. Once they were both done, I had to do a 
little bit of tweaking to get them to fit snugly. 

I then put one side of both panels through 
the router table with a round-over bit as this 
would only allow the hinge to open 90°. As I 
wanted it to open a little more than 90°, I cut a 
small round-over part to the other sides. I then 
tested the joint (Pic.22) before I fixed the central 
rod into the back panel with some oak fillers 
I had cut (Pic.23). The central filler part has to 
be cut to the correct width but the outer filler 
pieces can be cut over-sized and trimmed later. 



STEP 24. Using the round-over bit on the side of 
both panels 



STEP 27. Here you can see the rough shape of 
the lid 


The lid 

Now that I had the hinges cut on the lid I needed 
to shape the top to create a lip that went over 
one of the side panels. I started by cutting the 
lid to create the rough shape of the lip (Pic.27). 

What I needed to achieve was a taper along 
the length of the box up to where the lip started 
to rise up; I then needed to turn the lid upside 
down and cut the underside of the lip. I first 
started by using a hand saw to cut the taper but 
after a while I decided that this wasn't going to 
be the easiest or most precise method, so I had 
to rethink. I came up with a method whereby I 
fixed a piece of timber along the hinge side (with 
double-sided tape), which was the same height 
as the rise of the blade - around half the total 



STEP 25. Inserting pieces cut to size ready to glue 
in the brass rod 



STEP 28. A piece of scrap wood was taped on to 
the lid 


thickness of the lid. I then put the lid in my 
cross-cut sled and took multiple passes from 
the end up to the point at which I wanted the 
lip to start rising up. I then removed the bits 
that were sticking up by smashing them with 
a hammer (Pic.31), before levelling it all up with 
a chisel. Next, I started to lower the saw blade 
and took a few more passes to start the rise of 
the lip. I then flipped the lid over and used the 
same technique to remove the waste from the 
underside of the lip. I did, however, manage to 
cut a small chunk out of the edge of the box lid, 
which I needed to remove later. After a lot of 
sanding and a bit of chisel work, I was happy with 
the shape of the lid so it was time to fix the lid to 
the rear panel. Just make sure that you are happy 



STEP 26. Inserting glued in pieces, ready to trim 



STEP 29. Checking to see if the cut angle looks 
as good as it should 



STEP 30.1 made lots of passes! 


STEP 31. A hammer being used for fine woodwork! 
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STEP 32. The underside of the Lid 



STEP 34. Ready for trimming the infill pieces 
using a plane 



STEP 37. Lid fitted to the back and the final insert 
pieces added to complete the hinge mechanism 



STEP 39. Leather on the inside and veneer for the 
bottom, which will cover the board 



STEP 33. Final shaping of the lid overhang 



STEP 35. Checking the fit of the lid 


with the shape of the lid as it will be harder to 
adjust once the hinge is put together. Finally, I put 
the hinge together and glued in the infill pieces. 

Bottom, glue-up & trays 

For the bottom I would usually use 5mm 
plywood, but at the time I didn't have any. 

I had taken an old bookcase apart not long 
ago so I used some of the hardwood (Pic.38) 
from the back of the bookcase; it was quite thin 
so I doubled it up. To one side of the bottom 
I glued some recycled leather and then some 
veneer to the other side (Pic.39). Before I 
proceeded to glue together I sanded all the 
surfaces that would be difficult to sand once it 
was all assembled, which was almost everything 
apart from the outside of the side panels. 

Now I had all parts of the box, it was just a 
case of gluing up. The only glue that's required 
went on to the mortise & tenon joints to the 
front and rear panels. Once glued, I clamped 
it all together and left it overnight (Pic.40). 

The next day I released the clamps and made 
sure the lid still functioned as it should, which it > 



STEP 36. As you can see, a lot of sanding was required on the top right-hand corner and the body of 
the lid 



STEP 40. The box, all clamped up 


STEP 41. All the mitres for the trays are cut 



STEP 38. Board from the back of an old, cheap 
bookcase formed the base 
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Project: Jewellery box with integral hinge 



STEP 42. The pieces of Leather, beech and mitres 
for the box's trays 


did apart from a bit of creaking. I then measured 
the inside dimension of the box so I could make 
the trays. It's good to make the trays slightly 
over-sized and then sand to size once they are 
put together. I made the trays out of some thin 
pieces of beech offcuts. I found a couple of bits 
that had some nice markings and cut the sides 
to size using mitre joints. These are good joints 
for figured wood as you can make the markings 
run around the box. They are not too strong but 
I don't think they need to be for trays. If you are 
worried you can always add spines to reinforce 
the corners. Once cut, I added some dados from 
the bottom of the tray, cut some plywood to size, 
added some leather and glued up the trays using 
masking tape instead of clamps (Pic.43). Next, 

I cut a length of wood to make some thin strips 
(around 3mm) to act as supports for the trays. 



STEP 43. The trays, once constructed 


Once cut and sanded, I glued these to the bottom 
of the box, and the trays were then sanded to 
size. I then sanded the rest of the box and finished 
it all off with a couple of layers of hard wax oil. 

Box appraisal 

Overall I am very pleased with the results. 

The lip on the lid works pretty well, the hinge 
works and the lid stops opening in the right place. 
Hopefully my sister-in-law will like it too. GW 


FURTHER INFO 

You can see this project on Peter's 
Instructables page, as well as other 
wooden creations he has made - see 

www.instructables.com/id/Jewelry-Box- 

With-Intergral-Hinge 



STEP 47. The box open, showing the individual trays... 



STEP 44. The box, with the trays in place, 
clamped up 



STEP 45. The completed box as seen from 
the front... 



STEP 48.... and with the trays removed 
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The special one. The normal one. 
It's time for the unique one. 

KAPEX KS 60 - the new sliding compact mitre saw. 



FES 

Tools for the toughest demands 


Mobility, a versatile range of applications and precision - all this makes 
the new KAPEX KS 60 a unique sliding compound mitre saw. Evident in 
its low weight and ergonomic handles. Visible in its compact design, the 
LED spotlight and the bevel. Demonstrated by the groove function and 
two-sided inclination angle of 47 and 46 degrees, and represented by the 
overall concept - with one aim only: to inspire you from the very first cut. 


SERVICE 


all-inclusive 


For more information visit our website at www.festool.co.uk/KAPEX 





























Good Woodworking Letters & Makers 


IS] Letters & 


Letter of the month 


Dad's biggest fan 



Colin's hand-made sideboard also features a 
few turned bowls 


Hi, I'm writing on behalf of my Dad (he doesn't 
know) as I, and everyone who knows him, thinks 
he is an absolutely wonderful woodworker! 

He has made, well... a large proportion of the 
furniture in the house, including pretty much my 
entire bedroom (thanks, Dad) and we are now 
the proud owners of a vast collection of beautiful 
bowls, each one completely unique. I have some 
fantastic childhood memories of being down 
at his shed (sweeping up the sawdust was one 
of my favourite jobs, believe it or not!) and will 
always treasure the many things he has made for 
me. He reads every issue of GoodWoodworking 
and I've learnt to enjoy a few of the features, too. 
Thanks! 

Alexandra Derbyshire, on behalf of Colin 

Hi Alexandra, thanks so much for getting in touch on 
your Dad's behalf - what a wonderful picture you've 
painted! It's clear to see he is a very accomplished 
woodworker and woodturner - thank you for sending 
in some examples of the many marvellous things 
he's made. Your enthusiasm for your Dad's love 
of woodworking is infectious and I'd love to share 
this with our other readers. Best wishes, Tegan 



A wonderful selection of turned bowls, 
platters, fruit and a honey dipper 


Makers 


Budget workbench 

Hello Tegan, 

I wonder if you recall some 2-3 years ago one 
of your authors writing an article complete 
with photos on a similarly designed workbench? 
If I remember correctly, it cost some E300-E400 
to make, using completely new materials. The 
frame was made of beech with the door fronts 
and drawers of similar materials. 

Following my retirement some 20 years ago, 

I have completed a number of woodworking 
projects, including two single beds in ash, 
bedroom furniture in oak, as well as other pieces 
in oak, beech and pine. Also on the list is a large 
number of Victorian panel doors in pine, plus 
a number of table lamps. I made all of these 
projects using my old workbench, which was 
made from three planks nailed to a rough-sawn 
3x4 timber frame, following which I decided it 
was time to build a respectable bench, so I 
considered two requirements: 



Brian's budget workbench is a real triumph 


1. Having spent a lot of retirement cash on 
projects, the bench would have to be of a 
minimum cost. 

2. Any photos would have to show the bench 
being put to good use. 

The bench top was made from 200 x 50mm 
beams left over from a friend's conservatory 
project that contractors had put in the skip. I put 
these through my planer/thicknesser and gave 
them a coat of varnish. The inner well was made 
using two pieces of leftover flooring, the frame 
was made using 40m x 50mm CLS timber and 
the door and drawer fronts were made from solid 
oak flooring sections, which were again surplus to 
a friend's requirements. The most expensive item 
was the bench vice - a Record quick-release large 
vice costing £15. All in all, the total spend was 
around £40. 

So the message to my fellow woodworking 
mates is that you don't have to spend a fortune 
to build a very sound and good workbench. 

Best regards, Brian Titmuss 

Hi Brian, many thanks for your email - you certainly 
sound like an experienced woodworker who knows 
his stuff! Your workbench is testament to the fact that 
repurposed materials can be used to make something 
worthwhile and the end result certainly sounds and looks 
like it will serve you well for many years to come. You 
raise a valid point about using second-hand materials 
and how not buying new can often save you a princely 
sum - I'm sure this will inspire other readers to try the 
same and be more creative with their future builds. 

Best wishes, Tegan 


Constructing wooden stores 


Dear Tegan, 

As a woodworker with limited skills and 
ambition, I would like to ask you to feature 
an article on constructing wooden stores/ 
greenhouses for locating in a 0.9m space 
against a fence. The options would be based 
on a pent roof with a fully opening double door, 
as well as one capable of holding bikes, one 
above the other, or a lawnmower and garden 
tools, which would need to be about 2.1m long 
x 2.1m high. An alternative with clear plastic 
walls could house plants as a front access 
greenhouse. Your contributors could, I hope, 
design and illustrate the construction of such 
a basic unit for persons like myself and this 
could be made using flexible dimensions, 
which would help to make it attractive to 
the huge numbers of us who enjoy, hopefully, 
advanced wood butchery and the joy of having 
a useful product at the end. Can you help? 

The most successful of your plans for me 
has been the sit-on tractor with turned wheels 


- so far I've made four to date and they are 
very popular. 

Please keep up the good work, but do 
remember those of us with limited skills looking 
for handy, simple projects around the home and 
garden. 

Best wishes, J A Wilson 

Hi James, thank you for your email and for taking the 
time to get in touch. I really appreciate your thoughts 
on providing articles that are aimed at a more amateur 
audience, and this is something I've being trying to 
implement over the past year or so. 

Your request is quite specific but I will certainly 
email my authors to see if this is something that any of 
them would either like to attempt or have attempted 
before. Also, are there any readers out there who 
would be able to help and who fancy trying their hand 
at documenting such a build? I will do my best to bring 
this to fruition for you, and hopefully someone out 
there would like to share their story with us, too. 

Best wishes, Tegan 


56 GW316 March 2017 www.getwoodworking.com 























READERS' GALLERY 

sponsored by Johnson Tools 


Send in photos of your recently made woodworking projects and you 
could be in with a chance of winning an Alcolin wood adhesives bundle, 
consisting of one each of Alcolin Cold Glue, Alcolin Fast Set Glue, Alcolin 
Professional Glue and Alcolin Ultra Glue. Good luck! 


Jim Hardy 

GW reader Jim tells us that clock mounting 
is a hobby of his and we love this unusual 
design, which was taken from The Complete 
Guide to Making Wooden Clocks by John A. 
Nelson. Jim explains that he bought the 
125mm diameter skeleton clock to mount in 
a turning blank measuring 305mm diameter 
x 50mm thick. Next, the whole shape was 
cut out using a scrollsaw, then the bulk was 
drilled out using a pillar drill. This had to be 
removed before the clock could be inserted 

- it was then finished using a scrollsaw. Lots 
of sanding then followed and the final step 
was to add several coats of wax. 

Dennis Wake 

This lovely pyrographed bowl was turned 
and finished down to 400 grit, then marked 
with 48 indexing lines before adding the 
ring design and making the segments. 

Derek then started burning the outline to 
the shape required before shading in all 
the segments to reveal the basket shape. 

He then decided that adding decoration 
to the bowl interior just wasn't enough, 
so he chose to repeat the design on the 
underside. The whole project took 18 hours 
to complete and the pyrography detail was 
added using the Peter Child pyrography kit 

- what a fantastic end result! 



Jim's clock is made 
using maple and 
mahogany and 
measures 230mm high 
x 125mm in diameter 



Dennis' basket weave 
pyrographed bowl took 
18 hours to complete 



The pyrography detail 
was added using the Peter 
Child pyrography kit 


Peter Wood 

80-year-old Peter lives in Western Australia and has enjoyed 
woodworking since his teens. Having four daughters and 13 
grandchildren, he thought it would be a good idea to start making 
them jewellery/keepsake boxes. Not having an artistic bone in his 
body (in Peter's words), he 
looked to YouTube and 
Pinterest for inspiration. The 
box shown here was recently 
made for Peter's wife and 
represents 30 that he's made to 
date, and with nieces on both 
sides of the family, this hobby 
will happily keep him busy for 
some time to come. 



made as a gift for Peter's wife and 
represents 30 that he's made to date 


WRITE & WIN! 


We always love hearing about your projects, ideas, hints and tips, 
and/or like to receive feedback about GW's features, so do drop 
us a line - you never know, you might win our great 'Letter of 
the Month' prize, currently a Trend Easyscribe scribing tool. 
Simplyemailtegan.foley@mytimemedia.com 
for a chance to enhance your marking 
capability with this versatile workshop aid 



One to watch: 

Marc Timmons 

Marc is an 11-year-old woodworker who lives in Nova Scotia, Canada. 
His fascination with woodworking ignited around a year ago, during 
a trip to British Columbia: "There was a carving competition out there 
for five days," he says, "I watched it for pretty much the whole time, 
came back, and wanted to try it." 

This young woodworker uses a chainsaw to carve out his unique 
creations, spending countless hours after school and on weekends 
in his work area behind the backyard shed. His mum, Daunette 
Timmons, says that he loves to be outside, commenting that he's 
definitely an "outside kid." 

Marc spent last year's school break apprenticing under noted 
woodcarver Joel Palmer, who taught him techniques to improve his 
work. Recent creations include an impressive carving of a bear, entitled 
'Bartlett the Bear', which was auctioned off to raise money to support 
a two-year-old girl from his local area who is suffering with leukaemia. 
His mother says that after he heard about the little girl, he told her how 
he wanted to do something to help, and that's where it all started. 

A Facebook page was set up to raise awareness of the cause - see 
'Saw Marcs' - and to try to encourage people to bid towards this 
incredibly worthwhile cause. 

It's great to hear that Marc's hobby is helping to build his self- 
confidence as well as bringing out his creative side. We have endless 
admiration for this young talent and his desire to help those in need 
really does make his story even more heartwarming. We hope that 
he goes on to hone his skills, carve even more impressive projects, 
and that this hobby really blossoms into a life-long pursuit. 



Marc doing what 
he loves: chainsaw 
carving 


Another chainsaw- 
carved creation 


Marc and Bartlett 
the Bear, which was 
auctioned off to help 
raise money fora little 
girl in need 



NEW DIGITAL 
LEVEL BOX 

Find the angle on a surface quickly and 

accurately. Ideal for table and mitre saws. 

• Automatic LCD large backlight for easy 
reading of angle. 

• Accuracy of +/-0.2 0 for all angles. 

• Automatic digital inversion for 
overhead measurements. 

• Magnetic base for hands free use. 

• Zero button to determine the angle 
change from initial measurement. 


Product Ref. 


DLB 


£20 


LIST 


PRICE 


INC.VAT 


trend 


www.trend-uk.com 
enquiry@trendm.co.uk 
01923 249911 
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sweet 

home 


Jumping to the aid of new home 
buying family members, Glenn 
Perry sets about replacing 
an old, worn out door with 
a custom-made framed ledge 
and braced version 
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Project: Framed ledge & braced door 



PIC 1. The original cottage door 


M y niece and her fiancee recently 
purchased an early 19th-century 
terraced cottage in Epping Forest. 
The front door, a traditional design, had suffered 
from exposure to our damp weather (Pic.1). 
Without a front porch or canopy to protect it, 
years of rain had run down the outside causing 
serious rot to the bottom (Pic.2). The door, 
made of European redwood, a softwood, 



PIC 3. My old planer/thicknesser easily coped 
with 225 x 50mm softwood 


was not original. With a framed ledge and 
braced construction, it is a standard joinery 
item, but at around 1.9m high and 711mm wide, 
it is not a standard size, being a lot smaller 
than a modern, off the peg one. I have seen 
quite a few standard doors trimmed to within 
an inch of their life to fit a much smaller frame. 
One I saw recently had a 75mm wide bottom 
rail, which probably started off at 150mm. 



PIC 4. Planing door stiles with a No.8 plane 



PIC 2. Bottom of door showing extensive rot 


Weighing up the job 

I agreed to make a new door. I inspected the 
existing doorframe and it appeared sound. 

The door only had a Yale-type lock/latch, so a 
five-lever mortise lock would have to be fitted for 
security and insurance reasons. I would keep the 
existing lock in the same position. Using metric 
sizes, the exterior door would be made 44mm- 
thick. The matchboarding orTGV is 88mm wide 
when fitted together and is 14mm-thick. As the 
matchboarding would run the whole length 
vertically from the 44mm-thick top rail to the 
bottom, it would mean the bottom rail and the 
middle ledge would be 30mm-thick (I actually 
made this a fraction under). 

Like its predecessor, I would make the door 
from European redwood. At the timber yard, 
good quality softwood is referred to as unsorted 
and is sold sawn, not planed, in various widths 
and thicknesses. Unsorted softwood is sold by 
the cubic metre - as a lot of hardwoods originate 
in North America, these are sold by the cubic foot. 

I tried to imagine a cubic metre of timber as a 
plank 1m wide, 25mm-thick and 40m long! 

I purchased a long plank 50mm-thick and 
225mm wide choosing one where the growth 
rings ran radially to the centre (or thereabouts) 
and free from twist and bow along its length. 

Using a combination of circular saw and 
planer/thicknesser, I ended up with timber for 
the stiles measuring 105 x 44mm. The timber 
for the bottom rail and middle rail or ledge 
was 150 x 29.5mm. > 



PIC 5. Nice wide shavings with a thick Ray lies 
plane iron fitted 
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Project: Framed ledge & braced door 


Making the new door 

When I started making the door I marked out 
the positions of the rails on the stiles (Pic.4). 

I positioned the middle rail so its top edge was 
in the middle. Traditionally, this is located so the 
visible sections of the TGV at the rear of the door 
are equal, making the wooden braces at the same 
length and angle. My door would have a larger 
top section. I have made these before using 
through wedged mortise & tenon joints for the 
rails, but as this door was relatively small and 
not too heavy, I cut shallower mortises using 
my chisel mortiser, which didn't extend all the 
way through - these were 15mm wide. 

Using a 10mm mortise chisel (Pic.6), this meant 
cutting from both sides. The single tenons were 
cut using a tenon saw and router with a haunched 
top and bottom. A 7mm wide groove was routed 
10mm deep and 14.5mm from the front inner 
edge of the door in the stiles and top rail. This 
would touch the edge of the mortises, extending 
the full length of the door, stopping 10mm in 
from the top rail, to receive the matchboarding. 

With the stiles and rails assembled dry and 
cramped, I checked the diagonals for square, cut 
the matchboarding and made the tongues using 
a router. These were positioned centrally so the 
outside boards were the same width. I made 
sure not to make these too tight across the width 
so as to allow for movement. The two braces, 



PIC 7. Diagonal brace before marking and cutting 
into the rail 



PIC 10, Drilling 6mm holes for the dowels 



the thickness of the middle and bottom rail, 
were cut approximately 38mm in on the rails, 
extending upwards from the hinge side (Pic.7). 
They can be taken into the corners without cutting 
the rails. In days gone by, this was not always 
done as it was thought to push open the joints. 

The whole assembly, dry and cramped up, 
was then checked for squareness. I also checked 
for any wind in the door by placing two straight 
timbers at each end and eyeing them for 
alignment (Pic.8). Once happy, it was glued 
up and left for 24 hours. When un-cramped, 

I secured the matchboarding to the middle 
and bottom rails, centrally with a single 40mm 
galvanised nail in each. The braces were attached 
with small gauge screws. After trimming the 
horns from the stiles and cutting the overlength 
matchboarding (Pic.9), I carefully drilled 6mm 
holes, 12mm in from the edge and installed 
dowels (Pic.10) through the tenons on the back 
(internal side of the door). 

Fitting locks 

The fitting of an external door with mortise and 
Yale-type lock is not a five-minute job. Extra 
time was spent removing the slotted iron screws 
from the old hinges and a copper draught strip 
around the door frame, which was secured with 
many pins. After trimming the door, installing 
new brass hinges in the existing locations 



PIC 8. Checking for wind before clamping up 



PIC 12. Rear of door showing proportions 



PIC 6. Cutting 15mm mortises with a 10mm chisel 


(plugging the old screw holes), I fitted the Yale 
and mortise lock above and below the middle 
rail. The inward opening door closed against 
the stone step, so to avoid rain running in I fitted 
a weatherboard. This was made from a piece 
of timber approximately 65 x 45mm, which was 
shaped with a bench plane and abrasives, then 
secured to the door with silicone and concealed 
screws (Pic.11). 

Final touches 

The last job was applying primer and painting 
(the bottom of the door having previously been 
treated with clear wood preserver). The final 
touch was to fit the door furniture. GW 



PIC 9. Cutting the horns after gluing up 



PIC 13. New door looking smart after painting 
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Distributors of the 
original RELAX 
workshop stoves 

• Cast iron tops 

• Superior air controls 

• Unbeatable quality 

• Range of 7 stoves 

• Best workshop stoves on the market 

• Still sold with a personal service 







Phone: 01889 565411 

Dovefields Industrial Estate, Uttoxeter STM 8GA 
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DUST-FREE COLLETED PEN 
TURNING MANDREL KIT 


NOW AVAILABLE WITH 
7MM COLT DRILL 


COLT HSS-M2 
PEN BLANK DRILL BIT 


UK DISTRIBUTOR OF 
COLT & RISS PRODUCTS 
GERMANY 

PLEASE APPLY FOR DETAILS 


www.planetplusltd.com 
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COLT MAXI-CUT 
FORSTNER CUTTERS 


Find us on Facebook "thehotspotuk" f 

www.thehotspot.co.uk 
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Bringing 

wood to life 


Through building functional sculpture, work that 
serves both a sculptural aesthetic and utilitarian 
function, Erik Wolken seeks to create rhythm 
and poetry in each of the pieces he makes 


'You and Me' chairs: 940mm high x 635mm wide x 610mm 
dia. Sculptural chairs constructed from carved poplar, finished 
in milk paint and a hand-carved natural cherry seat finished 
with water-based lacquer. Available in either red or black 
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Profile: Erik Wolken - furniture maker 




CAD drawing for 'You and Me' chairs 


W hen asked about his journey to becoming 
a furniture maker, Erik Wolken tells 
me that he never intended to become a 
woodworker; in fact, this was something 
of a chance discovery. While roaming the stacks of 
books at his University library one day, he came across 
Wendell Castle's publication on stacked laminated 
furniture construction and was intrigued by the notion 
of building useful pieces from wood. This sparked 
a desire to proceed to find more books of the same 
ilk and the rest, as they say, is history. 

It all began in 1961 in Pittsburgh, Pennsylvania, 
where Erik was born and grew up. Some 22 years later 
he received his BA in Geography and spent the spring 
of 1988 studying Furniture Design at the Indiana 
University of Pennsylvania before going on to spend 
the autumn and winter of 1988/89 in the Programme 
of Fine Woodworking at Haywood Community College 
in Clyde, North Carolina. From 1989 to 1995 he worked 
as a cabinetmaker for Woodpecker Enterprises in Apex, 
North Carolina, before going on to open his own studio, 
where he has been working on private commissions and 
showing his work nationally ever since. 

So that's Erik's journey in short, but if, like me, 
you're eager to discover how an interest in geography 
led to a successful career as a professional furniture 
maker, then do read on! Erik tells me that it wasn't 
long after discovering the work of Wendell Castle that 
he found himself needing a drafting table for a class he 
was taking in cartography: "I was a geography major 
as an undergrad, and too poor to buy one, so I decided 
to make one." Rudimentary at best and built from rough 
construction timber, screws and a carriage bolt to 
make it tilt, Erik had constructed his first piece of 
furniture and soon a fellow classmate saw his table 
and a commission ensued. Over the next few years, he 
went on to build a small workbench and played around 
at building very simple pieces of furniture using a set 
of Sears Craftsmen chisels, a wooden mallet constructed 
from firewood, and a hand-held circular saw screwed to 
a piece of plywood, which acted as a table saw. 

Coming from a family of incredibly talented artists, 
scientists and writers, all of whom found a way to make 
their own unique path in life, set quite an example for 
Erik to follow. Luckily, he found his voice, as he explains: 
"I have a variety of images, ideas and objects in my 
head, and they must get out, so I make them." > 
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Profile: Erik Wolken - furniture maker 



ABOVE: 'Human Shield 
#1' -1,829mm high x 
610mm wide x 356mm 
dia. Free-standing 
wood sculpture 
featuring two 
intertwined figures 


Functional sculpture 

Describing his pieces as 'functional sculpture', this 
maker's work serves as a sculptural aesthetic yet 
does not exist solely to be viewed from afar, but to 
be interacted with and used everyday So what made 
Erik take this contemporary route as opposed to a more 
traditional one? He states again the power of influence 
that discovering Wendell Castle's work, the father of the 
art furniture movement, had on him - an influence that 
has remained to this day Glimpses of similarities can 
certainly be seen between the two makers, such as 
in their use of bold colours and the interplay of simple 
geometric shapes. But as Erik explains, his journey to 
developing his signature style was not as straightforward 
as it may at first appear: “At the time I entered a formal 
programme in furniture design and construction, and 
my biggest interest then was in the furniture of the 
Shakers. This was the kind of work I wanted to make, 
and I clashed mightily with my fellow classmates 
who came from a more fine arts background and were 
building funky odd-shaped and painted pieces that I just 
did not understand.'' That, however, was the beginning 
of a dialogue Erik began having with himself in which 
he really began to loosen up his conservative notions of 
furniture and started an evolution in his work whereby 
his designs were no longer technique-driven, but were 
now more concerned with expressing an idea - “a pretty 
artsy-fartsy notion!'' As Erik explains: “More often than 
not, I am taking a conceptual and purely sculptural 
idea, like in many of my figurative pieces, and making it 
conform to a function such as a table, cabinet or a chair, 
which is not always a comfortable marriage.'' That being 


said, he has always liked the idea of building functional 
objects as opposed to pure sculpture, as he is very much 
drawn to the interaction that takes place between a 
functional object and its user, as well as the vital role 
the user plays in fully realising his work. 

Process of discovery 

As Erik says: “Creativity is a strange and unpredictable 
muse that I can never call upon when I need to. When 
that moment of inspiration happens, I try my best to 
capture it in either my sketch book or in the studio. 

More often than not, though, inspiration is a process 
of little pencil sketches that get developed over time 
into a finished idea.'' Having a veiy active imagination 
since he was a small child and still daydreaming of 
things to build to this day, he is also a big fan of taking 
long daily walks, which can also be a source of ideas, 
“just never when I need them!" 

Suffering a hand accident when using a jointer in 
his early 30s meant that Erik was unable to work for 
a period of time and knowing that he needed a larger 
set of skills, he started to learn CAD: “Those skills 
have proved to be veiy valuable and long before the 
days of SketchUp, I was able to do fairly advanced 3D 
computer modelling and was able to make up for my 
lack of drawing skills by being better equipped to 
visualise my ideas." 

In short, however, Erik says that his process of 
discovery is to always have his eyes open to what is 
happening in the visual world, whether it be nature, 
or the art and furniture world in magazines, museums, 
galleries or websites. He is constantly on the prowl. 


RIGHT: 'Dancing 
Couple' mirror - 
749mm high x 
838mm wide x 
140mm dia. 


BELOW: 'Back in the 
Saddle Again' - 
1,270mm long x 
406mm tall x 305mm 
deep. Bench/coffee 
table in solid ash with 
painted details 




ABOVE: 'Archetype Bench' - 914mm high x 
1,422mm wide x 432mm dia. A celebration of 
arcs and angles, with a curly maple seat, turned 
and painted maple legs, and an asymmetrical back 
of laminated and painted Baltic birch plywood 


BELOW: 'Mz. Muffetts Tuffetts' - 1,320mm long 
x 406mm wide x 432mm tall. Bench/coffee table 
made from cherry, maple, Baltic birch plywood, 
paint and coloured pencil 
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looking at anything and everything, which might kick 
off even an inkling of an idea. “Inspiration and discovery 
exist everywhere; you just need your eyes open to be 
able to recognise it." One of Erik's favourite reference 
books is on Japanese architecture and he also points 
to Steal Like an Artist, a book by Austin Kleon that 
includes amusing anecdotes and helpful tips on 
unlocking your creativity. Erik also explains that as 
he has started actively making furniture of his own, 
he has also been greatly influenced and inspired by the 
Memphis Group and Italian architect, Ettore Sottsass. 

Design process 

When asked how his design process begins, Erik tells 
me that most of his ideas start in his sketchbook, before 
being created into simple 2D drawings in CAD, where 
he can begin to work out issues of scale and proportion: 
"If I think the idea has merit, then I do a 3D rendering 
in CAD and start further defining the individual elements 
that make up a particular piece." Since his work often 
involves carved and textured surfaces along with colour, 
which are hard to reproduce on the computer, Erik often 
builds a scale model, which brings all those aspects 
together. In the case of more complicated pieces such 
as chairs, he will build a full-scale mock-up out of cheap 
construction grade materials. "Though the process 
seems linear for me, it rarely is. I rarely have an idea 
completely worked out before I start construction and 
I will often have design issues to resolve, which require 
going back to my sketchbook and repeating the whole 
process until I have worked out the problem at hand." 
Thinking of his designs as 'perfect storms' in which 


the individual elements of shape, colour, texture and 
imagery come together to make the whole piece work, 
in many ways the design for Erik starts with an idea or 
a concept and then quickly moves on to really being just 
creative problem solving. "For example, on the 'You and 
Me' chairs, I couldn't figure out the design of the back 
rest pieces and over the course of a couple of weeks 
I sketched many designs, modelled some more on the 
computer, cut them out full-scale in cardboard, and 
carved some out of cheap timber, all the while waiting 
for that moment when I sensed I had a good solution." 

In terms of the ethos behind his designs, Erik says that 
the fundamental character or spirit of his work is to tell 
a story: "I have always been interested in storytelling 
and documentary film and audio documentary, and 
creating a narrative for my pieces is a large part of 
how my thought process begins, and in many cases, 
such as my pieces with digital image transfer, the 
narrative I have created is from my own life." 

From looking at his pieces, it is obvious that Erik 
is certainly influenced by the world around him, be 
that natural or man-made, and his skill in terms of taking 
a piece of timber and turning it into an object that is 
imbued with historical images, or which gives a nod 
to a specific structure or architectural form, is clear to 
see, and above all, immensely enjoyable for the viewer. 

Although much of his work features painted and 
mixed media elements and often no natural wood, 
when he does incorporate this into his pieces, he tends 
to be guided by the appropriateness of the colour of 
a particular piece of wood for the idea at hand and 
its working characteristics. Since much of the natural 






'Torso #1'and detail 



LEFT: 'I Have No Mouth 
But Must Scream' - 
457mm high x 991mm 
long x 150mm dia. 
Made using carved 
poplar and paint 


LEFT: 'Up A Creek' 
table and 'Shield' 
mirror - 864mm high 
x 1,473mm wide x 
305mm dia. Richly 
grained cherry legs 
and a sweep of brushed 
aluminium support a 
subtly tapered wedge 
of warm cherry with 
red milk paint accent 


LEFT: 'Wave Bench' 
- 457mm highx 
1,422mm wide x 
356mm dia. Carved 
cherry top, paint and 
Baltic birch plywood 


GW316 March 2017 www.getwoodworking.com 65 


























Profile: Erik Wolken - furniture maker 




'Torso #4' and detail 


wood he uses is carved, he also tends to use only local 
hardwoods, such as cheriy, maple, walnut and ash. 

"I am also drawn to the story behind obtaining a piece 
of wood, such as receiving an ash tree from a local tree 
service, which I had milled into slabs and air-dried in my 
workshop." Erik says he has never really used exotics in 
his work for two reasons: 1) he doesn't approve of how 
many are unsustainably removed; and 2), he has never 
really bought into the notion that a 'wow' piece of wood 
in itself gives value to a piece; to him the value of his 
work is in the thought process he brings and the careful 
choice of materials. 

Working space 

Working from a small studio he created for himself 
four years ago, Erik tells me that he used to rent large 
commercial spaces for many years, where he had access 
to many high-end commercial tools, so this new working 
space is veiy simple in comparison: "I just have the basic 
necessary tooling: a 3hp Delta unisaw, Hammer/Felder 
combination jointer/planer. Grizzly bandsaw and drill 
press, as well as a basic dust collector, all of which meets 
my needs as well or better than the many expensive 
tools I had previously." Erik's workshop also features 
tall ceilings and great lighting, all of which contribute 
to making it a wonderful space to work in. Sharing 
previous workshops with between 2-10 other people 
meant that Erik struggled to be creative in what could 
often be a loud and chaotic environment, as he says: 
"That ability to cope in larger, crowded spaces gave 
way as I turned 50, which is why I ended up building 
my own little 'shop behind my house in Chapel Hill, 

North Carolina." Now he finds that a quiet environment, 
odd for a woodworker, with little interruption, is what he 
needs most in order to successfully create. 

When asked about his favourite tools, Erik admits 


that, if we are talking about big stationary tools, he 
doesn't really like any of them as "they are loud and 
dusty and though they provide a necessary service, 

I am happiest when I am not using them." He also has 
no romanticism about using hand tools and will use 
whatever tool gets the job done in the quickest, most 
efficient manner regardless of its noise and dust factor. 
This maker is most content when he is in the stage 
of a project where he can shape something with a 
pattern maker's rasp or carving chisels: "I just like 
the quiet of hand tools; I will put a hand dovetailed 
drawer in a piece once in a blue moon just to prove 
to myself that I can still do it, but for the most part, 
my joinery involves Dominos, biscuits and screws, 
with an occasional machine-cut mortise & tenon." 

Future plans 

At the time of writing this, Erik is currently working 
on a large bamboo kitchen project for a client with 
the hopes that at the end and with his bank account 
restored, he can spend a couple of months working 
on some ideas he has for a large outdoor sculpture, but 
in terms of a broader future plan, Erik says that a big 
question in his mind has always been "can I do work that 
is better than what I have already done? The fear that 
I have already done my best work is a quandary I will 
carry with me for the next 10 years, for at this point 
in my career and life, and having now crossed the 50 
threshold, all I know how to do is to keep plugging away 
in the studio and challenging myself to do new work." 
Continuing to develop new series of work and continuing 
to be intrigued by that which surrounds him highlights 
the fact that Erik Wolken has no desire to give up doing 
what he loves any time soon, which is great news for 
the many fans of his work, his clients, and for everyone 
else who's life is enriched by his magnificent pieces. GW 




FURTHER INFO 

As well as having his own website - www.erikwolken.com 
- Erik's work can also be viewed here: www.artfulhome.com 


REFERENCES 

Japanese Detail: Architecture 

by Sadao Hibi, 1989, Chronicle Books; First Edition 

Steal Like an Artist 

by Austin Kleon, 2012, Workman; First Edition 

The Wendell Castle Book of Wood Lamination 

by Wendell Castle, 1980, Van Nost Reinhold, US 
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Allan Calder's Ltd 

Sandpaper Supplies 


Unit 2B, Ctiurnet Works, James Brindley Road, Leek, Staffordshire ST13 8YH. 


We are supplying top quality brands of 
sanding abrasives for all types of 
Wood Turners, Joiners & Cabinef Makers. 


Web: www.sandpapersupplies.co.uk 


email: sandpapersupplies@yahoo.co.uk 
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The art or craft 
of decorating wood 
or leather with 
a heated tool 
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• Temperature controlled 
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• 5 x Different Nickel 
Chrome gauge wire 

• Full instructions. 


Pyro Master kit 


Antex Electronics Limited, 2 Westbridge Industrial Estate, Tavistock, Devon PL 19 8DE 
Tel: 01822 613565 Fax: 01822 617598 Email: deborah@antexcraft.com 

www.antexcraft.com 
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Woodland Craft and Green Woodwork 
Courses in Devon 



2017 Courses 

Stool-making (3 days) 

Introduction to Green Woodworking (l day) 
Chair-making (6 days) 

All courses take place in our own woodland workshops. 
Basic wild camping is available in the woodland, 
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close to the River Tamar. 

Andy and Jane Morton 

Email: andy@sallertonwood.org.uk 
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a skilled craftsperson 
setting up a new 
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AROUND THE HOUSE with Phil Davy 




I wonder how many of us wear safety gear when we're working? Of course, 

PPE (Personal Protective Equipment) in the construction industry is mandatory, 
but I'm talking about working at home. Not just a face mask when sanding or 
eye protection when sawing or routing, but what about a hard hat? I mention it after 
receiving a sharp blow on the back of my head a while ago. Nailing some cladding 
to the front of a shed, I'd temporarily left a lengthy piece of 75 x 75mm timber on 
the sloping roof above. You've guessed it - my hammering caused the wood to 
slide off and hit me. Thankfully I was OK, but I won't do that again in a hurry! 


BOOK REVIEW: 

Tiny Boxes 


Boxes on show 

First up is a rather pleasing burr myrtle bandsawn box, 
a tempting technique to try as you can make use of 
random-shaped offcuts. An ideal project if you're a 
newcomer to the bandsaw and want to find out just 
what this machine is capable of. 


If you're a fan of Shaker boxes there's an interesting 
interpretation of an oval box, which looks intriguing. 
Stowe suggests you can steam-bend with a humble 
saucepan, so once you've thicknessed your wood 
the rest is pretty straightforward. Not every project 
will appeal, with an heirloom lift-lid box rather clunky 
due to its routed profile. More attractive projects are 
a pair of salt and pepper shakers, which are essentially 
hollowed-out boxes. Wavy cuts on the bandsaw and 
contrasting veneers combine to make these items 
enjoyable to make. 

Room for improvement 

A handful of jigs (mostly routing) are included to 
help with specific processes, their construction 
explained adequately with clear illustrations. 

Cutting lists are provided for some of the boxes 
where specific dimensions are required, though 
these are imperial only. A metric/imperial conversion 
chart is included at the back of the book. 'Work Smart' 
tips here and there are quite useful, though it would 
have been good to see a few more, plus the addition 
of safety warnings. 

Unfortunately, photography is not always up to 
Taunton's usual high standards, with some photos 
slightly murky. That said, there's plenty of detailed 
information here if you're keen to explore the world 
of box making. Projects consist of a real variety of 
designs, with one or two being quite delightful. 


Skill level rating 

This new book is a collection of 10 projects from 
well-known American box-maker Doug Stowe, though 
I'd hesitate to say it's beginners' stuff. Most of them do 
actually require a machine of some sort, whether it's a 
scrollsaw, bandsaw, table saw, planer or lathe. There's no 
skill level rating as such (which would have been helpful), 
the author assuming a certain level of competency due 
to the machinery used. A list of tools and kit necessary 
for each box would have been handy, too. Yes, there 
are scary unguarded table saw photos and techniques 
displayed, so it's maybe best to skip those pages... 


The great thing 
about box making 
is that anyone can 
give it a go, no 
matter whether 


you're a 
highly-skilled 
woodworker or 


complete novice. 
The sky's 
virtually the limit 
when it comes 


to design and 
construction techniques, which may 
be simple or highly complex. You don't need much space, 
material costs are generally low if using offcuts, and often 
you don't really need machinery. Boxes are a good way 
to develop woodworking skills, too, whether it's cutting 
dovetails by hand or routing grooves precisely for inlay. 


THE GW VERDICT 

RATING: 3.5 out of 5 

Doug Stowe, 
published by Taunton 

PRICE: £17.99 

WEB: www.thegmcgroup.com 


> 
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Around the house with Phil Davy 


SPRING PROJECT - ALCOVE SHELVING: FIXING BATTENS 


TAKES: Half a day 

TOOLS NEEDED: Saw, square, sliding bevel, tape, spirit level, 
block plane, drill and bits, plug cutter 


Jobs in spring 



With spring almost here, Phil Davy 
takes the opportunity to fit some 
simple shelving into alcoves with 
the aid of supporting battens 

If you're fitting simple shelving into alcoves 
with supporting battens, it is both convenient 
and economical to use standard 50 x 25mm 
PAR softwood. 

When buying, always sight along each length 
of timber. You can often overcome slight bowing 
when cutting this to length, besides forcing the 
batten up or down when screwing it to the wall, 
but more severe bowing may need a few 
strokes with a plane to get the top edge flat. 

To match a veneered MDF shelving and 
worktop I made recently, I used solid maple 
battens instead. Hardwood battens obviously 
require a lot more work than softwood, as 
you'll first need to plane the timber to size. 

My rough-sawn maple was about 26mm-thick, 
allowing me ample material to end up with a 
finished size of 45 x 20mm after thicknessing. 

Detecting pipes & cables 

It's a good idea to run a current detector over 
walls that are to be drilled, especially if you're 
uncertain of the location of power cables and 
pipes. Although cables should always run 
vertically, in old properties this is not always the 
case. Even a basic detector should pinpoint live 
cables as well as anything from metal, showing 
exactly where it's safe to drill. Of course, the 
fixing you use depends on the wall construction 
when installing the battens. 



STEP 3. Unless you have a planer/thicknesser, use a 
bench plane for prep'; battens from PAR softwood 
will make this a much easier task! 


Counterboring 

For shelving around the home, it's always neater 
to counterbore the screws then plug the holes; 
these are trimmed flush after gluing in place. 

If you're careful to match the grain it's difficult to 
see any evidence of fixing, creating a very clean 
finish. You can either use a plug cutter fitted in a 
drill or a plunge router with suitable bit. Router 
plug cutters tend to be of a larger diameter than 
drill bits, so may be better for larger screw sizes. 



STEP 1. Select each hardwood board width for 
minimal waste. When marking out, allow about 
5mm extra width on each piece for planing up 



STEP 4. Counterbore the screw holes, using masking 
tape on the flatbit to drill to correct depth. Once the 
battens are fitted, these holes will be plugged 


It's advisable to experiment on an offcut to 
make sure that your plugs are a snug fit in the 
counterbored holes. I use a 13mm flatbit for 
counterboring, the edges of which I've ground 
down slightly. Off-the-shelf Mbits can be a tad 
too big, with the result that plugs are a loose fit 
and look untidy. For precise boring, fit the drill in 
a stand, although the standard 43mm diameter 
collar means you'll have to use a mains tool, 
rather than a cordless one. 



STEP 2. Although a table saw is faster and cuts 
straighter, its kerf is quite wide. A jigsaw, with a sharp 
blade, does the job almost as well with less waste 



STEP 5. Use a plug cutter to make plugs from the 
same timber as the battens. To help match the grain, 
draw a pencil line along each row prior to removal 
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STEP 6. A detector for cables in the wall will prevent 
a potential accident when drilling. Sophisticated 
models detect timber studs, wires and metal pipes 


STEP 7. A simple laser device will enable you to 
transfer levels precisely around the room. Use a 
pencil to mark the lines 






STEP 8. Select the correct size drill bit to suit your 
wall fixing. For holes in brick or concrete a drill with 
hammer action, plus TCT masonry bit, are essential 



STEP 9. It's important to drill holes at 90° to the 
wall, otherwise you'll struggle to get battens level 



STEP 12. When you have several shelves to install 
above each other, check the side battens line up 
vertically. Draw a pencil line, then saw battens to fit 



STEP 10. Insert a plug in the hole and tap it home. 
With plastered walls tap slightly beneath the 
surface, using a large nailpunch or piece of steel rod 



STEP 13. Brush PVA on the end of the plug and tap 
it into the hole, with grain in line with the batten. 
When dry, saw off the excess 



STEP 11. As the ends of alcove side battens are 
exposed, make them as neat as possible; these were 
sawn at 60° - clean up end-grain with a block plane 



STEP 14. For sawing off the plugs, I use a Japanese 
saw blade with an old credit card as a spacer. Finally, 
trim with a block plane 



STEP 15. When fitting shelves to odd-shaped 
alcoves, it's easiest to make a template from 
cardboard. Trim until you get a snug fit 



STEP 16. Once the template fits nicely, cramp it to 
the board and draw around the edge. The shelf will 
be notched out at each end to fit around the beams 



STEP 17. The most efficient way to saw pine, MDF 
or plywood shelves, is with a jigsaw. With a sharp 
blade fitted you can nibble edges to fit 



STEP 18. For an aged effect, first stain softwood 
with Chestnut Antique Pine, and finish with a coat 
of Golden Brown wax, applied with fine steel wool 



STEP 19. You'll probably need to trim the shelf ends 
with a plane to get it to fit the alcove neatly. Don't 
force it, as this could split veneer or damage plaster 



STEP 20. When the shelves are finally varnished 
and in position, you'll hardly notice the battens > 
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Around the house with Phil Davy 


WORKSHOP PROJECT - MOBILE STORAGE 
TAKES: A day 

TOOLS NEEDED: Cordless drill/driver, sanding drum, 
hand tools 

Trolley talk 


Looking to mobilise his collection of plastic tool storage trunks, 

Phil Davy comes up with a clever solution that uses a sturdy piece 
of plywood or MDF cut to size, which can then be fitted with castors 



Reorganising my workshop over the past few 
weeks has meant having a major clear-out 
and rethinking how best to store the contents. 
This has meant reshuffling everything on a 
temporary basis as my house move has been 
delayed, though the workshop still needs to 
be operational. After getting most of the timber 
sorted into various species and stacked neatly 
on adjustable shelving, I'd accumulated more 
offcuts than I could cope with. A woodburner 
is definitely handy... 

With limited floor space for machinery, 

I've never exceeded my self-imposed limits of 
bandsaw, sliding mitre saw, planer/thicknesser 
and pillar drill. In a small workshop you soon 


discover where the best locations tend to be for 
machines. Then it was just a question of sorting 
hand and power tools. Ideally, hand tools should 
be stored in cupboards or on shadow boards for 
easy access, though currently most of mine are 
in plastic toolboxes, with expensive planes and 
similar kit in two joiner's tool cases (see GW272). 
Of course, the advantage of cupboards is that 
they keep contents free from dust, but that 
luxury will have to wait until the next workshop... 

Mobilising storage 

Although cramps are more accessible if placed 
in racks or hung on walls, my collection is housed 
in a couple of plastic storage trunks. Not so 


convenient, but with very little wall space left it 
was an easy option. A handful of cramps can be 
surprisingly heavy, so to make life easier I decided 
to make these stackable trunks more mobile. 

A suitable piece of sturdy plywood or MDF cut 
to size can be fitted with castors and you have an 
instant trolley. That way the cramps, or whatever, 
can be stored underneath one of the low timber 
shelves, then swung out easily when needed. 

I used 50mm castors from IKEA, which seems 
to be fairly sturdy. At £8 for a set of four these 
were the cheapest I could find and it's not the 
end of the world if they need replacing in future. 
Depending on the size of trolley and the expected 
load you could fit bigger (75mm) castors. Both 
of my trolleys measure about 700 x 400mm, 
though make them to suit your trunk or toolbox. 

To reduce the chances of a plastic trunk sliding 
off a trolley, I brushed on a couple of coats of 
Rustins' Textured Decking Oil. You could also 
add softwood battens around the top edge to 
retain the storage box in place. 

Mobile extractor 

Previously, my hefty steel drum dust extractor 
was not particularly mobile and sat in a corner 
of the workshop, so I decided to make a 
wheeled base for this at the same time. I had an 
offcut of 25mm ply, which was just big enough, 
so I marked out a diameter of 550mm using 
string and pencil. This was straightforward to 
rough out with a jigsaw, cutting about 2mm 
on the waste side of the line. To get a really 
clean edge I made a simple radius guide from 
pine for my DeWalt router. After cutting a 
clearance hole for the long router bit, I next 
bolted the guide to the baseplate. A screw 
through the centre point into the plywood 
enabled it to rotate smoothly. When using 
a router bit like this it's important to switch 
on the router before plunging it down into the 
workpiece, even if there's a minimal amount of 
material to remove. If not, you'll get kickback 
and the edge will probably get damaged. 
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STEP 1. Measure the storage trunk or toolbox and 
mark out plywood or MDF for each trolley. Cut this 
to size with a circular saw 



STEP 2. Clean up the edges and draw a suitable 
radius at each corner. Using a large coin is a quick 
way to do this 



STEP 3. Cut each corner carefully with a jigsaw 
fitted with a narrow blade. Clean up these curves 
with a sanding drum or similar 



STEP 4. If necessary, sand the surfaces of each 
trolley with a random orbit sander, using 120 grit 
abrasive paper 



STEP 5. Rout a small chamfer around both upper 
and lower edges; this reduces the plywood 
splintering and improves handling 



STEP 6. To restrict a plastic container from sliding, 
brush on a couple of coats of a suitable textured 
decking oil or paint 





STEP 7. Mark the position of each castor on 
the underside of the trolley. Drill and screw 
the mounting plates to the plywood 


STEP 8. For a circular trolley, first draw the 
required radius using string and pencil. Cut the 
ply on the waste side of the line with a jigsaw 


STEP 9. Make a routing guide from thin softwood 
or MDF. Bolt this to the router baseplate, then 
measure back the correct radius to find the centre 
of the circle 



STEP 10. Screw the guide to the ply, then fit a 
sturdy straight cutter in the router and check the 
cut. Carefully rotate the router to clean up the edge 



STEP 11. Fit at least four castors to the underside 
of the ply. Depending on loading, you may want 
to add another in the centre 



STEP 12. Check all trolleys move freely. Load up 
as needed, slide into place and enjoy extra space > 
in your workshop! 
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Around the house with Phil Davy 


USEFUL KIT/PRODUCT 

ALCOLIN WOOD 




ADHESIVES 

i 4 ^ i 



I'd guess that when most woodworkers stumble 
across a glue that's easy to use, economical, 
reliable and has a reasonable shelf life they 
tend to stick with it (sorry about that). So when 
a new brand appears on the shelves, how simple 
is it to switch, I wonder? Although Alcolin is a 
relatively new name here in Blighty, the South 
African company has been producing adhesives 
for more than 50 years. Now four of their sticky 
products are available here. 

Most woodworkers will be familiar with 
Titebond glues, manufactured by Franklin 
International in the USA. Two of these new 
Alcolin glues - Professional and Ultra - appear 
identical to Titebond and are actually made 
by Franklin. The other two (Cold Glue and Fast 
Set) are manufactured by Alcolin themselves. 
Confusing maybe, though it's what's inside 
the containers that counts. All contain low 
VOCs (Volatile Organic Compounds) and 
are PVA-based adhesives. I've been trying 
all four glues recently to see how they differ. 

Cold Glue 

Similar to regular white PVA, this is the cheapest 
of the bunch. Rather than just a specific 
woodworking glue, it's suitable for craft materials 
such as leather, textiles, paper and so on, hence 
it's more of an all rounder. Alcolin recommend 
one hour minimum cramping time, though 
ideally two hours for softwood, eight hours for 
hardwood. It leaves a beige glue line on drying. 

Professional 

If you're a Titebond Original user, you'll love 
Alcolin Professional glue. A yellow aliphatic resin 
glue, it has less creep than conventional PVAs, 
meaning components are less likely to slide 
when cramping. Also heat and solvent-resistant, 
Alcolin recommend this product for woodturning. 
Minimum cramp time is 30 minutes, though 
one hour (softwood) and four hours (hardwood) 
are recommended. The glue line is pale cream. 


Using some freshly-planed softwood, I assembled 
several pieces as L-shaped corner joints, plus pairs 
of softwood blocks glued face to face 

Ultra 

Designed for exterior and interior work, this beige 
adhesive appears to be the same as Titebond 111 
Ultimate. Alcolin claims Ultra is waterproof and 
I had no hesitation in using it when building some 
casement windows recently. It's claimed to have 
similar properties to polyurethane, but with no 
foaming or nasty mess it's much more pleasant 
to use. Cramping times are similar to Professional 
and a beige glue line is created. Ultra glue is the 
most expensive product here, at twice the price 
of Alcolin Cold Glue. 

Fast Set 

Another white PVA adhesive, Fast Set seems 
to slide less than Cold Glue and has a shorter 
open time of just five minutes. Alcolin states 
it's particularly suitable for hard, oily timbers. 
Once dry, Fast Set gives the clearest glue line, 
which could be important on some projects. 

Neater nozzles 

The smallest glue bottles (250ml) are a decent 
size and perfect if you want to dip your toes in 
the Alcolin waters. Each is colour-coded, so 
you're less likely to pick up the wrong glue if 
you buy more than one type. Every bottle comes 
with an angled nozzle, so applying glue in a 
tight corner is a cinch. Unlike some glue nozzles 
these have simple screw caps, so are unlikely 
to become clogged up. As all are water-based 
glues, they clean up easily with a damp cloth. 

I did a couple of (admittedly) unscientific 
tests with each glue. Using some freshly- 
planed softwood, I assembled several 
pieces as L-shaped corner joints, plus pairs 
of softwood blocks glued face to face. 

Each pair was cramped overnight with 
a heavy-duty F cramp, fully tightened. 

After three days each corner joint was secured 
in a bench vice while I tried to break the glue joint. 
No clever stress-measuring devices here, I'm 
afraid, but this did give some idea of gluing 



Each pair was cramped overnight with a heavy- 
duty F cramp, fully tightened 


properties. In each case the wood fibres tore 
before the actual joint failed, though the Ultra 
and Fast Set seemed particularly difficult to 
breakout of the four. 

The face blocks were fully immersed 
in a bucket of water (weighted on top) for 
several days, just to see how the cheaper 
glues compared with the exterior waterproof 
Ultra. Surprisingly, all pairs were really hard 
to prise apart with a wide chisel and mallet. 

Choosing a glue 

So, with four Alcolin glues to choose from, 
how do you decide which is best for your work? 
I'd probably bypass the Cold Glue and suggest 
Professional for furniture and quality woodwork 
use, especially as there's little difference in cost. 
For exterior work I'd recommend Ultra, which 
is claimed to be waterproof. If you're in a hurry, 
then Fast Set is a good choice. Open time is 10 
minutes on all glues apart from Fast Set, which 
is five minutes. GW 



Every bottle comes with an angled nozzle, 
so applying glue in a tight corner is a cinch 


THE GW VERDICT 

RATING: 4.5 out of 5 

PRICES: £2.68-£7.15 (250ml); 
£4.04-£10.03 (500ml) 

WEB: www.johnsontools.co.uk 
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The Rocking Horse Shop 

Make a Unique Traditional Rocking Horse, 17 Superb Designs 



Plans, books, DVD’s, 
timber packs, accessories & fittings. 

Carving Courses 

Whether you are an experienced carver 
or have never carved before, you will 
benefit enormously from one of our 
courses. 



www.rockinghorse.co.uk Tel: 0800 7315418 

Fangfoss, YORK YQ41 5JH 
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A great day out full of Demonstrations, 
Personalities, Trade Stands, Advice & Fun 




V 




Advance tickets can be 
purchased by calling the 
ticket hotline: 

01474 536535 

or securely through PayPal at 

www.nelton.co.uk 


Free parking, Showguide and Raffle. 
Open Hours: 

10:00am - 4:00pm Both Days. 
Entry: 

One day £8 / In advance £6 
Two days £12 / In advance £8 
Under 16’s Free 




























those cogs 

motion 


d by his love of the industrial revolution, 
old cast-iron machinery and exposed 
ring, Les Thorne turns a box that mimics 
one of the cogs that would have been on show 
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have always loved the history of the industrial revolution with its 
old cast-iron machinery. The Victorians liked to make their machinery 
beautiful as well as functional, with the use of bright colours and 
the addition of brass trimmings. I like the blackness and the smell 
of the old gearing and that's where the inspiration for this month's project 
has come from. At the family sawmill I can remember a horizontal saw that 
was originally driven by steam but when I was a child it had been converted 
to electricity - as you can imagine, this was fascinating to a youngster. 


The gearing was all on show in those days: there were no guards hiding 
the intricacies of the workings. This saw was in full production until the 
late 70s, when it was replaced with a modern band mill. 

I struggled a little with the design of this piece as I wanted the outer 
surface to feature really deep cuts, but the downside of this is that you 
then have less diameter to make it into a box. In hindsight, the second 
one I make will be turned from a larger diameter blank, which will help 
to give the box a little more volume. GW 




STEP 1. As we're going to stain the piece black, 

I recommend using European oak, which you 
need to make sure is free of splits and knots. 

Take the corners off to make roughing out quicker 



STEP 4. Next, a spigot needs to be cut on both 
ends. Making boxes does require a certain amount 
of accuracy and this spigot is perfectly cut, is the 
right diameter, with a small amount of dovetail 
to match the chuck jaws, and it's cut down cleanly 
so the top of the jaws will locate onto the blank 



STEP 7. Take the diameter of the middle down 
by around 5mm to create a waisted shape that 
will add a little interest to the final box. The lid 
end should be held in the chuck 



STEP 2. Mark the centres so it can be accurately 
mounted on the lathe. One of these plastic gauges 
is perfectly good for this. If the wood isn't entirely 
square, you will need to mark four times and take 
the average in the middle 



STEP 5. It's not only the tool you use that's 
important, it's also the way it's been sharpened. 

The 13mm signature gouge has been ground to 
a fingernail profile - as you'll see during the project, 
this will allow the use of push and pull cuts 



STEP 8. This is the Paul Howard router jig. I used 
to use one I had made myself but this one is 
fantastically engineered. The router is a Trend 
T3, which is not too heavy 



STEP 3. Make the work round with the spindle 
roughing gouge and use the 10mm skew chisel 
to cut the spigot. It's well worth practising to use 
this tool one-handed, so you can make this cut 
more easily 



STEP 6. 'Push cut and bevel rubbing' is my 
preferred method for shaping effectively. The 
tool is cutting the fibres of the wood cleanly 
rather than scraping or breaking the wood away 



STEP 9. The cutting depth is determined by the 
wooden insert on the adjustable depth stop. This 
particular cutter has a flat end, which will create 
a cog effect more than one which goes to a point 


> 
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Turning: The cog box 



STEP 10. It's really important that the spindle is 
locked really tightly when routing as any sideways 
movement will give you wobbly lines. The box is 
going to be cut 16 times, so the indexing is 1,4,7, 
10, etc. as it's a 48-point indexing wheel 



STEP 11.1 found that working from right to left cuts 
cleaner than going the other way. The cutter has 
to be set on the centreline and ensure to watch 
out for the shavings building up in the depth stop 



STEP 12. This nylon wheel just happens to be the 
correct width to fit in the grooves. Only do a rough 
sand at this stage as some more tooling will need 
to be added to the outside 



STEP 13. You can now begin to form the box 
by cutting the spigot for the base. Use a 10mm 
skew chisel to cut in 3mm below the bottom of 
the routed grooves; this will form the part which 
the lid fits over 


STEP 14. To chamfer or not to chamfer - that is the 
question! In the end I decided that it would look 
better if I cut an angle between the two mating 
parts of the box 


STEP 15. The spigot has to be parallel, so step back 
and have a good look at it. If the spigot slants either 
way, you may experience some problems later on 



STEP 16. Part the base off using a 2mm parting tool 
- using such a thin tool ensures you don't waste 
too much timber. Be sure to check that the tool 
goes in square 



STEP 17.1 would normally part all the way through 
and grab the bit as it comes off, but as it isn't too 
easy to hold due to its uneven surface, I decided 
to stop the lathe and cut the last bit through with 
a fine-tooth saw 



STEP 18. When you part it off ensure to leave a 
tiny amount of the spigot on the lid; this will be 
your guide for hollowing it out. The spigot should 
fit perfectly if you hollow to this line 
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STEP 19. The 13mm signature gouge is now used 
in pull cutting mode. Make sure the flute is not 
pointing upwards: have it facing towards you, 
present the tool to the centre and then pivot 
it towards you, thus creating a dish 



STEP 22. You should now have almost cut out 
to the correct diameter - here you can just see 
the remnants of the pencil mark. Remember to 
take small cuts: the lid does need to be tight so 
you can turn the top 


STEP 25. The base is mounted into the chuck and 
the lid is fitted on so the top can be turned. The 
masking tape is added for security; you could 
use the tailstock but I find it can get in the way 


STEP 20. Once you have cut the majority of the 
wood out with the gouge, use the 10mm skew 
to true up the sides. Line the tool up with the bed 
of the lathe and push the tool straight into the 
end-grain 



STEP 21. The same tool is used for creating a flat 
on the inside of the lid. Placing your finger on 
the toolrest will guide the depth of the tool as 
it's worked along the toolrest. Make sure the 
tool is presented on the centreline 



STEP 23. The easiest way to sand the flat inside 
of the lid is to use a 30mm sanding pad mounted 
in a drill. Be careful not to generate too much heat 
as the end-grain can crack 



STEP 26. The position of the bevel is important 
when removing the spigot. The angle of the tool 
has to match the direction of the cut: if you present 
the tip of the tool to the surface, it will skate back 


STEP 24. The base should fit perfectly onto the lid 
with a really tight fit and the diameters of the two 
sections should come together really well. At this 
stage, sand the box to a finish 



STEP 27. Chamfer the top of the box to match 
the join. Make sure you cut a slight concave into 
the base, which will allow the box to sit on its 
outer diameter, so it won't wobble 





> 
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Turning: The cog box 



STEP 28. It's now time to hollow out the base, using 
the spindle gouge as before. I don't find there's a 
need to drill a depth hole and there should be no 
need to switch to a specialist hollowing tool until 
the overhang becomes over 75mm 



STEP 31. For this step you will need to turn yourself 
a jam chuck. Mount up a piece of softwood and turn 
a taper on the end; the box can then be offered up 
to give you an indication as to the correct diameter 
required between it and the wood 



STEP 34.1 got a bit carried away with some 
detailing on the bottom; this probably should 
have appeared on the top of the box where it 
could be seen 



STEP 29. Due to the angle on the base, it's 
advisable to undercut the inside. My rolled edge 
skew has a 15° angle on the end and that matches 
the shape perfectly. I also sand the spigot so the 
lid will fit snugly and isn't over-tight 



STEP 32. Use the 10mm skew to cut the timber 
down; this needs to be a tight fit into the base 
and the top of the box needs to come up against 
the shoulder 



STEP 35. Black stain on oak always works really 
well; you can see how the stain hasn't penetrated 
into the medullary rays of the oak and gives a 
contrast that shows off the grain 



STEP 30. Start by sanding the inside of the box at 
180 and work through to 400 grit. When sanding 
through a small hole like this, only place one 
finger inside, so nothing gets trapped 



STEP 33. Whoops! I cut the jam chuck a little small 
so I had to use a piece of kitchen roll as a filler. 
Before you start turning, test the strength of the 
grip on the base 



STEP 36. The completed cog box should look 
something like this 
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TOOL RESTORING, WOOD VENEER & SPECIALIST TOOLS 


Unloved? 

Unuseable? 


RESTORE IT! 

Sjrj 



Stanley No. 5 'before & after 1 photo courtesy Peter He ms ley - The ToolPost 


Restore Rust Remover & Restore Rust Remover Gel 

Remove only the rust leaving sound metaf unaffected. 
Cleans and brightens brass and nickel plating. See more 
stunning 'before & after’ examples on our website photo 
galleries. Find local and international stockists on the 
website. 

Shield Technology Limited. Tel: +44 (0)1472 360699 

Unit 69, Grimsby Business Centre Fax: +44 (0)1472 324685 

King Edward Street, Email: info@shleldtechnclogy.co.uk 

Grimsby, DN31 3JH www.shieldtechnology.co.uk 

Distributor enquiries welcome 

SHIELD TECHNOLOGY 

Guarding Against Corrosion 


"Are You Mad 
About TOOLS "? 

"We are"! 

Mad 

About 

T 0 *ls 

•co*uk 


www.madabouttools.co.uk 




Tewkesbury 

SAW COMPANY LTD 


Spindle Moulder 
Cutters & Limiters 

Made to Order! 


* Quick turnaround • Able to 
supply to fit most types of blocks 

• Many low priced standards 

from stock 

Tewkesbury Saw Co. Ltd. 

Newton Trading Est. Tewkesbury, Glos. GL20 8JG 

Tel: 01684 293092 Fax: 01684 850628 

www.tewkesburysaw.co.uk 




The Wood Veneer Hub 

www.thewoodveneerhub.co.uk 


We provide the highest quality: 


Decorative, Exotic & Burr Veneers 
Coloured & Smoked Veneers 
Constructional Veneers 
Peel & Stick Veneers 
Tools & Accessories 


Visit Us: Unit 4 Eden Court, Eden Way 
Leighton Buzzard, Bedfordshire, LU7 4FY 

+44 (0) 1525 851166 
sales@thewoodveneerhub.co.uk 
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TIMBER SUPPLIES, SPECIALIST TOOLS & FINISHES 





The leaders in water based finish technology 

^ v>s Pearl Effects 


Our new decorative acrylic paint 
is designed to create speciality 
pearlescent finishes. 

Pearl Effects may be applied over 
General Finishes Milk Paints, stains 
and water based top coats to create 
translucent metallic pearl effects. 

I I I 


riA/jg 










Over 40 technique 
videos on our YouTube 
channel 

See web for shops & 
online stockists 
Trade & stockist 
enquiries welcome 


Samplessnown glazed using 10% Extender 
& dry brushed over Lamp Black Milk Paint. 


Tel: +44 131 661 5553 info@generalfinishes.co.uk 

Unit 13, Peffei mill Parc, 25 King's Haugh, Edinburgh, EH16 5UY. 

www.generalfinishes.co.uk 


Dowelmax 


Tables, chairs, stools, kitchens, 
bedrooms, desks, bookcases, 
sideboards, beds, benches, doors, 
windows, steps, cabinets, 
make them all and more with the 

Dowelmax Doweling Jig 

Dowelmax Doweling Jig - 
No need for biscuit jointers, tenoners, 
morticers, screws, loose tenons etc, 

make joints faster, more 
accurately and stronger with 

Dowelmax 

The ultimate doweling jig for woodworkers! 


See us on 

www.doi 

for more infi 

Yoillrifito 

Afelrr 

5 , video 0 

and visit: 

iax.co.uk 

md ordering. 

IH Dowelmax B 

Tel: 01352 781168 or 07773 718758 



01845 507738 


www.scawtonsawmill.co.uk 


Cellulose Sanding, 
Sealer 

Finishing Oil 

9 

Lemon Oil 

* 

Acrylic Gloss 
Lacquer 
• 

Acrylic San ding 
Sealer 
* 

Safety Cloth 
Spirit Stain 
Acrylic Lacquer 
Burnishing Creutn 
Cellulose Thinnets 

m 

End Seal 

* 

Friction Polish 
French Polish 
Melamine Lacquer 
Wood Wax 22 
Steel Wool 

9 

Polishing Brushes 

9 

Shellac Sanding 
Sealer 




CHESTNUT 

PRODUCT S 

first for fin is lies 


v" 4 



ifi 


e 

' •■■*-/** 




Used by woodturners of all abilities 
throughout the UK and the world, the 
Chestnut Products range of top quality 
finishes gives outstanding results 
©very time; whatever you are making 
and whatever your preferred finishing 
system there is bound to be something 
in our range to meet your needs. 

See your focal stockist for more information 
Or for a catafogue/pnne fist contact us at: 

Chestnut Products, 

PO Box 260, Stowmarket I PI 4 9BX 
Tel: 01473 890 118 Fax: 01473 206 522 

www.chestnutproducts.co. uk 
mai llnom©chestnutproducts,co.uk 

Stockist enquiries welcome 
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SPECIALIST EQUIPMENT, COURSES, TIMBER SUPPLY & FINISHES 



Allan Calder's Ltd 

Sandpaper Supplies 


Unit 20, Chumet Works, James Brindley Road, Leek, Staffordshire ST13 8YH. 


Web: www.sandpapersupplies.co.uk 


email: sandpapersupplies@yahoo.co.uk 

Tel: 01538 387738 


We are supplying top quality brands of 
sanding abrasives for all types of 
Wood Turners, Joiners & Cabinet Makers. 



Thirty years 
teaching 
furniture design, 
making and restoration 


rHECHIPPE 
rffTERNATI 
tfdDL OF FU 


www.chippendaleschool.com 



MAILORDER 
MARROW BANDSAW 

BLADES 

MANUFACTURED TO 
ANY LENGTH 

PHONE NOW FOR QUOTATION 
OR PRICE LIST 

TRUCUT 

Spurside Saw Works, The Downs, 
Ross-On-Wye, Herefordshire HR9 7TJ 
www.tr u c utba nd saws .co. u k 

Tel: 01989 769371 
Fax: 01989 567360 


TREE 

STATION 



Quality English Sawn Timber: 

» Rough sawn or planed 
» Wide variety of species and thicknesses 
» Sustainably grown and kilned 



Please get in touch or visit our website 
www.treestation.co.uk - 0161 2313333 


NATURAL WOOD 
FINISHES YOU 
CAN RELY ON 


osmo 


w 


01296 481220 I osmouk.com 



DECKING-OIL: Highest quality colour and protection for wood 


s s s s s 

MICROPOROUS | DURABLE JV-RESISAN OIL-BASED HIGH COVERAGE 
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TOOLS WANTED 


Top Prices Paid For Quality Hand Tools 


carving tools, chisels, turning tools 


norris planes (and similar), metal planes 






Lathes 

Chucks 


Jaws 


• Accessories 
L & Spares 

* • RP4000 

Chuck 
Spares 
/ &Jaws 


Woodturning supplies, tools & tuition 


Tel: 07842 189 743 

f e: info@blackislewoodturing.com ¥ 

www.blackislewoodturning.com 


green tools, any nice old hand tools... 


email photos to: info@oldtools.co.uk 
or bring tools to: Bexhill - 01424 217893 


a 


1 Revolutionise your hand tool skills with David's five 
day Tool Tuning course; ultimate plane tuning, chisel 
preparation and planing skills. Subsequent courses 
cover Dovetailing and Drawer Making/Fitting. 

NEW Sharpening weekends' 

David is a legen d of the LIK woodworking scene 
and has a wonderful teaching workshop in an idyllic 
location in Hartland, North Devon. 


See mbsite for full course details ft refeose date o f 
David’s New DVDs 


Contact David on: 

01237 441283 or email: daviddiarl@aoLcom 

www.davidcharlesworth.co.uk 


r W 



WOKINGHAM TOOL 


COMPANY LTD 

97-99 Wokingham Road 
Reading, Berkshire RG6 1LH 
Tel: 0118 9661511 

www.wokinghamtools.co.uk 

H. P. W. CS. BS. A. D. MO. 


LEEDS 


D.B. KEIGHLEY 

MACHINERY LTD 

Vickers Place, Stanningley, 
Leeds LS28 6LZ 
Tel: (0113)257 4736 

www. dbkeighle y.co. u k 

.— 

TFt iFH^FgaaKWq 



en To ers 

Spindle tooling \ 

c Bandsaw, jigsaw & 

Ompa.^ circular sawblades 

Online catalogue & ordering 

www.wealdentool .com 


IAN PARKER 

furniture school 



01892 861009 short courses in fine furniture making 
www.ianparkerfumiture.eo.uk / near Tunbridge Wells 


Musical Instrument Makers ' 1 &. Repairers' Supplies 


|-T« 


l- --- 




Largest selection of tonewoods, tools & parts in the country. 
Visit our website or order our catalogue. Callers welcome 

Touchstone Tonewoods, Albert Raid North, Reigate, RH29EZ 
Tel: 01737 221064 h^x: 01737 2.42748 

www.touchstonetonewoods.co.uk 


Woodworking Materials 

Co/ye sc faction ofrpwducts/ 


* Clocks & Accessories (Quartz and 
Mechanical) v Barometers ✓ Thermometers 
✓ Cabinet furniture ✓ Screws ^ Plans ✓ Kits 
>/ Polishes v Adhesives </ Abrasives etc. 

For FREE catalogue please contact: 


C/i/HS Afilncn Woodworking Supplies 

(Dept.TW) Beresford Lane, Woolley Moor, Mr. Alfreton Derbyshire DE55 6FH 
Tel/fax: ( 01246 ) 590 062 
Email: milnerwoodwork@aol.com 
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Next month 

GW317 on sale 31 March 


A VISIT FROM VERITAS: 


Vic Tesolin recently paid a visit to Warwickshire College, 
where he inspired students with his passion for hand 
tools and his extensive knowledge of the woodworking 


industry in general. Andy King reports and gets a little 
nostalgic, as he finds himself transported back to his 
apprenticeship days... _ 



EGG BOX FOR EASTER © DOLLS' HOUSE TECH 


Annemarie Adams turns a 
lovely egg-shaped box using 
a variety of laminated timbers 


Brian Barber shares the 
techniques behind the making 
of his wonderful1:12 scale 
Georgian dolls' house 



CLEVER LADDER SHELVING 

Dustin Van den Abeele makes 
use of some leftover pieces of 
timber to produce this handy, 
contemporary storage solution 


PLUS: ANDY KING'S KIT & TOOLS 9 BEGINNERS'GUIDE TO USING JOINTERS © EDWARD HOPKINS'HOME TRUTHS 
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Feature Back page ponderings 



Another view of beauty 

Join us as we ponder the notion of beauty and suggest 
a few key points to follow during your woodworking journey 


F ew people would find custard served with a dollop of 

brown sauce appetising. Most people see the Taj Mahal 
as more attractive than a concrete garage. There is, 
therefore, some sort of consensus as to what is beautiful 
and what is not. Beauty is in the eye of the beholder in that, unless 
it is there, it is unseen and unknown; but beauty resides primarily 
in the object itself. Not everyone finds the same thing beautiful 
because we come with various programming and pre-sets, but 
there is general agreement. If there weren't, there would be 
no exhibitions, concerts, restaurants, gigs or real ale festivals. 

Practice 

Beauty cannot be arrived at by a formula alone because in order to 
know that the formula has worked, you'd need to be able to assess 
the result, and for that you'd want, um, a sense of beauty. There are 
no rules. Rules work for mechanics and electrics, but are mute when 
it comes to beauty, love and God (which are closely related). For 
these things, thinking is no good: we have to feel. This takes practice. 

Listen 

Human operations are processed by the brain but, just as the pain 
of a stubbed toe exists in your foot, feelings are apprehended by 
the heart. Only, that is, if the incessant chatter of the mind shuts 
up. The initial response to an object or a design should be silent. 
What feelings does it evoke? Is it balanced? Coherent? Does it have 
life, or is it inert and dull? Is it one thing or a collection of disparate 


elements? Is it happy or disconsolate? Seeing it, am I happy 
or disconsolate? 

Imagine 

I can't see how a flower or a falling leaf is anything other than 
beautiful. Some creatures from the deep sea, and from behind the 
fridge might unsettle us, but that's a different matter. All man-made 
things are guestionable and, for the woodworker, me-made things 
are most questionable. Is anything out of place? Should that handle 
be a tad higher? Should the pediment be wider? Would three hinges 
be better than two? For this, you need sensitivity and imagination. 
And more practice. 

Err on the side of restraint 

Be as bold as you like, then rein yourself in. Nothing should stand 
out (unless it's meant to). If you introduce a chamfer on one axis, 
consider a 45° cut on another: this is one motif. If you have big 
lines sweeping out, consider little lines flowing in: this is another. 
Use no more than three motifs or, like a picture painted with the 
whole palette, the piece will lose its punch. 

Take care. The difference between pleasing and not pleasing 
is negligible. Aim high, and admit it when you've missed. Do better 
next time. And, once in a while when a warm wind blows through 
your workshop and you get it exactly right, revel in it. You've made 
something beautiful. This shows, necessarily, there's something in 
you that is beautiful, too. GW 
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One Workcentre 

Many Tasks 


The TWX7 brings the precision and convenience of the legendary Triton Workcentre to 
a new generation. Constructed using lightweight yet robust extruded aluminium 
sections, which support innovative low-friction work surfaces, the TWX7 is the ideal 
solution for the woodworking enthusiast. In addition the all new TWX7 is now a highly 
capable and mobile multi-purpose workshop for professional site use. 



Contractor Saw Module 


Router Table Module 


Powerful & accurate table saw with full length fence 


Precision router table & fence with featherboards 



Clamping Table Module 

Clamping table supplied as standard 

with 120Kg working load 




Optional Modules 

EMQrtooi 

Router Table Module 


EMW csooi 

Contractor Saw Module 


frttnn 

Precision Power Tools 


Engineered Precision 


tritontools.com 


















Woodturning Chucks and Jaws 

Our exclusive SC range of premium woodturning jaws have been carefully 
developed with professional woodturners and keen amateurs to offer 
optimum quality, flexibility and value for money. 



Rialto 


3 h" 

Faceplate 

RRP £18.99 


4 I 3 V 
I Faceplate 

RRP £18.99 


SC3 Geared Scroll 
Chuck Package 


SC4 Professional Geared 
Scroll Chuck Package 


Go Online for Full Range 
of Chuck and Jaw Videos 

See the jaws in action and find the 
perfect fit for your project 


Tte jaws are deigned to ncta a spigol 
rti 0ll(7W turning gf the howl's ineicte 



www.recordpower.co.uk Tel: 01246 571 020 



manufacturing fine tools & machinery for over 
100 years. Built to last we provide support for 
thousands of machines well over 50 years old, 
which are still in daily use. Testimony to the 
sound engineering principles and service support 
that comes with a Record Power product. 


years 

Experience • Knowledge 
Support • Expertise 

















